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	Summary of change:
	Added the SystemInformationBlockType1 with the bandwidthReducedAccessRelatedInfo-r13 IE included.

	
	

	Consequences if not approved:
	Conformant UE may fail these testcases

	
	

	Clauses affected:
	7.1.2.8, 7.1.3.9, 7.2.2.11, 7.2.3.21, 8.2.4.4, 13.4.1.5

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	

	affected:
	X
	
	 Test specifications
	36.523-1

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
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Change 1 f_TC_7_1_2_8_EUTRA
	Module name
	f_TC_7_1_2_8_EUTRA()

	Reason for change
	In this test case, it is necessary to add systemInformationBlockType1Dedicated-r11 IE according to TS 36.331 section 5.2.2.2 and add the bandwidthReducedAccessRelatedInfo-r13 IE according to TS 36.331 section 6.2.2 condition BW-reduced when performing the HO at Step 1 for CAT-M UEs
Note: A Prose CR shall be raised for this change at the next RAN5

	Summary of change
	Added the SystemInformationBlockType1 with the bandwidthReducedAccessRelatedInfo-r13 IE included

	TTCN module
	MAC_712.ttcn

	MCC160 Comment
	Accepted and implemented as per R5-192717


Before change
function f_TC_7_1_2_8_EUTRA ( ) runs on EUTRA_PTC

{ /* L2/MAC/7.2

       7.1.2.8 : MAC-Contention Resolution [ C-RNTI ]

   */
  <<SKIPPED CODE>>
    f_EUTRA_508RRC_ConnReconfigHO_IntraLTE(eutra_Cell1, eutra_Cell2);
    SYSIND.receive ( car_PRACH_Preamble_IND_Any (eutra_Cell2, ?));    // get the 1st PRACH preamble => 1st entry of cs_RachProcedureConfig_CRNTI_7_1_2_8 used by SS   
   <<SKIPPED CODE>>
After Change 
function f_TC_7_1_2_8_EUTRA ( ) runs on EUTRA_PTC

{ /* L2/MAC/7.2

       7.1.2.8 : MAC-Contention Resolution [ C-RNTI ]

   */
    <SKIPPED CODE>>
    //WA#7_1_2_8

    var SysinfoType_Type v_SysinfoType;

    var template (value) SystemInformationBlockType1 v_SystemInformationBlockType1_BR;

    var template (value) octetstring v_SystemInfomationBlockType1Dedicated_r11;

    var template (omit) RRCConnectionReconfiguration_v890_IEs v_RRCConnectionReconfiguration_v890_IEs := omit;
    <SKIPPED CODE>>
    //WA#7_1_2_8

v_SysinfoType := f_EUTRA_CellInfo_GetSysinfoType(eutra_Cell2);

    if (v_SysinfoType == sysinfoAndBR) {


   v_SystemInformationBlockType1_BR := f_EUTRA_CellInfo_GetSIB1_BR(eutra_Cell2);


   v_SystemInfomationBlockType1Dedicated_r11:= bit2oct(f_OctetAlignedBitString(encvalue(v_SystemInformationBlockType1_BR)));


   v_RRCConnectionReconfiguration_v890_IEs := cs_RRCConnectionReconfiguration_v890_IEs(cs_RRCConnectionReconfiguration_v920_IEs(-, -, cs_RRCConnectionReconfiguration_v1020_IEs(-, -, cs_RRCConnectionReconfiguration_v1130_IEs(v_SystemInfomationBlockType1Dedicated_r11))));


}
    f_EUTRA_508RRC_ConnReconfigHO_IntraLTE(eutra_Cell1, eutra_Cell2, -, v_RRCConnectionReconfiguration_v890_IEs);

    SYSIND.receive ( car_PRACH_Preamble_IND_Any (eutra_Cell2, ?));    // get the 1st PRACH preamble => 1st entry of cs_RachProcedureConfig_CRNTI_7_1_2_8 used by SS   
   <<SKIPPED CODE>>
Change 2 f_TC_7_1_3_9_EUTRA
	Function name
	f_TC_7_1_3_9_EUTRA()

	Reason for change
	At Step 5, the SS transmits an RRCConnectionReconfiguration message to order the UE to make a handover to Cell 2. As part of the HO, it is necessary to add systemInformationBlockType1Dedicated-r11 IE according to TS 36.331 section 5.2.2.2 and add the bandwidthReducedAccessRelatedInfo-r13 IE according to TS 36.331 section 6.2.2 condition BW-reduced

Note: A Prose CR shall be raised for this change at the next RAN5

	Summary of change
	Added the SystemInformationBlockType1 with the bandwidthReducedAccessRelatedInfo-r13 IE included

	TTCN module
	MAC_713.ttcn

	MCC160 Comment
	Accepted and implemented as per R5-192717


Before change
function f_TC_7_1_3_9_EUTRA ( ) runs on EUTRA_PTC

{ /* L2/MAC

   * 7.1.3.9 : MAC reset-DL

   */                                                  
    <<SKIPPED CODE>>
    //@sic R5s100240 sic@

    f_EUTRA_508RRC_ConnReconfigHO_IntraLTE (eutra_Cell1,

                                            eutra_Cell2,

                                            cs_TimingInfo_SubFrameOffset( v_Timing2.SFN.Number, 4, v_Timing2.HSFN.Number )); // next sub frame suitable for both FDD and TDD @sic R5w160204r1 sic@
     <<SKIPPED CODE>>
After Change 
function f_TC_7_1_3_9_EUTRA ( ) runs on EUTRA_PTC

{ /* L2/MAC

   * 7.1.3.9 : MAC reset-DL

   */                                                  
    <<SKIPPED CODE>>
    //WA#7_1_3_9

    var SysinfoType_Type v_SysinfoType;

    var template (value) SystemInformationBlockType1 v_SystemInformationBlockType1_BR;

    var template (value) octetstring v_SystemInfomationBlockType1Dedicated_r11;

    var template (omit) RRCConnectionReconfiguration_v890_IEs v_RRCConnectionReconfiguration_v890_IEs := omit;

    <<SKIPPED CODE>>
    //WA#7_1_3_9


v_SysinfoType := f_EUTRA_CellInfo_GetSysinfoType(eutra_Cell2);

    if (v_SysinfoType == sysinfoAndBR) {


   v_SystemInformationBlockType1_BR := f_EUTRA_CellInfo_GetSIB1_BR(eutra_Cell2);


   v_SystemInfomationBlockType1Dedicated_r11:= bit2oct(f_OctetAlignedBitString(encvalue(v_SystemInformationBlockType1_BR)));


   v_RRCConnectionReconfiguration_v890_IEs := cs_RRCConnectionReconfiguration_v890_IEs(cs_RRCConnectionReconfiguration_v920_IEs(-, -, cs_RRCConnectionReconfiguration_v1020_IEs(-, -, cs_RRCConnectionReconfiguration_v1130_IEs(v_SystemInfomationBlockType1Dedicated_r11))));


}
    //@sic R5s100240 sic@

    f_EUTRA_508RRC_ConnReconfigHO_IntraLTE (eutra_Cell1,

                                            eutra_Cell2,

                                            cs_TimingInfo_SubFrameOffset( v_Timing2.SFN.Number, 4, v_Timing2.HSFN.Number ),                                          v_RRCConnectionReconfiguration_v890_IEs); // next sub frame suitable for both FDD and TDD @sic R5w160204r1 sic@

Change 3 fl_TC_7_2_2_11_TestBody
	Function name
	f_TC_7_2_2_11_TestBody()

	Reason for change
	At Step 4 of test case 7.2.2.11, the SS transmits an RRCConnectionReconfiguration message to order the UE to make a handover. As part of the HO, it is necessary to add systemInformationBlockType1Dedicated-r11 IE according to TS 36.331 section 5.2.2.2 and add the bandwidthReducedAccessRelatedInfo-r13 IE according to TS 36.331 section 6.2.2 condition BW-reduced

Note: A Prose CR shall be raised for this change at the next RAN5.

	Summary of change
	Added the SystemInformationBlockType1 with the bandwidthReducedAccessRelatedInfo-r13 IE included

	TTCN module
	RLC_UM_Testcases.ttcn

	MCC160 Comment
	Accepted and implemented as per R5-192717


Before change
function fl_TC_7_2_2_11_TestBody(inout RLC_SS_State p_RLC_Rec) runs on EUTRA_PTC

{
   <<SKIPPED CODE>>
   //@siclog "Step 4" siclog@

    // SS performs a RRC Connection Reconfiguration procedure including the mobilityControlInfo IE in

    // RRCConnectionReconfiguration triggering RLC-reestablishment.

    f_EUTRA_508RRC_IntraLTE_HO_IntraCell (eutra_Cell1,

                                          -,

                                          {cs_OneDRB_ConfigAM(tsc_DRB1), cs_DRB2_ConfigUM_TM_Mode_SN10});
   <<SKIPPED CODE>>
After change
function fl_TC_7_2_2_11_TestBody(inout RLC_SS_State p_RLC_Rec) runs on EUTRA_PTC

{
    <<SKIPPED CODE>>
    //WA#7_2_2_11

    var SysinfoType_Type v_SysinfoType;

    var template (value) SystemInformationBlockType1 v_SystemInformationBlockType1_BR;

    var template (value) octetstring v_SystemInfomationBlockType1Dedicated_r11;

    var template (omit) RRCConnectionReconfiguration_v890_IEs v_RRCConnectionReconfiguration_v890_IEs := omit;
    <<SKIPPED CODE>>
    //WA#7_2_2_11


v_SysinfoType := f_EUTRA_CellInfo_GetSysinfoType(eutra_Cell1);

    if (v_SysinfoType == sysinfoAndBR) {


   v_SystemInformationBlockType1_BR := f_EUTRA_CellInfo_GetSIB1_BR(eutra_Cell1);


   v_SystemInfomationBlockType1Dedicated_r11:= bit2oct(f_OctetAlignedBitString(encvalue(v_SystemInformationBlockType1_BR)));


   v_RRCConnectionReconfiguration_v890_IEs := cs_RRCConnectionReconfiguration_v890_IEs(cs_RRCConnectionReconfiguration_v920_IEs(-, -, cs_RRCConnectionReconfiguration_v1020_IEs(-, -, cs_RRCConnectionReconfiguration_v1130_IEs(v_SystemInfomationBlockType1Dedicated_r11))));


}
   //@siclog "Step 4" siclog@

    // SS performs a RRC Connection Reconfiguration procedure including the mobilityControlInfo IE in

    // RRCConnectionReconfiguration triggering RLC-reestablishment.

    f_EUTRA_508RRC_IntraLTE_HO_IntraCell (eutra_Cell1,

                                          -,

                                          {cs_OneDRB_ConfigAM(tsc_DRB1), cs_DRB2_ConfigUM_TM_Mode_SN10}, -, -, -, v_RRCConnectionReconfiguration_v890_IEs);
    <<SKIPPED CODE>>
Change 4 fl_EUTRA_7_2_3_21_TestBody
	Function name
	fl_EUTRA_7_2_3_21_TestBody()

	Reason for change
	At Step 4, the SS transmits an RRCConnectionReconfiguration message to order the UE to make a handover to Cell 2. As part of the HO, it is necessary to add systemInformationBlockType1Dedicated-r11 IE according to TS 36.331 section 5.2.2.2 and add the bandwidthReducedAccessRelatedInfo-r13 IE according to TS 36.331 section 6.2.2 condition BW-reduced
Note: A Prose CR shall be raised for this change at the next RAN5

	Summary of change
	Added the SystemInformationBlockType1 with the bandwidthReducedAccessRelatedInfo-r13 IE included

	TTCN module
	RLC_AM_Testcases.ttcn

	MCC160 Comment
	Accepted and implemented as per R5-192717


Before change
function fl_EUTRA_7_2_3_21_TestBody(inout RLC_SS_State p_RLC_Rec)

    runs on EUTRA_PTC

{ //@sic R5-104723 sic@ @sic RP-101255 sic@ @sic R5s110019/R5s110030 sic@

   <<SKIPPED CODE>>
   f_EUTRA_508RRC_IntraLTE_HO_IntraCell_Step1_5 (eutra_Cell1,  // @sic R5s100430 change 2; R5s100524 sic@ @sic R5s110019/R5s110030 sic@

                                                  cs_TimingInfo_EUTRA_NB(v_Timing),

                                                  {v_DRB_Config},

                                                  -,

                                                  -,

                                                  -,

                                                  v_SecurityActTimeList,

                                                  true); // @sic R5s180249, R5-182956 sic@
   <<SKIPPED CODE>>
After Change 
function fl_EUTRA_7_2_3_21_TestBody(inout RLC_SS_State p_RLC_Rec)

    runs on EUTRA_PTC

{ //@sic R5-104723 sic@ @sic RP-101255 sic@ @sic R5s110019/R5s110030 sic@

   <<SKIPPED CODE>>
   //WA#7_2_3_21

    var SysinfoType_Type v_SysinfoType;

    var template (value) SystemInformationBlockType1 v_SystemInformationBlockType1_BR;

    var template (value) octetstring v_SystemInfomationBlockType1Dedicated_r11;

    var template (omit) RRCConnectionReconfiguration_v890_IEs v_RRCConnectionReconfiguration_v890_IEs := omit;
   <<SKIPPED CODE>>
   //WA#7_2_3_21


v_SysinfoType := f_EUTRA_CellInfo_GetSysinfoType(eutra_Cell1);

    if (v_SysinfoType == sysinfoAndBR) {


   v_SystemInformationBlockType1_BR := f_EUTRA_CellInfo_GetSIB1_BR(eutra_Cell1);


   v_SystemInfomationBlockType1Dedicated_r11:= bit2oct(f_OctetAlignedBitString(encvalue(v_SystemInformationBlockType1_BR)));


   v_RRCConnectionReconfiguration_v890_IEs := cs_RRCConnectionReconfiguration_v890_IEs(cs_RRCConnectionReconfiguration_v920_IEs(-, -, cs_RRCConnectionReconfiguration_v1020_IEs(-, -, cs_RRCConnectionReconfiguration_v1130_IEs(v_SystemInfomationBlockType1Dedicated_r11))));


}                                                                                             

    f_EUTRA_508RRC_IntraLTE_HO_IntraCell_Step1_5 (eutra_Cell1,  // @sic R5s100430 change 2; R5s100524 sic@ @sic R5s110019/R5s110030 sic@

                                                  cs_TimingInfo_EUTRA_NB(v_Timing),

                                                  {v_DRB_Config},

                                                  -,

                                                  -,

                                                  -,

                                                  v_SecurityActTimeList,

                                                  true,

                                                  v_RRCConnectionReconfiguration_v890_IEs); // @sic R5s180249, R5-182956 sic@
   <<SKIPPED CODE>>
Change 5 f_RRCConnectionReconfiguration_FullConfig
	Function name
	f_RRCConnectionReconfiguration_FullConfig()

	Reason for change
	At Step 2-3 of test case 13.4.1.5, the SS transmits an RRCConnectionReconfiguration message to order the UE to make a handover to Cell 2. As part of the HO, it is necessary to add systemInformationBlockType1Dedicated-r11 IE according to TS 36.331 section 5.2.2.2 and add the bandwidthReducedAccessRelatedInfo-r13 IE according to TS 36.331 section 6.2.2 condition BW-reduced

Note: A Prose CR shall be raised for this change at the next RAN5.

	Summary of change
	Added the SystemInformationBlockType1 with the bandwidthReducedAccessRelatedInfo-r13 IE included

	TTCN module
	MultiLayer_Procedures.ttcn

	MCC160 Comment
	Accepted and implemented as per R5-192723


Before change
function f_RRCConnectionReconfiguration_FullConfig(EUTRA_CellId_Type p_CellId,

                                                     template (value) MAC_MainConfig_Type p_MAC_MainConfig_Type := cs_508_MAC_MainConfig_Explicit_RBC_FullConfig)  runs on EUTRA_PTC

    return template (value) DL_DCCH_Message

{
   <<SKIPPED CODE>>
   if (v_SysinfoType == sysinfoAndBR) { // Initialise eMTC parameters for CE Mode A or B @sic R5-169087 sic@

      v_PUCCH_ConfigDedicated := omit;

      v_PUCCH_ConfigDedicated_r13 := f_EUTRA_GetPUCCH_ConfigDedicated_r13(p_CellId);

      v_CE_Mode_r13 := f_EUTRA_GetCE_Mode(p_CellId);

      v_EPDCCH_Config_r11 := f_EUTRA_GetEPDCCH_Config_r11(p_CellId);  //@sic R5-169087 sic@

      v_PRACH_Config_v1310 := f_EUTRA_CellInfo_GetPRACH_Config_v1310(p_CellId); //@sic R5s170918 sic@

      v_FreqHoppingParameters_r13 := f_EUTRA_CellInfo_GetFreqHoppingParameters_r13 (p_CellId); //@sic R5s170918, R5-177062 sic@

      v_PDSCH_ConfigCommon_v1310 := f_EUTRA_CellInfo_GetPDSCH_ConfigCommon_v1310(p_CellId);

      v_PUCCH_ConfigCommon_v1310 := f_EUTRA_CellInfo_GetPUCCH_ConfigCommon_v1310(p_CellId);

      v_PUSCH_ConfigCommon_v1310 := f_EUTRA_CellInfo_GetPUSCH_ConfigCommon_v1310(p_CellId);

    } else {

      if (v_EUTRA_FDD_TDD_Mode == FDD){

        v_PUCCH_ConfigDedicated := cs_508_PUCCH_ConfigDedicated_Default_FDD;

      } else {

        v_PUCCH_ConfigDedicated := cds_508_PUCCH_ConfigDedicated_Default_TDD;

      }

    }

    if (v_EUTRA_FDD_TDD_Mode == FDD) {            // FDD

      v_RRCConnReconfig := cs_RRCConnectionReconfiguration_FullConfig(v_EUTRA_CarrierFreq_v9e0,  //@sic R5s170267 sic@

                                                                      v_DL_Bandwidth,

                                                                      v_UL_Bandwidth,

                                                                      v_PhysCellId,

                                                                      tsc_RRC_TI_Def,

                                                                      cs_PRACH_Config_Def(cs_508_PRACH_ConfigSIB_FDD(v_ChannelBandwidthDependency.Prach_FrequencyOffset,

                                                                                                                     v_RootSequenceIndex)),

                                                                      v_ChannelBandwidthDependency.Pusch_HoppingOffset,

                                                                      cs_508_SoundingRS_UL_ConfigCommon_FDD(v_ChannelBandwidthDependency.SrsBandwidthConfiguration),

                                                                      omit,

                                                                      v_ChannelBandwidthDependency.N_RB_CQI,

                                                                      cs_CQI_ReportingPeriodic_FDD,

                                                                      v_PUCCH_ConfigDedicated,   // @sic R5-123630 sic@

                                                                      v_ChannelBandwidthDependency.sr_PUCCH_ResourceIndex, // @sic R5-123630 sic@

                                                                      30,

                                                                      v_CE_Mode_r13,

                                                                      v_PUCCH_ConfigDedicated_r13,

                                                                      v_EPDCCH_Config_r11,

                                                                      v_PRACH_Config_v1310,

                                                                      v_FreqHoppingParameters_r13,

                                                                      v_PDSCH_ConfigCommon_v1310,

                                                                      v_PUCCH_ConfigCommon_v1310,

                                                                      v_PUSCH_ConfigCommon_v1310,

                                                                      -,

                                                                      -,

                                                                      v_RACH_ConfigCommon                                                                                                                             ); //@sic R5s140073 R5s140338 R5s170918, R5-177062 sic@

    } else {

      v_RRCConnReconfig:= cs_RRCConnectionReconfiguration_FullConfig(v_EUTRA_CarrierFreq_v9e0,  //@sic R5s170267 sic@

                                                                     v_DL_Bandwidth,

                                                                     omit,

                                                                     v_PhysCellId,

                                                                     tsc_RRC_TI_Def,

                                                                     cs_PRACH_Config_Def(cs_508_PRACH_ConfigSIB_TDD(v_ChannelBandwidthDependency.Prach_FrequencyOffset,

                                                                                                                    v_RootSequenceIndex)),

                                                                     v_ChannelBandwidthDependency.Pusch_HoppingOffset,

                                                                     cs_508_SoundingRS_UL_ConfigCommon_TDD(v_ChannelBandwidthDependency.SrsBandwidthConfiguration),

                                                                     cs_TDD_ConfigDef(px_eTDDsubframeConfig),

                                                                     v_ChannelBandwidthDependency.N_RB_CQI,

                                                                     cds_CQI_ReportingPeriodic_TDD,

                                                                     v_PUCCH_ConfigDedicated,

                                                                     v_ChannelBandwidthDependency.sr_PUCCH_ResourceIndex,

                                                                     27,

                                                                     v_CE_Mode_r13,

                                                                     v_PUCCH_ConfigDedicated_r13,

                                                                     v_EPDCCH_Config_r11,

                                                                     v_PRACH_Config_v1310,

                                                                     v_FreqHoppingParameters_r13,

                                                                     v_PDSCH_ConfigCommon_v1310,

                                                                     v_PUCCH_ConfigCommon_v1310,

                                                                     v_PUSCH_ConfigCommon_v1310,

                                                                     -,

                                                                     -,

                                                                     v_RACH_ConfigCommon                                                  

); //@sic R5s140073 R5s140338 R5s170918, R5-177062 sic@

    }

    v_RRCConnReconfig.message_.c1.rrcConnectionReconfiguration.criticalExtensions.c1.rrcConnectionReconfiguration_r8.radioResourceConfigDedicated.mac_MainConfig := p_MAC_MainConfig_Type;

    return v_RRCConnReconfig;

}
After Change 
function f_RRCConnectionReconfiguration_FullConfig(EUTRA_CellId_Type p_CellId,

                                                     template (value) MAC_MainConfig_Type p_MAC_MainConfig_Type := cs_508_MAC_MainConfig_Explicit_RBC_FullConfig)  runs on EUTRA_PTC

    return template (value) DL_DCCH_Message

{
   <<SKIPPED CODE>>
   //WA#13_4_1_5

    var template (value) SystemInformationBlockType1 v_SystemInformationBlockType1_BR;

    var template (value) octetstring v_SystemInfomationBlockType1Dedicated_r11;

    var template (omit) RRCConnectionReconfiguration_v890_IEs v_RRCConnectionReconfiguration_v890_IEs := omit;
  if (v_SysinfoType == sysinfoAndBR) { // Initialise eMTC parameters for CE Mode A or B @sic R5-169087 sic@

      v_PUCCH_ConfigDedicated := omit;

      v_PUCCH_ConfigDedicated_r13 := f_EUTRA_GetPUCCH_ConfigDedicated_r13(p_CellId);

      v_CE_Mode_r13 := f_EUTRA_GetCE_Mode(p_CellId);

      v_EPDCCH_Config_r11 := f_EUTRA_GetEPDCCH_Config_r11(p_CellId);  //@sic R5-169087 sic@

      v_PRACH_Config_v1310 := f_EUTRA_CellInfo_GetPRACH_Config_v1310(p_CellId); //@sic R5s170918 sic@

      v_FreqHoppingParameters_r13 := f_EUTRA_CellInfo_GetFreqHoppingParameters_r13 (p_CellId); //@sic R5s170918, R5-177062 sic@

      v_PDSCH_ConfigCommon_v1310 := f_EUTRA_CellInfo_GetPDSCH_ConfigCommon_v1310(p_CellId);

      v_PUCCH_ConfigCommon_v1310 := f_EUTRA_CellInfo_GetPUCCH_ConfigCommon_v1310(p_CellId);

      v_PUSCH_ConfigCommon_v1310 := f_EUTRA_CellInfo_GetPUSCH_ConfigCommon_v1310(p_CellId);

      //WA#13_4_1_5

      v_SystemInformationBlockType1_BR := f_EUTRA_CellInfo_GetSIB1_BR(p_CellId);


  v_SystemInfomationBlockType1Dedicated_r11:= bit2oct(f_OctetAlignedBitString(encvalue(v_SystemInformationBlockType1_BR)));


  v_RRCConnectionReconfiguration_v890_IEs := cs_RRCConnectionReconfiguration_v890_IEs(cs_RRCConnectionReconfiguration_v920_IEs(-, true_, cs_RRCConnectionReconfiguration_v1020_IEs(-, -, cs_RRCConnectionReconfiguration_v1130_IEs(v_SystemInfomationBlockType1Dedicated_r11))));
    } else {

      if (v_EUTRA_FDD_TDD_Mode == FDD){

        v_PUCCH_ConfigDedicated := cs_508_PUCCH_ConfigDedicated_Default_FDD;

      } else {

        v_PUCCH_ConfigDedicated := cds_508_PUCCH_ConfigDedicated_Default_TDD;

      }

      v_RRCConnectionReconfiguration_v890_IEs := cs_RRCConnectionReconfiguration_v890_IEs_FullConfig;
    }

    if (v_EUTRA_FDD_TDD_Mode == FDD) {            // FDD

      v_RRCConnReconfig := cs_RRCConnectionReconfiguration_FullConfig(v_EUTRA_CarrierFreq_v9e0,  //@sic R5s170267 sic@

                                                                      v_DL_Bandwidth,

                                                                      v_UL_Bandwidth,

                                                                      v_PhysCellId,

                                                                      tsc_RRC_TI_Def,

                                                                      cs_PRACH_Config_Def(cs_508_PRACH_ConfigSIB_FDD(v_ChannelBandwidthDependency.Prach_FrequencyOffset,

                                                                                                                     v_RootSequenceIndex)),

                                                                      v_ChannelBandwidthDependency.Pusch_HoppingOffset,

                                                                      cs_508_SoundingRS_UL_ConfigCommon_FDD(v_ChannelBandwidthDependency.SrsBandwidthConfiguration),

                                                                      omit,

                                                                      v_ChannelBandwidthDependency.N_RB_CQI,

                                                                      cs_CQI_ReportingPeriodic_FDD,

                                                                      v_PUCCH_ConfigDedicated,   // @sic R5-123630 sic@

                                                                      v_ChannelBandwidthDependency.sr_PUCCH_ResourceIndex, // @sic R5-123630 sic@

                                                                      30,

                                                                      v_CE_Mode_r13,

                                                                      v_PUCCH_ConfigDedicated_r13,

                                                                      v_EPDCCH_Config_r11,

                                                                      v_PRACH_Config_v1310,

                                                                      v_FreqHoppingParameters_r13,

                                                                      v_PDSCH_ConfigCommon_v1310,

                                                                      v_PUCCH_ConfigCommon_v1310,

                                                                      v_PUSCH_ConfigCommon_v1310,

                                                                      -,

                                                                      -,

                                                                      v_RACH_ConfigCommon,

                                                                      v_RRCConnectionReconfiguration_v890_IEs //WA#13_4_1_5
                                                                      ); //@sic R5s140073 R5s140338 R5s170918, R5-177062 sic@

    } else {

      v_RRCConnReconfig:= cs_RRCConnectionReconfiguration_FullConfig(v_EUTRA_CarrierFreq_v9e0,  //@sic R5s170267 sic@

                                                                     v_DL_Bandwidth,

                                                                     omit,

                                                                     v_PhysCellId,

                                                                     tsc_RRC_TI_Def,

                                                                     cs_PRACH_Config_Def(cs_508_PRACH_ConfigSIB_TDD(v_ChannelBandwidthDependency.Prach_FrequencyOffset,

                                                                                                                    v_RootSequenceIndex)),

                                                                     v_ChannelBandwidthDependency.Pusch_HoppingOffset,

                                                                     cs_508_SoundingRS_UL_ConfigCommon_TDD(v_ChannelBandwidthDependency.SrsBandwidthConfiguration),

                                                                     cs_TDD_ConfigDef(px_eTDDsubframeConfig),

                                                                     v_ChannelBandwidthDependency.N_RB_CQI,

                                                                     cds_CQI_ReportingPeriodic_TDD,

                                                                     v_PUCCH_ConfigDedicated,

                                                                     v_ChannelBandwidthDependency.sr_PUCCH_ResourceIndex,

                                                                     27,

                                                                     v_CE_Mode_r13,

                                                                     v_PUCCH_ConfigDedicated_r13,

                                                                     v_EPDCCH_Config_r11,

                                                                     v_PRACH_Config_v1310,

                                                                     v_FreqHoppingParameters_r13,

                                                                     v_PDSCH_ConfigCommon_v1310,

                                                                     v_PUCCH_ConfigCommon_v1310,

                                                                     v_PUSCH_ConfigCommon_v1310,

                                                                     -,

                                                                     -,

                                                                     v_RACH_ConfigCommon,

                                                                     v_RRCConnectionReconfiguration_v890_IEs //WA#13_4_1_5
                                                                     ); //@sic R5s140073 R5s140338 R5s170918, R5-177062 sic@

    }

    v_RRCConnReconfig.message_.c1.rrcConnectionReconfiguration.criticalExtensions.c1.rrcConnectionReconfiguration_r8.radioResourceConfigDedicated.mac_MainConfig := p_MAC_MainConfig_Type;

    return v_RRCConnReconfig;

MCC160 Implementation
  function f_EUTRA_CellInfo_GetReconfig_BR(EUTRA_CellId_Type p_CellId,

                                           template (omit) RRCConnectionReconfiguration_v920_IEs.fullConfig_r9 p_FullConfig := omit) // @sic R5-192723 sic@

    runs on EUTRA_PTC return template (omit) RRCConnectionReconfiguration_v890_IEs

  { //@sic R5s180566 sic@

    var SysinfoType_Type v_SysinfoType;

    var template (value) SystemInformationBlockType1_BR_r13 v_SystemInformationBlockType1_BR;

    var template (value) octetstring v_SystemInfomationBlockType1Dedicated_r11;

    var template (omit) RRCConnectionReconfiguration_v890_IEs v_RRCConnectionReconfiguration_v890_IEs := omit;

    v_SysinfoType := f_EUTRA_CellInfo_GetSysinfoType(p_CellId);

    if (v_SysinfoType == sysinfoAndBR) { // if Cat M1 this condition is true

      v_SystemInformationBlockType1_BR := f_EUTRA_CellInfo_GetSIB1_BR(p_CellId); //@sic R5s180566 sic@

      v_SystemInfomationBlockType1Dedicated_r11:= bit2oct(f_OctetAlignedBitString(encvalue(v_SystemInformationBlockType1_BR))); //@sic R5s180566 sic@

      v_RRCConnectionReconfiguration_v890_IEs := cs_RRCConnectionReconfiguration_v890_IEs(cs_RRCConnectionReconfiguration_v920_IEs(-, p_FullConfig, cs_RRCConnectionReconfiguration_v1020_IEs(-, -, cs_RRCConnectionReconfiguration_v1130_IEs(v_SystemInfomationBlockType1Dedicated_r11)))); // @sic R5-192723 sic@

    }
  function f_RRCConnectionReconfiguration_FullConfig(EUTRA_CellId_Type p_CellId,

                                                     template (value) MAC_MainConfig_Type p_MAC_MainConfig_Type := cs_508_MAC_MainConfig_Explicit_RBC_FullConfig,














 template (value) RRCConnectionReconfiguration_v890_IEs p_RRCConnectionReconfiguration_v890_IEs := cs_RRCConnectionReconfiguration_v890_IEs_FullConfig // @sic R5-192723 sic@














)  runs on EUTRA_PTC

    return template (value) DL_DCCH_Message

  {

    var Ul_Bandwidth_Type v_UL_Bandwidth := f_EUTRA_CellInfo_GetUL_ChBandwidth (p_CellId);

    var Dl_Bandwidth_Type v_DL_Bandwidth := f_EUTRA_CellInfo_GetDL_ChBandwidth (p_CellId);

    var ChannelBandwidthDependency_Type v_ChannelBandwidthDependency := f_EUTRA_BandDependentParam(v_DL_Bandwidth, v_UL_Bandwidth);

    var PhysCellId v_PhysCellId := f_EUTRA_CellInfo_GetPhyCellId(p_CellId);

    var RootSequenceIndex_Type v_RootSequenceIndex := f_EUTRA_CellInfo_GetRootSequenceIndex(p_CellId);

    var EUTRA_FDD_TDD_Mode_Type v_EUTRA_FDD_TDD_Mode := f_EUTRA_CellInfo_GetFDD_TDD(p_CellId);

    var template (value) DL_DCCH_Message v_RRCConnReconfig;

    var template (omit) PUCCH_ConfigDedicated v_PUCCH_ConfigDedicated;                  //@sic R5-169087 sic@

    var template (omit) PUCCH_ConfigDedicated_r13 v_PUCCH_ConfigDedicated_r13 := omit;  //@sic R5-169087 sic@

    var SysinfoType_Type v_SysinfoType := f_EUTRA_CellInfo_GetSysinfoType(p_CellId);    //@sic R5-169087 sic@

    var template (omit) CE_Mode_r13_Type  v_CE_Mode_r13;                                //@sic R5-169087 sic@

    var template (omit) EPDCCH_Config_r11 v_EPDCCH_Config_r11 := omit;                  //@sic R5-169087 sic@

    var Frequency_IE_Type v_Frequency_IE := f_EUTRA_CellInfo_GetFrequencyIEs(p_CellId);

    var template(value) CarrierFreqEUTRA_v9e0 v_EUTRA_CarrierFreq_v9e0 := cs_CarrierFreqEUTRA_v9e0(v_Frequency_IE.UL_DL_Earfcn.dl_CarrierFreq_r9, omit);  //@sic R5s170267 sic@

    var template(omit) PRACH_Config_v1310 v_PRACH_Config_v1310 := omit; //@sic R5s170918 sic@

    var template (omit) FreqHoppingParameters_r13 v_FreqHoppingParameters_r13 := omit; //@sic R5s170918, R5-177062 sic@

    var template(omit) PDSCH_ConfigCommon_v1310 v_PDSCH_ConfigCommon_v1310 := omit; //@sic R5s170918 sic@

    var template(omit) PUCCH_ConfigCommon_v1310 v_PUCCH_ConfigCommon_v1310 := omit; //@sic R5s170918 sic@

    var template(omit) PUSCH_ConfigCommon_v1310 v_PUSCH_ConfigCommon_v1310 := omit; //@sic R5s170918 sic@

    var template (value) RACH_ConfigCommon v_RACH_ConfigCommon:= f_EUTRA_CellInfo_GetRach_ConfigCommon(p_CellId);   //@sic R5s180244 sic@

    if (v_SysinfoType == sysinfoAndBR) { // Initialise eMTC parameters for CE Mode A or B @sic R5-169087 sic@

      v_PUCCH_ConfigDedicated := omit;

      v_PUCCH_ConfigDedicated_r13 := f_EUTRA_GetPUCCH_ConfigDedicated_r13(p_CellId);

      v_CE_Mode_r13 := f_EUTRA_GetCE_Mode(p_CellId);

      v_EPDCCH_Config_r11 := f_EUTRA_GetEPDCCH_Config_r11(p_CellId);  //@sic R5-169087 sic@

      v_PRACH_Config_v1310 := f_EUTRA_CellInfo_GetPRACH_Config_v1310(p_CellId); //@sic R5s170918 sic@

      v_FreqHoppingParameters_r13 := f_EUTRA_CellInfo_GetFreqHoppingParameters_r13 (p_CellId); //@sic R5s170918, R5-177062 sic@

      v_PDSCH_ConfigCommon_v1310 := f_EUTRA_CellInfo_GetPDSCH_ConfigCommon_v1310(p_CellId);

      v_PUCCH_ConfigCommon_v1310 := f_EUTRA_CellInfo_GetPUCCH_ConfigCommon_v1310(p_CellId);

      v_PUSCH_ConfigCommon_v1310 := f_EUTRA_CellInfo_GetPUSCH_ConfigCommon_v1310(p_CellId);

    } else {

      if (v_EUTRA_FDD_TDD_Mode == FDD){

        v_PUCCH_ConfigDedicated := cs_508_PUCCH_ConfigDedicated_Default_FDD;

      } else {

        v_PUCCH_ConfigDedicated := cds_508_PUCCH_ConfigDedicated_Default_TDD;

      }

    }

    if (v_EUTRA_FDD_TDD_Mode == FDD) {            // FDD

      v_RRCConnReconfig := cs_RRCConnectionReconfiguration_FullConfig(v_EUTRA_CarrierFreq_v9e0,  //@sic R5s170267 sic@

                                                                      v_DL_Bandwidth,

                                                                      v_UL_Bandwidth,

                                                                      v_PhysCellId,

                                                                      tsc_RRC_TI_Def,

                                                                      cs_PRACH_Config_Def(cs_508_PRACH_ConfigSIB_FDD(v_ChannelBandwidthDependency.Prach_FrequencyOffset,

                                                                                                                     v_RootSequenceIndex)),

                                                                      v_ChannelBandwidthDependency.Pusch_HoppingOffset,

                                                                      cs_508_SoundingRS_UL_ConfigCommon_FDD(v_ChannelBandwidthDependency.SrsBandwidthConfiguration),

                                                                      omit,

                                                                      v_ChannelBandwidthDependency.N_RB_CQI,

                                                                      cs_CQI_ReportingPeriodic_FDD,

                                                                      v_PUCCH_ConfigDedicated,   // @sic R5-123630 sic@

                                                                      v_ChannelBandwidthDependency.sr_PUCCH_ResourceIndex, // @sic R5-123630 sic@

                                                                      30,

                                                                      v_CE_Mode_r13,

                                                                      v_PUCCH_ConfigDedicated_r13,

                                                                      v_EPDCCH_Config_r11,

                                                                      v_PRACH_Config_v1310,

                                                                      v_FreqHoppingParameters_r13,

                                                                      v_PDSCH_ConfigCommon_v1310,

                                                                      v_PUCCH_ConfigCommon_v1310,

                                                                      v_PUSCH_ConfigCommon_v1310,

                                                                      -,

                                                                      -,

                                                                      v_RACH_ConfigCommon,

                                                                      p_RRCConnectionReconfiguration_v890_IEs); //@sic R5s140073 R5s140338 R5s170918, R5-177062, R5-192723 sic@ 

    } else {

      v_RRCConnReconfig:= cs_RRCConnectionReconfiguration_FullConfig(v_EUTRA_CarrierFreq_v9e0,  //@sic R5s170267 sic@

                                                                     v_DL_Bandwidth,

                                                                     omit,

                                                                     v_PhysCellId,

                                                                     tsc_RRC_TI_Def,

                                                                     cs_PRACH_Config_Def(cs_508_PRACH_ConfigSIB_TDD(v_ChannelBandwidthDependency.Prach_FrequencyOffset,

                                                                                                                    v_RootSequenceIndex)),

                                                                     v_ChannelBandwidthDependency.Pusch_HoppingOffset,

                                                                     cs_508_SoundingRS_UL_ConfigCommon_TDD(v_ChannelBandwidthDependency.SrsBandwidthConfiguration),

                                                                     cs_TDD_ConfigDef(px_eTDDsubframeConfig),

                                                                     v_ChannelBandwidthDependency.N_RB_CQI,

                                                                     cds_CQI_ReportingPeriodic_TDD,

                                                                     v_PUCCH_ConfigDedicated,

                                                                     v_ChannelBandwidthDependency.sr_PUCCH_ResourceIndex,

                                                                     27,

                                                                     v_CE_Mode_r13,

                                                                     v_PUCCH_ConfigDedicated_r13,

                                                                     v_EPDCCH_Config_r11,

                                                                     v_PRACH_Config_v1310,

                                                                     v_FreqHoppingParameters_r13,

                                                                     v_PDSCH_ConfigCommon_v1310,

                                                                     v_PUCCH_ConfigCommon_v1310,

                                                                     v_PUSCH_ConfigCommon_v1310,

                                                                     -,

                                                                     -,

                                                                     v_RACH_ConfigCommon,

                                                                     p_RRCConnectionReconfiguration_v890_IEs); //@sic R5s140073 R5s140338 R5s170918, R5-177062, R5-192723 sic@

    }

    v_RRCConnReconfig.message_.c1.rrcConnectionReconfiguration.criticalExtensions.c1.rrcConnectionReconfiguration_r8.radioResourceConfigDedicated.mac_MainConfig := p_MAC_MainConfig_Type;

    return v_RRCConnReconfig;
}

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_FullConfig(template(value) CarrierFreqEUTRA_v9e0 p_CarrierFreqEutra_v9e0,

                                                                              Dl_Bandwidth_Type p_DLBW,

                                                                              template (omit) Ul_Bandwidth_Type p_ULBW,

                                                                              integer p_CellId,

                                                                              RRC_TransactionIdentifier p_RRC_TI,

                                                                              template (value) PRACH_Config p_PRACH_Configuration,

                                                                              integer p_PuschHoppingOffset,

                                                                              template (value) SoundingRS_UL_ConfigCommon p_SoundingRsUl_ConfigCommon,

                                                                              template (omit) TDD_Config p_Tdd_Configuration,

                                                                              N_RB_CQI_Type p_N_RB_CQI,

                                                                              template (omit) CQI_ReportPeriodic p_CQI_ReportingPeriodic,

                                                                              template (omit) PUCCH_ConfigDedicated p_PUCCH_ConfigDedicated,

                                                                              SR_PUCCH_ResourceIndex_Type p_SR_PUCCH_ResourceIndex,

                                                                              SR_ConfigIndex_Type p_SR_ConfigIndex,

                                                                              template (omit) CE_Mode_r13_Type  p_CE_Mode_r13 := omit, //@sic R5-169087 sic@

                                                                              template(omit) PUCCH_ConfigDedicated_r13 p_PUCCH_ConfigDedicated_r13, //@sic R5-169087 sic@

                                                                              template(omit) EPDCCH_Config_r11 p_EPDCCH_Config_r11, //@sic R5-169087 sic@

                                                                              template (omit) PRACH_Config_v1310 p_PRACH_Config_v1310 := omit, //@sic R5s170918 sic@

                                                                              template (omit) FreqHoppingParameters_r13 p_FreqHoppingParameters_r13 := omit, //@sic R5s170918, R5-177062 sic@

                                                                              template (omit) PDSCH_ConfigCommon_v1310 p_PDSCH_ConfigCommon_v1310 := omit, //@sic R5s170918 sic@

                                                                              template (omit) PUCCH_ConfigCommon_v1310 p_PUCCH_ConfigCommon_v1310 := omit, //@sic R5s170918 sic@

                                                                              template (omit) PUSCH_ConfigCommon_v1310 p_PUSCH_ConfigCommon_v1310 := omit, // @sic R5-123712 R5s170918 sic@

                                                                              template (omit) HighSpeedConfig_r14      p_HighSpeedConfig_r14      := omit, //@sic R5-176985 sic@

                                                                              template (omit) PRACH_Config_v1430       p_PRACH_Config_v1430       := omit,

                                                                              template (omit) RACH_ConfigCommon        p_RACH_ConfigCommon := omit,

                                                                              template (value) RRCConnectionReconfiguration_v890_IEs        p_RRCConnectionReconfiguration_v890_IEs := cs_RRCConnectionReconfiguration_v890_IEs_FullConfig



















  // @sic R5-123712 R5s180244, R5-192723 sic@

                                                                             ) :=

  /* @status    APPROVED (LTE) */

    cs_RRCConnectionReconfiguration_Common(p_RRC_TI,

                                           omit,

                                           cs_MobilityControlInfo_HO_InterRAT(p_CellId,

                                                                              f_Return_CarrierFreqEUTRA(p_CarrierFreqEutra_v9e0), //@sic R5s170267 sic@

                                                                              cs_CarrierBandwidthEUTRA (p_DLBW, p_ULBW),

                                                                              tsc_C_RNTI_Def2,            // @sic R5s120490 sic@

                                                                              cds_RadioResourceConfigCommon_FullConfig(p_RACH_ConfigCommon, // @sic R5-123712 R5s180244 sic@

                                                                                                                       p_PRACH_Configuration,

                                                                                                                       cs_508_PUSCH_ConfigCommon_Default(p_PuschHoppingOffset),

                                                                                                                       p_SoundingRsUl_ConfigCommon,

                                                                                                                       p_Tdd_Configuration,

                                                                                                                       cs_AntennaInfoCommon_1Port,

                                                                                                                       cs_508_PUCCH_ConfigCommon_Default(p_N_RB_CQI),

                                                                                                                       p_PRACH_Config_v1310,  //@sic R5s170918 sic@

                                                                                                                       p_FreqHoppingParameters_r13, //@sic R5s170918, R5-177062 sic@

                                                                                                                       p_PDSCH_ConfigCommon_v1310, //@sic R5s170918 sic@

                                                                                                                       p_PUCCH_ConfigCommon_v1310, //@sic R5s170918 sic@

                                                                                                                       p_PUSCH_ConfigCommon_v1310, //@sic R5s170918 sic@

                                                                                                                       p_HighSpeedConfig_r14, //@sic R5-176985 sic@

                                                                                                                       p_PRACH_Config_v1430,  //@sic R5-176985 sic@

                                                                                                                       tsc_P_b_1Tx), //@sic R5-171592 sic@

                                                                              -,

                                                                              f_Return_CarrierFreqEUTRA_v9e0(p_CarrierFreqEutra_v9e0)),   // @sic R5s120490 R5s170267 sic@

                                           cs_508_RadioResourceConfigDedicated_FullConfig(p_CQI_ReportingPeriodic,

                                                                                          p_PUCCH_ConfigDedicated,

                                                                                          p_SR_PUCCH_ResourceIndex,

                                                                                          p_SR_ConfigIndex,

                                                                                          p_CE_Mode_r13,

                                                                                          p_PUCCH_ConfigDedicated_r13,

                                                                                          p_EPDCCH_Config_r11), //@sic R5s140225 R5s140348 sic@

                                           cs_SecurityConfigHO_IntraLTE(cs_SecurityAlgorithmConfig, false, 0),

                                           p_RRCConnectionReconfiguration_v890_IEs); //@sic R5-192723 sic@
…

  function f_TC_13_4_1_5_EUTRA() runs on EUTRA_PTC

  { /* RRC connection reconfiguration / Handover/ Full configuration / DRB establishment */

    var PDCP_SDUList_Type v_PDCP_SDUList_DRB1 := { f_IPv4IPv6_IcmpEchoReply(f_LoopbackModeB_IP_Address_UE()) };

    var  template (value) DL_DCCH_Message v_RRCConnReconfig;

    //Init cell array and security

    f_EUTRA_Init ( c1 );

    //Set Max Power for cell 2

    f_EUTRA_CellInfo_InitMaxReferencePower ( eutra_Cell2, -73);

    //Create and configure cell

    f_EUTRA_CellConfig_Def(eutra_Cell1);

    f_EUTRA_CellConfig_Def(eutra_Cell2);

    //The UE is in state Loopback Activated (state 4) on Cell 1 according to [18] using the UE TEST LOOP MODE B.

    f_EUTRA_Preamble(eutra_Cell1, STATE2A_TESTLOOP_ModeB);

    f_EUTRA_RbEst_Def(eutra_Cell1);

    f_EUTRA_CloseUE_TestLoopModeB(eutra_Cell1, '05'O);

    f_EUTRA_TestBody_Set(true, layer2);

    //Set cell 2 powerlevel

    f_EUTRA_SetCellPower (eutra_Cell2, -73);

    v_RRCConnReconfig := f_RRCConnectionReconfiguration_FullConfig (eutra_Cell2, -, f_EUTRA_CellInfo_GetReconfig_BR(eutra_Cell2, true_));  // @sic R5-192723 sic@
…
Change 6 f_TC_8_2_4_4
	Function name
	f_TC_8_2_4_4()

	Reason for change
	At Step 1 of test case 8.2.4.4, the SS transmits an RRCConnectionReconfiguration message to order the UE to make a handover. As part of the HO, it is necessary to add systemInformationBlockType1Dedicated-r11 IE according to TS 36.331 section 5.2.2.2 and add the bandwidthReducedAccessRelatedInfo-r13 IE according to TS 36.331 section 6.2.2 condition BW-reduced

Note: A Prose CR shall be raised for this change at the next RAN5.

	Summary of change
	Added the SystemInformationBlockType1 with the bandwidthReducedAccessRelatedInfo-r13 IE included

	TTCN module
	RRC_Handover.ttcn

	MCC160 Comment
	Accepted and implemented as per R5-192719


Before change
function f_TC_8_2_4_4_EUTRA ( ) runs on EUTRA_PTC

{

  <<SKIPPED CODE>>
  //@siclog "Step 1" siclog@

    //Send RRCConnectionReconfiguration to UE for security reconfiguration on Cell 1

    v_Timing := f_EUTRA_GetNextSendOccasion ( eutra_Cell1, tsc_EUTRA_DelayBeforeIntraCellHO); //@sic R5-106675 & R5s100714 sic@

    //@sic R5s120036 sic@

    f_EUTRA_RRC_ConnReconfigHO_Common ( eutra_Cell1,

                                        omit,

                                        f_Generate_cs_MobilityControlInfo_HO(eutra_Cell1),

                                        f_Generate_cs_508_RadioResourceConfigDedicated_HO(eutra_Cell1),

                                        cs_SecurityConfigHO_IntraLTE(-, false, v_NextHopChainingCount),

                                        cs_TimingInfo_EUTRA_NB(v_Timing));
  <<SKIPPED CODE>>
After Change 
function f_TC_8_2_4_4_EUTRA ( ) runs on EUTRA_PTC

{

   <<SKIPPED CODE>>
   //WA#8_2_4_4

    var SysinfoType_Type v_SysinfoType;

    var template (value) SystemInformationBlockType1 v_SystemInformationBlockType1_BR;

    var template (value) octetstring v_SystemInfomationBlockType1Dedicated_r11;

    var template (omit) RRCConnectionReconfiguration_v890_IEs v_RRCConnectionReconfiguration_v890_IEs := omit;
   <<SKIPPED CODE>>
   //WA#8_2_4_4

    v_SysinfoType := f_EUTRA_CellInfo_GetSysinfoType(eutra_Cell1);

    if (v_SysinfoType == sysinfoAndBR) {


   v_SystemInformationBlockType1_BR := f_EUTRA_CellInfo_GetSIB1_BR(eutra_Cell1);


   v_SystemInfomationBlockType1Dedicated_r11:= bit2oct(f_OctetAlignedBitString(encvalue(v_SystemInformationBlockType1_BR)));


   v_RRCConnectionReconfiguration_v890_IEs := cs_RRCConnectionReconfiguration_v890_IEs(cs_RRCConnectionReconfiguration_v920_IEs(-, -, cs_RRCConnectionReconfiguration_v1020_IEs(-, -, cs_RRCConnectionReconfiguration_v1130_IEs(v_SystemInfomationBlockType1Dedicated_r11))));


}
    //@siclog "Step 1" siclog@

    //Send RRCConnectionReconfiguration to UE for security reconfiguration on Cell 1

    v_Timing := f_EUTRA_GetNextSendOccasion ( eutra_Cell1, tsc_EUTRA_DelayBeforeIntraCellHO); //@sic R5-106675 & R5s100714 sic@

    //@sic R5s120036 sic@

    f_EUTRA_RRC_ConnReconfigHO_Common ( eutra_Cell1,

                                        omit,

                                        f_Generate_cs_MobilityControlInfo_HO(eutra_Cell1),

                                        f_Generate_cs_508_RadioResourceConfigDedicated_HO(eutra_Cell1),

                                        cs_SecurityConfigHO_IntraLTE(-, false, v_NextHopChainingCount),

                                        cs_TimingInfo_EUTRA_NB(v_Timing),

                                        v_RRCConnectionReconfiguration_v890_IEs);
Additional changes from MCC160 
  function f_EUTRA_508RRC_IntraLTE_HO_IntraCell_Step1_5(EUTRA_CellId_Type                     p_CellId,

                                                        template (value) TimingInfo_Type      p_TimingInfo    := cs_TimingInfo_Now,

                                                        template (value) RadioBearerList_Type p_DrbConfigList := cs_DrbConfigList_DRB1,

                                                        C_RNTI                                p_C_RNTI        := tsc_C_RNTI_Def2,

                                                        template (omit)  MeasConfig           p_MeasConfig    := omit,

                                                        Dsr_TransMax_Type                     p_Dsr_TransMax := n4,

                                                        template (omit) SecurityActTimeList_Type p_SecurityActTimeList := omit,

                                                        boolean                               p_UplinkGrantCE_Mode_ReducedGrant := false,

                                                        template (omit) RRCConnectionReconfiguration_v890_IEs p_RRCConnectionReconfiguration_v890_IEs := omit)  runs on EUTRA_PTC // @sic R5s180249, R5s190055, R5-192717 sic@

  { /* @sic R5s110019/R5s110030: suppress CNFs in f_EUTRA_SS_SRBs_DRBs_Release, f_EUTRA_SS_ConfigRachProcedure_HO, f_EUTRA_SS_SRBs_DRBs_Config sic@ */

    /* @sic R5-112122: UL_DL_Earfcn is omit in case of intra-cell HO sic@ */

    var DRB_IdentityList_AllAndAMonly_Type v_DRB_IdentityList;

    var SubFrameTiming_Type v_Timing;

    var EUTRA_SecurityParams_Type v_Auth_Params := f_EUTRA_Security_Get();

    var NextHopChainingCount v_NextHopChainingCount := 0; //According to 36.508 cl. 4.6.1 RRCConnectionReestablishment

    var template (omit) CarrierFreqEUTRA_v9e0 v_CarrierFreqEutra_v9e0 := omit;    // no change of frequency in case of intra-cell HO @sic R5-171150 sic@

    var template (value) MobilityControlInfo v_MobilityControlInfo := f_Generate_cs_MobilityControlInfo_HO_CRNTI(p_CellId, p_C_RNTI, v_CarrierFreqEutra_v9e0);

    var template (value) RadioResourceConfigDedicated v_RadioResourceConfigDedicated := f_Generate_cs_508_RadioResourceConfigDedicated_HO (p_CellId, p_Dsr_TransMax);

    var boolean v_MeasGapConfigIsPresent := isvalue(p_MeasConfig) and ispresent(p_MeasConfig.measGapConfig);

    // Build DRB identity list from inputed radiobearer config list

    v_DRB_IdentityList := f_EUTRA_DRB_IdentityList(p_DrbConfigList);

    /* for intra cell HO the HO procedure and the SS configuration must be executed with timing info.

     * This is to make sure SS reconfiguration is done properly and in time before UE access the new cell.

     * @sic R5s100178 sic@ */

    if (f_TimingInfo_IsNow(p_TimingInfo)) {

      v_Timing := f_EUTRA_GetNextSendOccasion(p_CellId, tsc_EUTRA_DelayBeforeIntraCellHO); // @sic R5-106675 sic@

    }

    else {

      v_Timing := valueof(p_TimingInfo.SubFrame);

    }

    // Step 1: Transmit RRCConnectionReconfiguration/HO command to UE

    f_EUTRA_RRC_ConnReconfigHO_Common(p_CellId,

                                      p_MeasConfig,

                                      v_MobilityControlInfo,

                                      v_RadioResourceConfigDedicated,

                                      cs_508SecurityConfigHO_IntraLTE,

                                      cs_TimingInfo_EUTRA_NB (v_Timing),

                                      p_RRCConnectionReconfiguration_v890_IEs); // @sic R5s190055, R5-192717 sic@
…

  function f_EUTRA_508RRC_IntraLTE_HO_IntraCell(EUTRA_CellId_Type                     p_CellId,

                                                template (value) TimingInfo_Type      p_TimingInfo    := cs_TimingInfo_Now,

                                                template (value) RadioBearerList_Type p_DrbConfigList := cs_DrbConfigList_DRB1,

                                                C_RNTI                                p_C_RNTI        := tsc_C_RNTI_Def2,

                                                template (omit)  MeasConfig           p_MeasConfig    := omit,

                                                Dsr_TransMax_Type                     p_Dsr_TransMax  := n4,

                                                template (omit) RRCConnectionReconfiguration_v890_IEs p_RRCConnectionReconfiguration_v890_IEs := omit)  runs on EUTRA_PTC // @sic R5s190055, R5-192717 sic@

  { /* @sic R5s100491: enhancement to support MeasConfig sic@ */

    /* @sic R5s100524: common change of HO functions sic@ */

    /* @sic R5s100473: additional parameter p_Dsr_TransMax sic@ */

    /* @sic R5s110019/R5s110030: additional parameter p_SecurityActTimeList, split into step 1-5 and step 6-7  sic@ */

    /* @sic R5-120721 change 7: restore PDCP Count for AM DRBs after the HO; parameter p_SecurityActTimeList removed; SecurityActTimeList determined in this function sic@ */

    var PdcpCountInfoList_Type v_PdcpCountInfoListAll;

    var PdcpCountInfoList_Type v_PdcpCountInfoListAmOnly;

    var DRB_IdentityList_AllAndAMonly_Type v_DRB_IdentityList;

    var template (value) SecurityActTimeList_Type v_SecurityActTimeList;

    /* step 0: get PDCP Count for AM DRBs  @sic R5-120721 change 7 sic@ */

    v_DRB_IdentityList := f_EUTRA_DRB_IdentityList(p_DrbConfigList);

    v_PdcpCountInfoListAll := f_EUTRA_SS_PdcpCount_GetAll(p_CellId);

    v_PdcpCountInfoListAmOnly := f_EUTRA_SS_PdcpCount_GetAmDrbs(p_CellId, v_DRB_IdentityList.AMonly, v_PdcpCountInfoListAll);

    v_SecurityActTimeList := f_EUTRA_RRC_CipherActTime_GetForHO(p_CellId, v_DRB_IdentityList.AMonly, v_PdcpCountInfoListAll);

    f_EUTRA_508RRC_IntraLTE_HO_IntraCell_Step1_5(p_CellId,

                                                 p_TimingInfo,

                                                 p_DrbConfigList,

                                                 p_C_RNTI,

                                                 p_MeasConfig,

                                                 p_Dsr_TransMax,

                                                 v_SecurityActTimeList,

                                                 -,

                                                 p_RRCConnectionReconfiguration_v890_IEs); // @sic R5s190055, R5-192717 sic@
...

  function f_EUTRA_508RRC_ConnReconfigHO_IntraLTE(EUTRA_CellId_Type p_SourceCellId,

                                                  EUTRA_CellId_Type p_TargetCellId,

                                                  template (value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now,

                                                  template (omit) RRCConnectionReconfiguration_v890_IEs p_RRCConnectionReconfiguration_v890_IEs := omit) runs on EUTRA_PTC  //@sic R5s190055 R5-192717 sic@

  {

    f_EUTRA_RRC_ConnReconfigHO_Common(p_SourceCellId,

                                      omit,

                                      f_Generate_cs_MobilityControlInfo_HO (p_TargetCellId),//@sic R5s160383 sic@

                                      f_Generate_cs_508_RadioResourceConfigDedicated_HO (p_TargetCellId),

                                      cs_508SecurityConfigHO_IntraLTE,

                                      p_TimingInfo,

                                      p_RRCConnectionReconfiguration_v890_IEs);

  }
