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2 Corrections to IR_G TC 60.6
2.1 tc_60_6: lt_LocalTest
	Object name 
	tc_60_6: lt_LocalTest

	Reason for change
	Ciphering should be disabled before IMSI Detach is performed for the scenario where the UE does not support GPRS. After receiving the CHANNEL REQUEST in test step ts_G_IMSIDetach, the SS sends the IMMEDIATE ASSIGNMENT with ciphering enabled causing the UE to see CRC in the downlink

	Summary of change
	Called test step ts_G_DisableCiphering for the case of non-GPRS before UE is switched off.

	Source of change
	

	Label
	WA#

	MCC160 Comments
	Accepted in principle to disable ciphering of SDCCH4, after release of traffic channel
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[Test Case I te_60_6
Test Group Reference:  IntersytemHO/
Purpose: To test that the M3 reactivates the old channel and transrmits HANDOVER FAILURE message to the network on the old channel in the GSM cell when it received a INTE

R-SYSTEM TO UTRAN HANDOVER COMMAND and the handover to UTRAN falled.
Configuration:

Defauts IntersystemGPRS

Comments

1) Label ]| Behaviour Description I Canstraint Ref =0 Comments
0 START_Guard (400) @sic GA0B0003 5ic@
1 [px_RAT=fd] FDD specific behaviour
2 “Iiniariables

3 +ts_GERANPreamble_FACH(se_Cell) @sic 631080004 5ic@
' +ts_GERANCreateCellsc_GSH_Cell4, nosizquater) @sic R&-096432 5ic@
5 +ts_GERANIdleUpdateditsc_GSM_CellA ) @sic R5-096432 sic@
o W LocalTest

7 TBE (tov_TestBody = FALSE ) (F) @sic 63050043 sic@
o +1s_6_DetachOngwichOfidsc_GSM_Cellt) @sic 63050043 5ic@
f +ts_GEM_ChannelRelease ( fsc_GSH_Cellh, sc_G_Trehid1) To Release the Trafic channel
10 +ts_Delete_GPRS_Entitiestsc_GSM_CellA, tsc_PhyCh1, tsc_LLEEntity)

11 +po_GPRS_SS_CellRelease (tsc_GSM_CellA)

12 +po_ConnectionandSs_Rels

1 ERR1 | [px_RAT=1tdd128] 0]

1 |ERR2 | [TRUE] 0]

I LosalTest

0 TBS (tev_TestBody = TRUE)

1 +1LG_ConfigTraficChannel

2 +s_lnitAssigmentCma (tev_Ch_Mode )

3 +15_55_SwichBackCellon ee_Cellé) @sic TI040040 5@
4 +s_G_CC_EnterU10_MT_Speech (tsc_GSM_CellA) Step 2 of prose;

s nHOCa

o L Meas

7 “LSubTest Step 5- 8 ofprose;

o +t5_5_Disconneciss_GSM_Cellé, sc_G_Trehid1) @sic 63050043 5ic@
f +15__ChannelRelease(tsc_GSM_Call, tsc_6_Trchid) @sic 63050043 5ic@
10 pe_GPRS) @sic 63050043 5ic@
1 +ts_U2GCellChange_RAUpdate(tsc_GSM_Cells, tsc_PhyCh1, 7,7, FAL @sic 63050043, 631050047,

sE) RES110169 Sic@
10 [NOT pe_GPRS] @sic 63050043 sic@
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[Test Case I te_60_6
Test Group Reference:  IntersytemHO/
Purpose: To test that the M3 reactivates the old channel and transrmits HANDOVER FAILURE message to the network on the old channel in the GSM cell when it received a INTE

R-SYSTEM TO UTRAN HANDOVER COMMAND and the handover to UTRAN falled.
Configuration:

Defautts IntersystemGPRS

Comments

1) Label ]| Behaviour Description I Canstraint Ref =0 Comments
0 START_Guard (400) @sic 63080003 5ic@
1 [px_RAT=fd] FDD specific behaviour
2 i itvariables

3 +ts_GERANPreamble_FACH(se_Cell) @sic 631080004 5ic@
4 +ts_GERANCreateCellsc_GSH_Cell4, nosizquater) @sic R&-096432 5ic@
5 +ts_GERANIdleUpdateditsc_GSM_CellA ) @sic R5-096432 sic@
6 W LocalTest

7 TBE (tev_TestBdy = FALSE ) (P)  @sic GHOS0043 sic@
8 +1s_0_DetachOnwichOfise_GSH_Cellt) @sic 63050043 5ic@
9 +ts_GEM_ChannelRelease ( fsc_GSH_Cellh, sc_G_Trehid1) To Release the Trafic channel
10 +ts_Delete_GPRS_Entitiestsc_GSM_CellA, tsc_PhyCh1, tsc_LLEEntity)

11 +po_GPRS_SS_CellRelease (tsc_GSM_CellA)

2 +po_ConnectionandSs_Rels

1 ERR1 | [px_RAT=1tdd128] 0]

1 |ERR2 | [TRUE] 0]

H_LocalTest
0 TBS | (tov_TestBody = TRUE)

1 +16_ConfigTraficChannel

2 +15_InitassiomentCmd (tev_Ch_Mode )

3 +15_85_SwithBackCellon (sc_Celle) @sic T1040840 51c@

4 +15_6_CC_EnterU10_WT_Speech (tsc_GEM_CellA) Step 2 of prose;

5 1 InitHOCma

6 I Meas

7 I SubTest Step 5-8 of prose;

8 +15_G_Disconnect(tsc_GSM_CelA, tsc_G_Trohiat) @sio 63050043 siv@

) +15_0_ChannelRelease(tst_OSM_CellA tsc_6_Trchia1) @sio 63050043 siv@

10 (pe_GPRS] @sio 63050043 siv@

11 +15_U26CelIChange_RAUptate(is:_GSM_CellA, tsc_PhyChit, 7, 7, FAL @sic 63050043, 63050047,
sg) RES110169 5ic@

10 (NOT pe_GPRS] @sit G050043 siv@

11 +15__DisableCiphering (15c_GBM_Celh t5c_Prycnd, to_RR_Channe Wez0_6

IType, tov_RR_Subchannel)





