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4.6.4
UE capability information elements

<<SKIPPED MANY TABLES>>
–
RF-Parameters
Table 4.6.4-14A: RF-Parameters
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	RF-Parameters ::= SEQUENCE {
	
	
	

	  supportedBandListNR SEQUENCE (SIZE (1..maxBands)) OF SEQUENCE {
	At least 1 entry
	
	

	    bandNR[1]
	FreqBandIndicatorNR
	
	

	    modifiedMPR-Behaviour[n]
	Not checked
	
	

	    mimo-ParametersPerBand[n]
	Not checked
	
	

	    extendedCP[n]
	Not checked
	
	

	    multipleTCI[n]
	Not checked
	
	

	    bwp-WithoutRestriction [n]
	Not checked
	
	

	    bwp-SameNumerology[n]
	Not checked
	
	

	    bwp-DiffNumerology[n]
	Not checked
	
	

	    crossCarrierScheduling-SameSCS [n]
	Not checked
	
	

	    pdsch-256QAM-FR2[n]
	Not checked
	
	

	    pusch-256QAM[n]
	Not checked
	
	

	    ue-PowerClass[n]
	Not checked
	
	

	    rateMatchingLTE-CRS[n]
	Not checked
	
	

	    channelBWs-DL-v1530[n] CHOICE {
	
	
	

	      fr1 SEQUENCE {
	
	
	

	        scs-15kHz
	Not checked
	
	

	        scs-30kHz
	Not checked
	
	

	        scs-60kHz
	Not checked
	
	

	      }
	
	
	

	      fr2 SEQUENCE {
	
	
	

	        scs-60kHz
	Not checked
	
	

	        scs-120kHz
	Not checked
	
	

	      }
	
	
	

	    }
	
	
	

	    channelBWs-UL-v1530[n] CHOICE {
	
	
	

	      fr1 SEQUENCE {
	
	
	

	        scs-15kHz
	Not checked
	
	

	        scs-30kHz
	Not checked
	
	

	        scs-60kHz
	Not checked
	
	

	      }
	
	
	

	      fr2 SEQUENCE {
	
	
	

	        scs-60kHz
	Not checked
	
	

	        scs-120kHz
	Not checked
	
	

	      }
	
	
	

	    }   
	
	
	

	  }
	
	
	

	  supportedBandCombinationList
	Not checked
	
	

	  appliedFreqBandListFilter
	FreqBandList
	
	FILTER_REQUESTED

	}
	
	
	


	Condition
	Explanation

	FILTER_REQUESTED
	This condition shall be set to true when UE is requested to filter the information via ‘capabilityRequestFilter’ IE in the NR5GC UECapabilityEnquiry message or via ‘requestedFreqBandsNR-MRDC’ IE in the EN-DC UECapabilityEnquiry message


<<SKIPPED MANY TABLES>>
–
UE-CapabilityRAT-RequestList
Table 4.6.4-15A: UE-CapabilityRAT-RequestList
	Derivation Path: TS 38.331 [6], clause 6.3.3

	capabilityRequestFilter Information Element
	Value/remark
	Comment
	Condition

	UE-CapabilityRAT-RequestList::= SEQUENCE (SIZE (0.. maxRAT-CapabilityContainers)) OF SEQUENCE {
	1 entry
	
	

	    rat-Type[1]
	RAT-Type
	
	

	    capabilityRequestFilter
	Not present
	
	

	  }
	
	
	

	}
	
	
	


–
UE-CapabilityRequestFilterNR
Table 4.6.4-15B: UE-CapabilityRequestFilterNR
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	UE-CapabilityRequestFilterNR::= SEQUENCE {
	
	
	

	  frequencyBandList
	Not present
	
	

	  nonCriticalExtension SEQUENCE {
	Not present
	
	

	    srs-SwitchingTimeRequest
	Not present
	
	

	    nonCriticalExtension
	Not present
	
	

	  }
	
	
	

	}
	
	
	


