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	Reason for change:
	As per the current Prose for TC 22.4.23, at Step 8C, a delay of 3s is provided for the UE to enter RRC_IDLE state. However, this may not be sufficient time for a UE to perform cell selection and enter RRC_IDLE, thereby; causing it to miss the Paging sent at Step 9 - 13.

	
	

	Summary of change:
	It is recommended to provide a delay of 30s at Step 8C to provide the UE sufficient time to perform cell selection and enter RRC_IDLE. Similar change has been agreed for testcase 22.4.19a ( Step 11A as per Prose CR R5-191551).
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1 Corrections required

1.1 TC_22_4_23
	Template name
	TC_22_4_23

	Reason for change
	As per the current Prose for TC 22.4.23, at Step 8C, a delay of 3s is provided for the UE to enter RRC_IDLE state. However, this may not be sufficient time for a UE to perform cell selection and enter RRC_IDLE, thereby; causing it to miss the Paging sent at Step 9 - 13

	Summary of change
	It is recommended to provide a delay of 30s at Step 8C to provide the UE sufficient time to perform cell selection and enter RRC_IDLE. Similar change has been agreed for testcase 22.4.19a ( Step 11A as per Prose CR R5-191551).

NOTE: A Prose CR shall be raised for this change at the next RAN5

	TTCN module
	NBIOT_RRC_ControlPlane.ttcn

	MCC160 Comment
	Accepted subject to prose CR approval


Before Change:

	function f_TC_22_4_23_NBIOT() runs on NBIOT_PTC
  { // NB-IoT / Radio link failure / T310 expiry / Dedicated RLF timer (CP CIoT) 
       <<SKIPPED CODE>> 
    //@siclog "Step 8B" siclog@
    //The SS changes Ncell1 according to row "T2" in Table 22.4.23.3.2-1.
    f_NBIOT_SetCellPower(nbiot_Cell1, -85);
    //@siclog "Step 8C" siclog@
    f_Delay (3.0); // @sic R5-181304 sic@ 
         <<SKIPPED CODE>>



After Change:

	function f_TC_22_4_23_NBIOT() runs on NBIOT_PTC
  { // NB-IoT / Radio link failure / T310 expiry / Dedicated RLF timer (CP CIoT) 
       <<SKIPPED CODE>> 
    //@siclog "Step 8B" siclog@
    //The SS changes Ncell1 according to row "T2" in Table 22.4.23.3.2-1.
    f_NBIOT_SetCellPower(nbiot_Cell1, -85);
    //@siclog "Step 8C" siclog@
    f_Delay (30.0); // @sic R5-181304 sic@ WA#22_4_23
         <<SKIPPED CODE>>



