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	Reason for change:
	Measurement gap gapOffset of 30ms falls into odd SFNs while SSB are transmitted into even SFNs. Measurement gap and SSB transmission are not aligned. UEs that uses measurement gap for measurements will not send measurement reports.

SSB periodicity is set to 20ms according to ssb-periodicityServingCell in 38.508-1 Table 4.6.3-129. SMTC periodicity set in measObject is set to 10ms. This can be changed to 20ms to align with SSB transmission. 

	
	

	Summary of change:
	Measurement gap offset to 20ms while periodicity set to 20
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<< Start of change1 >>

MeasObjectNR-GENERIC
Table 4.6.6-2B: MeasObjectNR-GENERIC (Freq)
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR-GENERIC(Freq) ::= SEQUENCE {
	
	
	

	carrierFreq-r15
	Downlink ARFCN of ssbFrequency
	
	

	    rs-ConfigSSB-r15 ::= SEQUENCE {
	
	
	

	      measTimingConfig-r15 ::= SEQUENCE {
	
	
	

	        periodicityAndOffset-r15 CHOICE {
	
	
	

	          sf20-r15
	0
	
	

	        }
	
	
	

	        ssb-Duration-r15
	sf5
	
	

	      }
	
	
	

	      subcarrierSpacingSSB-r15
	kHz15
	
	FR1_FDD

	
	kHz30
	
	FR1_TDD

	
	kHz120
	
	FR2_TDD

	    }
	
	
	

	    threshRS-Index-r15
	Not present
	
	

	    maxRS-IndexCellQual-r15
	Not present
	
	

	    offsetFreq-r15
	0
	
	

	    blackCellsToRemoveList-r15
	Not present
	
	

	blackCellsToAddModList-r15
	Not present
	
	

	    quantityConfigSet-r15
	1
	
	

	}
	
	
	


	Condition
	Explanation

	FR1_FDD
	FDD frequency range < 6GHz

	FR1_TDD
	TDD frequency range < 6GHz

	FR2_TDD
	TDD frequency range > 6GHz


<< End of change1 >>
<< Start of change2 >>
-
MeasGapConfig-GP2

Table 6.5.1-3: MeasGapConfig-GP2

	Derivation Path: 36.331, clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasGapConfig-GP2 ::= CHOICE {
	
	
	

	 setup SEQUENCE {
	
	
	

	   gapOffset CHOICE {
	
	
	

	      gp1 
	20
	TGRP = 80 ms
	

	      }
	
	
	

	  }
	
	
	

	}
	
	
	


<< End of change2 >>
