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	Summary of change:
	Changed RLC SDU Size from 40 bytes to 38 bytes at step 3 of Table 7.1.3.3a.3.2-1.

	
	

	Consequences if not approved:
	Test cases may fail conformant UE.

	
	

	Clauses affected:
	7.1.3.3a.3.2-1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ...

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


<Unmodified Text Skipped>

7.1.3.3a.3.2
Test procedure sequence

Table 7.1.3.3a.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits a MAC PDU containing a RLC SDU of 40 bytes in an AMD PDU(SN=0) with polling field ‘P’ set to ‘1’and 4 bytes of padding. The MAC header contains two MAC sub-headers where the first MAC sub-header is a 2-byte R/R/E/LCID/F/L MAC sub-header with ‘E’ field set to ‘1’, the ‘F’ set to ‘0’, the ‘LCID’ field set to ‘00011’ and the ‘L’ field set to ‘42’ bytes. The second MAC sub-header is a padding control 1byte  R/R/E/LCID MAC sub-header with ‘E’ field set to ‘0’ and ‘LCID’ field set to ‘11111’.
	<--
	MAC PDU (R/R/E/LCID/F/L MAC sub-header (E=’1’, LCID=’00011’, F=’0’, L=’42’), R/R/E/LCID MAC sub-header (E=’0’, LCID=’11111’), 42 bytes MAC SDU and 4 bytes padding)
	-
	-

	2
	Check: Does the UE transmit a MAC PDU containing an RLC STATUS PDU acknowledging the reception of the AMD PDU in step 1?
	-->
	 MAC PDU (RLC STATUS PDU (ACK_SN ‘1’))
	1
	P

	3
	The SS transmits a MAC PDU containing a MAC SDU with a RLC SDU of 38 bytes in an AMD PDU(SN=1) with polling field ‘P’ set to ‘1’. The MAC header contains one R/R/E/LCID MAC sub-header with ‘E’ field set to ‘0’ and the ‘LCID’ field set to ‘00011’. 
	<--
	MAC PDU (R/R/E/LCID MAC sub-header (E=’0’, LCID=’00011’), 40 bytes MAC SDU)
	-
	-

	4
	Check: Does the UE transmit a MAC PDU containing an RLC STATUS PDU acknowledging the reception of the AMD PDU in step 3?
	-->
	MAC PDU (RLC STATUS PDU (ACK_SN ‘2’))
	2
	P

	5
	The SS transmits five MAC SDUs each containing a RLC SDU of 18 bytes in an AMD PDU (SN=2 to 6) with the polling field ‘P’ set to ‘1’ in the last AMD PDU. The MAC header contains five MAC sub-headers. The first to forth MAC sub-header are two byte R/R/E/LCID/F/L MAC sub-headers with ‘E’ field set to ‘1’ , ‘LCID’ field set to ‘00011’, ‘F’ field set to ‘0’ and the ‘L’ field set to ‘20’ bytes. The fifth MAC sub-header is a one byte R/R/E/LCID MAC sub-header with ‘E’ field set to ‘0’ and the ‘LCID’ field set to ‘00011’.
	<--
	MAC PDU (4 x R/R/E/LCID/L MAC sub-header (E=’1’, LCID=’00011’, F=’0’, L=’2 0’),  R/R/E/LCID MAC sub-header (E=’0’, LCID=’00011’), 5 x 20 bytes MAC SDUs)
	-
	-

	6
	Check: Does the UE transmit a MAC PDU containing an RLC STATUS PDU acknowledging the reception of the AMD PDUs in step 5?
	-->
	MAC PDU (RLC STATUS PDU (ACK_SN ‘7’))
	3
	P
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