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Change 1
	Function name
	fl_TC_10_2_2_1_ENDC_EUTRA_TestBody()

	Reason for change
	Following the implementation of TTCN CR R5s190323, the setting of donwlink maximum bit rate is incorrect accordfing to the specific message contents in 38.523-1 10.2.2.1.3.3-3

	Summary of change
	Set downlink bit rate of 16GPBs at step 8 and 9, as per prose

	TTCN module
	ESM_ENDC_EUTRA.ttcn

	MCC160 Comment
	Accepted


Before 
function fl_TC_10_2_2_1_ENDC_EUTRA_TestBody() runs on EUTRA_5GS_PTC

  {

    ………………………….
    //@siclog "Step 8" siclog@

    // Check : Does the UE transmit a BEARER RESOURCE MODIFICATION REQUEST message ?

    SRB.receive(car_SRB2_NasPdu_IND(eutra_Cell1,

                                    cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,

                                                      cdr_BearerResourceModReq(?,

                                                                               tsc_EpsDedicatedBearerId,

                                                                               omit,

                                                                               cr_Tft(-),

                                                                               cds_508_EPS_QoS ('5B'O), //@sic R5s190323 sic@

                                                                               cs_Extd_EPS_QOS ('00100000'B))))) -> value v_ReceivedAsp; //@sic R5s190323 sic@

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 8");

    v_EpsPti := v_ReceivedAsp.Signalling.Nas[0].Pdu.Msg.bEARER_RESOURCE_MODIFICATION_REQUEST.procedureTransactionIdentifier;

    //Create the Modify EPS Bearer Context REQ to be sent at Step 9 according to Table 10.2.2.1.3.3-4 in 38.523-1

    v_ModifyEPSBearerCxtReq := cs_ModifyEPSBearerCxtReq_AllParams(tsc_EpsDedicatedBearerId,

                                                                  v_EpsPti,

                                                                  cds_508_EPS_QoS,

                                                                  f_EUTRA_Get_508_TrafficFlowTemplate(6, tsc_EpsDedicatedBearerId),

                                                                  omit,

                                                                  omit,

                                                                  omit,

                                                                  f_Get_508_PFI(),

                                                                  cs_APN_AMBR,

                                                                  omit,

                                                                  omit,

                                                                  omit,

                                                                  omit,

                                                                  cs_Extd_APN_AMBR,

                                                                  cs_Extd_EPS_QOS ('00100000'B)); //@sic R5s190323 sic@

    // @siclog "Steps 9" siclog@

    SRB.send(cas_SRB2_NasPdu_REQ(eutra_Cell1,

                                 cs_TimingInfo_Now,

                                 cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,

                                                v_ModifyEPSBearerCxtReq)));

    //  Check:  Does the UE transmit a MODIFY EPS BEARER CONTEXT ACCEPT message as specified?

    //@siclog "Step 10" siclog@

    SRB.receive(car_SRB2_NasPdu_IND(eutra_Cell1,

                                    cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,

                                                      cr_508_ModifyEPSBearerCxtAccept(tsc_EpsDedicatedBearerId))));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 10");

  }
After change

function fl_TC_10_2_2_1_ENDC_EUTRA_TestBody() runs on EUTRA_5GS_PTC

  {

    ………………………….
    //@siclog "Step 8" siclog@

    // Check : Does the UE transmit a BEARER RESOURCE MODIFICATION REQUEST message ?

    SRB.receive(car_SRB2_NasPdu_IND(eutra_Cell1,

                                    cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,

                                                      cdr_BearerResourceModReq(?,

                                                                               tsc_EpsDedicatedBearerId,

                                                                               omit,

                                                                               cr_Tft(-),

                                                                               cds_508_EPS_QoS ('5B'O), //@sic R5s190323 sic@

                                                                               cs_Extd_EPS_QOS ('00010000'B))))) -> value v_ReceivedAsp; //@sic R5s190323 sic@

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 8");

    v_EpsPti := v_ReceivedAsp.Signalling.Nas[0].Pdu.Msg.bEARER_RESOURCE_MODIFICATION_REQUEST.procedureTransactionIdentifier;

    //Create the Modify EPS Bearer Context REQ to be sent at Step 9 according to Table 10.2.2.1.3.3-4 in 38.523-1

    v_ModifyEPSBearerCxtReq := cs_ModifyEPSBearerCxtReq_AllParams(tsc_EpsDedicatedBearerId,

                                                                  v_EpsPti,

                                                                  cds_508_EPS_QoS,

                                                                  f_EUTRA_Get_508_TrafficFlowTemplate(6, tsc_EpsDedicatedBearerId),

                                                                  omit,

                                                                  omit,

                                                                  omit,

                                                                  f_Get_508_PFI(),

                                                                  cs_APN_AMBR,

                                                                  omit,

                                                                  omit,

                                                                  omit,

                                                                  omit,

                                                                  cs_Extd_APN_AMBR,

                                                                  cs_Extd_EPS_QOS ('00010000'B)); //@sic R5s190323 sic@

    // @siclog "Steps 9" siclog@

    SRB.send(cas_SRB2_NasPdu_REQ(eutra_Cell1,

                                 cs_TimingInfo_Now,

                                 cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,

                                                v_ModifyEPSBearerCxtReq)));

    //  Check:  Does the UE transmit a MODIFY EPS BEARER CONTEXT ACCEPT message as specified?

    //@siclog "Step 10" siclog@

    SRB.receive(car_SRB2_NasPdu_IND(eutra_Cell1,

                                    cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,

                                                      cr_508_ModifyEPSBearerCxtAccept(tsc_EpsDedicatedBearerId))));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 10");

  }

