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	Reason for change:
	In the current TTCN implementation of template cas_NR_RrcNasPduList_REQ, in the call to template cs_NR_ReqAspCommonPart , the parameter for cnf flag is set to -, whereas this should be set as false. This is also in-line with the type definition of NR_SRB_COMMON_REQ.

In the current TTCN implementation, the IEI in template cr_PDU_SessionType is set as omit. However, according to 24.501 Table 8.3.1.1.1 this should be set as ‘9’H.

	
	

	Summary of change:
	Instead of using passing - , passed tsc_NoCnfReq in template cs_NR_ReqAspCommonPart.

Set the IEI to ‘9’H in template cr_PDU_SessionType.

Please see below.
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	This CR's revision history:
	


1.1 cas_NR_RrcNasPduList_REQ
	Function name
	cas_NR_RrcNasPduList_REQ

	Reason for change
	In the current TTCN implementation of template cas_NR_RrcNasPduList_REQ, in the call to template cs_NR_ReqAspCommonPart , the parameter for cnf flag is set to -, whereas this should be set as false. This is also in-line with the type definition of NR_SRB_COMMON_REQ.

	Summary of change
	Instead of using passing - , passed tsc_NoCnfReq in template cs_NR_ReqAspCommonPart.

	TTCN module
	NR_ASP_Templates_SRB.ttcn

	MCC160 Comment
	Accepted


Before Change:
	template (value) NR_SRB_COMMON_REQ cas_NR_RrcNasPduList_REQ(NR_CellId_Type p_CellId,
                                                              NR_RadioBearerId_Type p_SRB_Id,
                                                              template (value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now,
                                                              template (omit) NR_RRC_MSG_Request_Type p_RrcMsg := omit,
                                                              template (omit) NG_NAS_MSG_RequestList_Type p_NasMsgList := omit,
                                                              boolean p_FollowOnFlag := false) :=
  { // RRC message + (optionally) one or more piggybacked NAS messages
    /* @status      */
    Common := cs_NR_ReqAspCommonPart(p_CellId, cs_NR_RoutingInfo_RbId(p_SRB_Id), cs_RlcBearerRouting_NR(p_CellId), p_TimingInfo, -, p_FollowOnFlag),  /* @sic R5w190114: RlcBearerRouting sic@ */
    Signalling := {
      Rrc := p_RrcMsg,
      Nas := p_NasMsgList
    }
  };


After Change:

	template (value) NR_SRB_COMMON_REQ cas_NR_RrcNasPduList_REQ(NR_CellId_Type p_CellId,
                                                              NR_RadioBearerId_Type p_SRB_Id,
                                                              template (value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now,
                                                              template (omit) NR_RRC_MSG_Request_Type p_RrcMsg := omit,
                                                              template (omit) NG_NAS_MSG_RequestList_Type p_NasMsgList := omit,
                                                              boolean p_FollowOnFlag := false) :=
  { // RRC message + (optionally) one or more piggybacked NAS messages
    /* @status      */
    Common := cs_NR_ReqAspCommonPart(p_CellId, cs_NR_RoutingInfo_RbId(p_SRB_Id), cs_RlcBearerRouting_NR(p_CellId), p_TimingInfo, tsc_NoCnfReq ,p_FollowOnFlag),  /* @sic R5w190114: RlcBearerRouting sic@ */
    Signalling := {
      Rrc := p_RrcMsg,
      Nas := p_NasMsgList
    }
  };


1.2 cr_PDU_SessionType
	Function name
	cr_PDU_SessionType

	Reason for change
	In the current TTCN implementation, the IEI in template cr_PDU_SessionType is set as omit. However, according to 24.501 Table 8.3.1.1.1 this should be set as ‘9’H.

	Summary of change
	Set the IEI to ‘9’H in template cr_PDU_SessionType

	TTCN module
	NG_NAS_Templates.ttcn

	MCC160 Comment
	Accepted


Before Change:

	template (present) PDU_SessionType cr_PDU_SessionType(template (present) B3_Type p_Type) :=
  { /* 24.501 cl. 9.11.4.11 */
    /* @status      */
    iei        := omit,
    spare      := tsc_Spare1,
    typeValue  := p_Type
  };


After Change:

	template (present) PDU_SessionType cr_PDU_SessionType(template (present) B3_Type p_Type) :=
  { /* 24.501 cl. 9.11.4.11 */
    /* @status      */
    iei        := '9'H, R&S change 24.501 Table 8.3.1.1.1
    spare      := tsc_Spare1,
    typeValue  := p_Type
  };


