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	Reason for change:
	In the current TTCN implementation, at Step 27 the function f_NR_RRCRelease(v_NGC_NASCellA); is called, which tries to release the rrc security. However, there is no rrc security configure during steps 22-26. This results in testcase failure.

This needs to be addressed.

	
	

	Summary of change:
	Instead of calling the function f_NR_RRCRelease(v_NGC_NASCellA); , called f_NR_RRCRelease(v_NGC_NASCellA, -, false); 

Changes 1.2, 1.3 and 1.4 mentioned in TTCN CR R5s190705 are also required for this
Please see below.
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	TTCN implementation will not be correct
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1.1 fl_TC_9_1_5_2_2_Body
	Function name
	fl_TC_9_1_5_2_2_Body

	Reason for change
	In the current TTCN implementation, at Step 27 the function f_NR_RRCRelease(v_NGC_NASCellA); is called, which tries to release the rrc security. However, there is no rrc security configure during steps 22-26. This results in testcase failure.

This needs to be addressed.

	Summary of change
	Instead of calling the function f_NR_RRCRelease(v_NGC_NASCellA); , called f_NR_RRCRelease(v_NGC_NASCellA, -, false); 

Changes mentioned in TTCN CR R5s19xxxx are also required for this
Please see below.

	TTCN module
	Mobility_Registration_NR5GC.ttcn

	MCC160 Comment
	not needed (see change 1.3 of R5s190705/706)


Before Change:
	<<SKIPPED CODE>>

//@siclog "Step 27" siclog@
    f_NR_RRCRelease(v_NGC_NASCellA);
    //@siclog "Step 28" siclog@

<<SKIPPED CODE>>




After Change:

	<<SKIPPED CODE>>

//@siclog "Step 27" siclog@
    f_NR_RRCRelease(v_NGC_NASCellA, -, false);//WA#9_1_5_2_2 R&S change
    //@siclog "Step 28" siclog@

<<SKIPPED CODE>>




