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6.2.3
Default test frequencies

Editor’s note:
For FR2 test frequencies using 100 MHz default channel bandwidth it is FFS if 100MHz channel bandwidth can be used for FR2 multicell protocol testing.

6.2.3.1
Test frequencies for NR standalone signalling testing

The default channel bandwidth for signalling test is specified per NR band. The test frequencies are defined so that no frequency overlapping takes place, in order to avoid unnecessary inter-frequency interference.

For signalling test cases, the mapping of frequency ranges to NR test frequencies are as follows:

-
for band with only one test frequency (e.g. n51 or n76): Low Range (NRf1);

-
for band with up to two test frequencies: Low Range (NRf1) and High Range(NRf2);

-
for band with up to three test frequencies: Low Range (NRf1), Mid Range (NRf2) and High Range(NRf3);

-
for band with up to four test frequencies: Low Range (NRf1), Mid Low Range (NRf2), Mid High Range (NRf3) and High Range(NRf4);

The signalling test frequencies NRf1, NRf2, NRf3, and NRf4 and associated signalling parameters for bands with up to three frequencies are mapped as follows: Mid Range (NRf2), Low Range (NRf1) and High Range (NRf3). For bands with up to four frequencies, the frequencies are mapped as follows:  Mid-Low Range (NRf3), High Range (NRf4), Low Range (NRf1) and Mid-High Range (NRf2). For bands with up to two frequencies, the frequencies are mapped as follows:  Low Range (NRf1), High Range (NRf2). For bands with only one test frequency, the frequency is mapped as follows: Low Range (NRf1).

The signalling test frequencies NRf5, NRf6, NRf7 are mapped respectively as NRf1, NRf2, NRf3 on the operating band for inter-band.

The test frequencies, subcarrier spacing, default channel bandwidth, SS/PBCH block and CORESET#0 parameters for signalling is specified in Table 6.2.3.1-1 (FDD FR1 BW 5MHz), Table 6.2.3.1-2 (FDD FR1 BW 10MHz), Table 6.2.3.1-3 (TDD FR1 BW 5MHz), Table 6.2.3.1-4 (TDD FR1 BW 10MHz), Table 6.2.3.1-4A (TDD FR1 BW 60MHz),Table 6.2.3.1-5 (TDD FR1 BW 100MHz) and Table 6.2.3.1-6 (TDD FR2 BW 100MHz).

Table 6.2.3.1-1: Test frequencies for NR FDD FR1 bands using 5 MHz channel bandwidth

	NR

Band
	SCS

[kHz]
	Bandwidth [MHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]
	Carrier centre

[ARFCN]
	point A [MHz]
	absoluteFrequencyPointA[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	n5
	15
	5
	25
	Downlink
	Low, High
	Same values as for Low and High range in clause 4.3.1.1.15 for bandwidth=5 MHz and SCS=15 kHz.

	
	
	
	
	
	Mid-Low
	878.2
	175640
	873.79
	174758
	12
	15
	2197
	175730
	12
	4
	2
	16

	
	
	
	
	
	Mid-High
	884.8
	176960
	877.33
	175466
	29
	 
	2212
	176930
	8
	0
	0
	30

	
	
	
	
	Uplink
	Low, High
	Same values as for Low and High range in clause 4.3.1.1.1.5 for bandwidth=5 MHz and SCS=15 kHz.

	
	
	
	
	
	Mid-Low
	833.2
	166640
	824.47
	164894
	36
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	Mid-High
	839.8
	167960
	817.03
	163406
	114
	-
	-
	-
	-
	-
	-
	-

	n8
	15
	5
	25
	Downlink
	Low, High
	Same values as for Low and High range in clause 4.3.1.1.1.8 for bandwidth=5 MHz and SCS=15 kHz.

	
	
	
	
	
	Mid-Low
	937.5
	187500
	932.19
	186438
	17
	15
	2343
	187470
	8
	0
	0
	18

	
	
	
	
	
	Mid-High
	947.5
	189500
	940.93
	188186
	24
	 
	2368
	189410
	0
	0
	0
	24

	
	
	
	
	Uplink
	Low, High
	Same values as for Low and High range in clause 4.3.1.8 for bandwidth=5 MHz and SCS=15 kHz.

	
	
	
	
	
	Mid-Low
	892.5
	178500
	883.77
	176754
	36
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	Mid-High
	902.5
	180500
	879.73
	175946
	114
	-
	-
	-
	-
	-
	-
	-

	n12
	15
	5
	25
	Downlink
	Low, Mid, High
	Same values as for Low, Mid and High range in clause 4.3.1.1.1.12 for bandwidth=5 MHz and SCS=15 kHz.

	
	
	
	
	Uplink
	Low, Mid, High
	Same values as for Low, Mid and High range in clause 4.3.1.1.1.12 for bandwidth=5 MHz and SCS=15 kHz.

	n20
	15
	5
	25
	Downlink
	Low, High
	Same values as for Low and High range in clause 4.3.1.1.1.20 for bandwidth=5 MHz and SCS=15 kHz.

	
	
	
	
	
	Mid-Low
	801.8
	160360
	796.49
	159298
	17
	15
	2003
	160330
	8
	0
	0
	18

	
	
	
	
	
	Mid-High
	810.2
	162040
	802.73
	160546
	29
	 
	2024
	162010
	8
	0
	0
	30

	
	
	
	
	Uplink
	Low, High
	Same values as for Low and High range in clause 4.3.1.1.1.20 for bandwidth=5 MHz and SCS=15 kHz.

	
	
	
	
	
	Mid-Low
	842.8
	168560
	834.07
	166814
	36
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	Mid-High
	851.2
	170240
	828.43
	165686
	114
	-
	-
	-
	-
	-
	-
	-

	n70
	15
	5
	25
	Downlink
	Low, Mid, High
	Same values as for Low, Mid and High range in clause 4.3.1.1.1.70 for DL bandwidth=5 MHz, UL bandwidth=5 MHz and SCS=15 kHz.

	
	
	
	
	Uplink
	Low, Mid, High
	Same values as for Low, Mid and High range in clause 4.3.1.1.1.70 for DL bandwidth=5 MHz, UL bandwidth=5 MHz and SCS=15 kHz.

	n71
	15
	5
	25
	Downlink
	Low, High
	Same values as for Low and High range in clause 4.3.1.1.1.71 for bandwidth=5 MHz and SCS=15 kHz.

	
	
	
	
	
	Mid-Low
	629.5
	125900
	625.09
	125018
	12
	15
	1573
	125810
	0
	0
	0
	12

	
	
	
	
	
	Mid-High
	639.5
	127900
	632.03
	126406
	29
	 
	1598
	127930
	4
	2
	1
	32

	
	
	
	
	Uplink
	Low, High
	Same values as for Low and High range in clause 4.3.1.1.1.71 for bandwidth=5 MHz and SCS=15 kHz.

	
	
	
	
	
	Mid-Low
	675.5
	135100
	666.77
	133354
	36
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	Mid-High
	685.5
	137100
	662.73
	132546
	114
	-
	-
	-
	-
	-
	-
	-

	n74
	15
	5
	25
	Downlink
	Low, High
	Same values as for Low and High range in clause 4.3.1.1.1.74 for bandwidth=5 MHz and SCS=15 kHz.

	
	
	
	
	
	Mid-Low
	1491
	298200
	1484.16
	296832
	12
	15
	3720
	297630
	2
	0
	0
	12

	
	
	
	
	
	Mid-High
	1502
	300400
	1492.1
	298420
	29
	 
	3749
	300010
	2
	4
	2
	34

	
	
	
	
	Uplink
	Low, High
	Same values as for Low and High range in clause 4.3.1.1.1.74 for bandwidth=5 MHz and SCS=15 kHz.

	
	
	
	
	
	Mid-Low
	1443
	288600
	1431.84
	286368
	36
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	Mid-High
	1454
	290800
	1428.8
	285760
	114
	-
	-
	-
	-
	-
	-
	-

	n76
	15
	5
	25
	Downlink (SDL)
	Mid
	Same values as for Mid range in clause 4.3.1.76 for bandwidth=5 MHz and SCS=15 kHz.

	Note 1:
The CORESET#0 Index and the associated CORESET#0 Offset refers to Table 13-1 in TS 38.213 [22]. The value of CORESET#0 Index is signalled in the four most significant bits of the IE pdcch-ConfigSIB1 in the MIB. The offsetToPointA IE is expressed in units of resource blocks assuming 15 kHz subcarrier spacing for FR1 and 60 kHz subcarrier spacing for FR2.


Table 6.2.3.1-2: Test frequencies for NR FDD FR1 bands using 10 MHz channel bandwidth

	NR 

Band
	SCS

[kHz]
	Bandwidth [MHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]
	Carrier centre

[ARFCN]
	point A [MHz]
	absoluteFrequencyPointA[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	n1
	15
	10
	52
	Downlink
	Low, High
	Same values as for Low and High range in clause 4.3.1.1.1.1 for bandwidth=10 MHz and SCS=15 kHz.

	
	
	
	
	
	Mid-Low
	2131.7
	426340
	2124.86
	424972
	12
	15
	5321
	425770
	2
	0
	0
	12

	
	
	
	
	
	Mid-High
	2148.3
	429660
	2138.4
	427680
	29
	 
	5364
	429150
	10
	0
	0
	30

	
	
	
	
	Uplink
	Low, High
	Same values as for Low and High range in clause 4.3.1.1.1.1 for bandwidth=10 MHz and SCS=15 kHz.

	
	
	
	
	
	Mid-Low
	1941.7
	388340
	1930.54
	386108
	36
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	Mid-High
	1958.3
	391660
	1933.1
	386620
	114
	-
	-
	-
	-
	-
	-
	-

	n2
	15
	10
	52
	Downlink
	Low, High
	Same values as for Low and High range in clause 4.3.1.1.1.2 for bandwidth=10 MHz and SCS=15 kHz.

	
	
	
	
	
	Mid-Low
	1951.7
	390340
	1944.86
	388972
	12
	15
	4871
	389770
	2
	0
	0
	12

	
	
	
	
	
	Mid-High
	1968.3
	393660
	1958.4
	391680
	29
	 
	4914
	393150
	10
	0
	0
	30

	
	
	
	
	Uplink
	Low, High
	Same values as for Low and High range in clause 4.3.1.1.1.2 for bandwidth=10 MHz and SCS=15 kHz.

	
	
	
	
	
	Mid-Low
	1871.7
	374340
	1860.54
	372108
	36
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	Mid-High
	1888.3
	377660
	1863.1
	372620
	114
	-
	-
	-
	-
	-
	-
	-

	n3
	15
	10
	52
	Downlink
	Low, High
	Same values as for Low and High range in clause 4.3.1.1.1.3 for bandwidth=10 MHz and SCS=15 kHz.

	
	
	
	
	
	Mid-Low
	1831.7
	366340
	1824.86
	364972
	12
	15
	4571
	365770
	2
	0
	0
	12

	
	
	
	
	
	Mid-High
	1853.3
	370660
	1844.3
	368860
	24
	 
	4625
	370090
	2
	0
	0
	24

	
	
	
	
	Uplink
	Low, High
	Same values as for Low and High range in clause 4.3.1.1.1.3 for bandwidth=10 MHz and SCS=15 kHz.

	
	
	
	
	
	Mid-Low
	1736.7
	347340
	1725.54
	345108
	36
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	Mid-High
	1758.3
	351660
	1733.1
	346620
	114
	-
	-
	-
	-
	-
	-
	-

	n7
	15
	10
	52
	Downlink
	Low, High
	Same values as for Low and High range in clause 4.3.1.1.1.7 for bandwidth=10 MHz and SCS=15 kHz.

	
	
	
	
	
	Mid-Low
	2645
	529000
	2637.26
	527452
	17
	15
	6605
	528490
	10
	0
	0
	18

	
	
	
	
	
	Mid-High
	2665
	533000
	2655.1
	531020
	29
	 
	6658
	532610
	2
	4
	2
	34

	
	
	
	
	Uplink
	Low, High
	Same values as for Low and High range in clause 4.3.1.1.1.7 for bandwidth=10 MHz and SCS=15 kHz.

	
	
	
	
	
	Mid-Low
	2525
	505000
	2513.84
	502768
	36
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	Mid-High
	2545
	509000
	2519.8
	503960
	114
	-
	-
	-
	-
	-
	-
	-

	n25
	15
	10
	52
	Downlink
	Low, High
	Same values as for Low and High range in clause 4.3.1.25 for bandwidth=10 MHz and SCS=15 kHz.

	
	
	
	
	
	Mid-Low
	1953.3
	390660
	1945.56
	389112
	17
	15
	4878
	390270
	2
	4
	2
	22

	
	
	
	
	
	Mid-High
	1971.7
	394340
	1961.8
	392360
	29
	 
	4924
	393890
	6
	2
	1
	32

	
	
	
	
	Uplink
	Low, High
	Same values as for Low and High range in clause 4.3.1.1.1.25 for bandwidth=10 MHz and SCS=15 kHz.

	
	
	
	
	
	Mid-Low
	1873.3
	374660
	1862.14
	372428
	36
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	Mid-High
	1891.7
	378340
	1866.5
	373300
	114
	-
	-
	-
	-
	-
	-
	-

	n28
	15
	10
	52
	Downlink
	Low, High
	Same values as for Low and High range in clause 4.3.1.1.1.28 for bandwidth=10 MHz and SCS=15 kHz.

	
	
	
	
	
	Mid-Low
	774.7
	154940
	767.86
	153572
	12
	15
	1930
	154370
	2
	0
	0
	12

	
	
	
	
	
	Mid-High
	786.3
	157260
	776.4
	155280
	29
	 
	1959
	156750
	10
	0
	0
	30

	
	
	
	
	Uplink
	Low, High
	Same values as for Low and High range in clause 4.3.1.1.1.28 for bandwidth=10 MHz and SCS=15 kHz.

	
	
	
	
	
	Mid-Low
	719.7
	143940
	708.54
	141708
	36
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	Mid-High
	731.3
	146260
	706.1
	141220
	114
	-
	-
	-
	-
	-
	-
	-

	n66
	15
	10
	52
	Downlink
	Low, High
	Same values as for Low and High range in clause 4.3.1.1.1.66 for DL bandwidth=10 MHz, UL bandwidth=10 MHz and SCS=15 kHz.

	 
	 
	 
	 
	 
	Mid-Low
	2141.7
	428340
	2133.96
	426792
	17
	15
	5349
	427950
	2
	4
	2
	22

	 
	 
	 
	 
	 
	Mid-High
	2168.3
	433660
	2158.4
	431680
	29
	 
	5414
	433210
	6
	2
	1
	32

	 
	 
	 
	 
	Uplink
	Low, High
	Same values as for Low and High range in clause 4.3.1.1.1.66 for DL bandwidth=10 MHz, UL bandwidth=10 MHz and SCS=15 kHz.

	 
	 
	 
	 
	 
	Mid-Low
	1741.7
	348340
	1730.54
	346108
	36
	-
	-
	-
	-
	-
	-
	-

	 
	 
	 
	 
	 
	Mid-High
	1768.3
	353660
	1743.1
	348620
	114
	-
	-
	-
	-
	-
	-
	-

	n75
	15
	10
	52
	Downlink
	Low, High
	Same values as for Low and High range in clause 4.3.1.1.1.75 for bandwidth=10 MHz and SCS=15 kHz.

	
	
	
	
	(SDL)
	Mid-Low
	1462
	292400
	1455.16
	291032
	12
	15
	-
	291824
	-
	-
	-
	-

	
	
	
	
	
	Mid-High
	1487
	297400
	1478
	295600
	24
	 
	-
	296824
	-
	-
	-
	-

	Note 1:
The CORESET#0 Index and the associated CORESET#0 Offset refers to Table 13-1 in TS 38.213 [22]. The value of CORESET#0 Index is signalled in the four most significant bits of the IE pdcch-ConfigSIB1 in the MIB. The offsetToPointA IE is expressed in units of resource blocks assuming 15 kHz subcarrier spacing for FR1 and 60 kHz subcarrier spacing for FR2.


Table 6.2.3.1-3: Test frequencies for NR TDD FR1 bands using 5 MHz channel bandwidth

	NR 

Band
	SCS

[kHz]
	Bandwidth [MHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]
	Carrier centre

[ARFCN]
	point A [MHz]
	absoluteFrequencyPointA[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	n34
	15
	5
	25
	Downlink
& Uplink
	Low, Mid, High
	Same values as for Low, Mid and High range in clause 4.3.1.1.1.12 for bandwidth=5 MHz and SCS=15 kHz.

	n51
	15
	5
	25
	Downlink
& Uplink
	Low
	Same values as for Mid range in clause 4.3.1.1.1.51 for bandwidth=5 MHz and SCS=15 kHz.


Table 6.2.3.1-4: Test frequencies for NR TDD FR1 bands using 10 MHz channel bandwidth

	NR 

Band
	SCS

[kHz]
	Bandwidth [MHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]
	Carrier centre

[ARFCN]
	point A [MHz]
	absoluteFrequencyPointA[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	n38
	15
	10
	52
	Downlink
	Low, High
	Same values as for Low and High range in clause 4.3.1.1.1.38 for bandwidth=10 MHz and SCS=15 kHz.

	
	
	
	
	&
	Mid-Low
	2588.3
	517660
	2580.56
	516112
	17
	15
	6464
	517210
	6
	2
	1
	20

	
	
	
	
	Uplink
	Mid-High
	2601.7
	520340
	2591.8
	518360
	29
	 
	6499
	519890
	6
	2
	1
	32

	n39
	15
	10
	52
	Downlink
	Low, High
	Same values as for Low and High range in clause 4.3.1.1.1.39 for bandwidth=10 MHz and SCS=15 kHz.

	
	
	
	
	&
	Mid-Low
	1895
	379000
	1887.26
	377452
	17
	15
	4730
	378490
	10
	0
	0
	18

	
	
	
	
	Uplink
	Mid-High
	1905
	381000
	1896
	379200
	24
	 
	4755
	380430
	2
	0
	0
	24

	n40
	15
	10
	52
	Downlink
	Low, High
	Same values as for Low and High range in clause 4.3.1.1.1.40 for bandwidth=10 MHz and SCS=15 kHz.

	
	
	
	
	&
	Mid-Low
	2335
	467000
	2327.26
	465452
	17
	15
	5833
	466610
	2
	4
	2
	22

	
	
	
	
	Uplink
	Mid-High
	2365
	473000
	2355.1
	471020
	29
	 
	5908
	472610
	2
	4
	2
	34

	n50
	15
	10
	52
	Downlink
	Low, High
	Same values as for Low and High range in clause 4.3.1.1.1.50 for bandwidth=10 MHz and SCS=15 kHz.

	
	
	
	
	&
	Mid-Low
	1462
	292400
	1454.26
	290852
	17
	15
	3649
	291890
	10
	0
	0
	18

	
	
	
	
	Uplink
	Mid-High
	1487
	297400
	1477.1
	295420
	29
	 
	3710
	296890
	10
	0
	0
	30

	Note 1:
The CORESET#0 Index and the associated CORESET#0 Offset refers to Table 13-1 in TS 38.213 [22] for all bands in the table. The value of CORESET#0 Index is signalled in the four most significant bits of the IE pdcch-ConfigSIB1 in the MIB. The offsetToPointA IE is expressed in units of resource blocks assuming 15 kHz subcarrier spacing for FR1 and 60 kHz subcarrier spacing for FR2.


Table 6.2.3.1-4A: Test frequencies for NR TDD FR1 bands using 60 MHz channel bandwidth

	NR 

Band
	SCS

[kHz]
	Bandwidth [MHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]
	Carrier centre

[ARFCN]
	point A [MHz]
	absoluteFrequencyPointA[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	n41
	30
	60
	162
	Downlink
& Uplink
	Low, Mid, High
	Same values as for Low, Mid and High range in clause 4.3.1.1.1.41 for bandwidth=60 MHz and SCS=30 kHz.


Table 6.2.3.1-5: Test frequencies for NR TDD FR1 bands using 100 MHz channel bandwidth

	NR 

Band
	SCS

[kHz]
	Bandwidth [MHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]
	Carrier centre

[ARFCN]
	point A [MHz]
	absoluteFrequencyPointA[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	n77
	30
	100
	273
	Downlink
	Low, High
	Same values as for Low and High range in clause 4.3.1.1.1.77 for bandwidth=100 MHz and SCS=30 kHz.

	
	
	
	
	&
	Mid-Low
	3616.68
	641112
	3563.22
	637548
	12
	30
	7896
	638112
	12
	1
	1
	26

	
	
	
	
	Uplink
	Mid-High
	3883.32
	658888
	3825.54
	655036
	24
	 
	8081
	655872
	20
	0
	0
	48

	n78
	30
	100
	273
	Downlink
	Low, High
	Same values as for Low and High range in clause 4.3.1.1.1.78 for bandwidth=100 MHz and SCS=30 kHz.

	
	
	
	
	&
	Mid-Low
	3483.33
	632222
	3429.87
	628658
	12
	30
	7804
	629280
	22
	3
	3
	30

	
	
	
	
	Uplink
	Mid-High
	3616.68
	641112
	3558.9
	637260
	24
	 
	7896
	638112
	12
	1
	1
	50

	n79
	30
	100
	273
	Downlink
	Low, High
	Same values as for Low and High range in clause 4.3.1.1.1.79 for bandwidth=100 MHz and SCS=30 kHz.

	
	
	
	
	&
	Mid-Low
	4617.69
	707846
	4564.23
	704282
	12
	30
	8592
	704928
	22
	4
	1
	32

	
	
	
	
	Uplink
	Mid-High
	4780.74
	718716
	4722.96
	714864
	24
	 
	8704
	715680
	0
	0
	0
	48

	Note 1:
The CORESET#0 Index and the associated CORESET#0 Offset refers to Table 13-4 in TS 38.213 [22] for all bands in the table except for band n79 where Table 13-6 apply. The value of CORESET#0 Index is signalled in the four most significant bits of the IE pdcch-ConfigSIB1 in the MIB. The offsetToPointA IE is expressed in units of resource blocks assuming 15 kHz subcarrier spacing for FR1 and 60 kHz subcarrier spacing for FR2.


Table 6.2.3.1-6: Test frequencies for NR TDD FR2 bands using 100 MHz channel bandwidth

	NR 

Band
	SCS

[kHz]
	Bandwidth [MHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]
	Carrier centre

[ARFCN]
	point A [MHz]
	absoluteFrequencyPointA[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
	
[image: image7.wmf]SSB

k


	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	n257
	120
	100
	66
	Downlink
	Low, High
	Same values as for Low and High range in clause 4.3.1.2.1.1 for bandwidth=100 MHz and SCS=120 kHz.

	
	
	
	
	&
	Mid-Low
	27514.56
	2071075
	27449.76
	2069995
	12
	120
	22443
	2070523
	0
	0
	0
	24

	
	
	
	
	Uplink
	Mid-High
	28482.24
	2087203
	28400.16
	2085835
	24
	 
	22499
	2086651
	0
	0
	0
	48

	n258
	120
	100
	66
	Downlink
	Low, High
	Same values as for Low and High range in clause 4.3.1.2.1.2 for bandwidth=100 MHz and SCS=120 kHz.

	
	
	
	
	&
	Mid-Low
	25348.8
	2034979
	25284
	2033899
	12
	120
	22318
	2034523
	0
	4
	1
	32

	
	
	
	
	Uplink
	Mid-High
	26401.56
	2052525
	26319.48
	2051157
	24
	 
	22379
	2052091
	11
	4
	1
	56

	n260
	120
	100
	66
	Downlink
	Low, High
	Same values as for Low and High range in clause 4.3.1.2.1.4 for bandwidth=100 MHz and SCS=120 kHz.

	
	
	
	
	&
	Mid-Low
	38015.04
	2246083
	37950.24
	2245003
	12
	120
	23051
	2245627
	0
	4
	1
	32

	
	
	
	
	Uplink
	Mid-High
	38982.72
	2262211
	38900.64
	2260843
	24
	 
	23107
	2261755
	0
	4
	1
	56

	n261
	120
	100
	66
	Downlink
	Low, High
	Same values as for Low and High range in clause 4.3.1.2.1.5 for bandwidth=100 MHz and SCS=120 kHz.

	
	
	
	
	&
	Mid-Low
	27801.24
	2075853
	27736.44
	2074773
	12
	120
	22460
	2075419
	11
	4
	1
	32

	
	
	
	
	Uplink
	Mid-High
	28050
	2079999
	27967.92
	2078631
	24
	 
	22474
	2079451
	2
	0
	0
	48

	Note 1:
The CORESET#0 Index and the associated CORESET#0 Offset refers to Table 13-8 in TS 38.213 [22]. The value of CORESET#0 Index is signalled in the four most significant bits of the IE pdcch-ConfigSIB1 in the MIB. The offsetToPointA IE is expressed in units of resource blocks assuming 15 kHz subcarrier spacing for FR1 and 60 kHz subcarrier spacing for FR2.


Table 6.2.3.1-7: Test frequencies for NR FDD FR1 SUL bands

	NR

Band
	SCS

[kHz]
	Bandwidth [MHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]
	Carrier centre

[ARFCN]
	point A [MHz]
	absoluteFrequencyPointA[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
	
[image: image8.wmf]SSB

k


	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	n80
	15
	10
	52
	Uplink
	Low, Mid, High
	Same values as for Low, Mid and High range in clause 4.3.1.1.1.80-1 for bandwidth=10 MHz and SCS=15 kHz.

	n81
	15
	10
	52
	Uplink
	Low, Mid, High
	Same values as for Low, Mid and High range in clause 4.3.1.1.1.81-1 for bandwidth=10 MHz and SCS=15 kHz.

	n82
	15
	10
	52
	Uplink
	Low, Mid, High
	Same values as for Low, Mid and High range in clause 4.3.1.1.1.82-1 for bandwidth=10 MHz and SCS=15 kHz.

	n83
	15
	10
	52
	Uplink
	Low, Mid, High
	Same values as for Low, Mid and High range in clause 4.3.1.1.1.83-1 for bandwidth=10 MHz and SCS=15 kHz.

	n84
	15
	10
	52
	Uplink
	Low, Mid, High
	Same values as for Low, Mid and High range in clause 4.3.1.1.1.84-1 for bandwidth=10 MHz and SCS=15 kHz.

	n86
	15
	10
	52
	Uplink
	Low, Mid, High
	Same values as for Low, Mid and High range in clause 4.3.1.1.1.86-1 for bandwidth=10 MHz and SCS=15 kHz.
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