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4 Corrections required for SA function f_NR_UE_DeRegisterOnSwitchOff using D19wk38 (Anritsu)
Change 1
	Function name
	f_NR_UE_DeRegisterOnSwitchOff

	Reason for change
	When f_NR_UE_DeRegisterOnSwitchOff(f_NR5GC_PreambleReject -> f_NR5GC_RegistrationReject) is called with STATE_DEREGISTERED, NR_SYSTEM_CTRL_REQ with Grants are turned off in f_NR_RRCRelease_Local with a Timing after 100ms. This function is returned immediately as there is no detach signaling as UE is already in DEREGISTRED state. If SS receives another NR_SYSTEM_CTRL_REQ before 100ms to provide the grants based on SR timing=Now, then, only the NR_SYSTEM_CTRL_REQ with Grants are turned off would be active.

	Summary of change
	Wait for 200ms to ensure the NR_SYSTEM_CTRL_REQ with Grants turned off with a 100ms delay is activated before second NR_SYSTEM_CTRL_REQ to provide SR based Grants is sent.

	TTCN module
	ENDC\Common_EUTRA\EUTRA38_ENDC_CommonProcedures.ttcn

	MCC160 Comment
	Accepted, implemented differently: an optional parameter is added in f_NR_RRCRelease_Local . When it is set the ASP confirmation is requested in the last ASP reconfiguration (f_NR_SS_SRBs_DRBs_Config) of f_NR_RRCRelease_Local.


Before Change
function f_NR_UE_DeRegisterOnSwitchOff(NR_CellId_Type p_CellId,

                                      NG_STATE_Type p_UE_State,

                                      NR_RadioBearerId_Type p_SRB := tsc_NR_RbId_SRB2,

                                      boolean p_USIM_Rmvd := false,

                                      B2_Type p_AccessType := '01'B) runs on NR5GC_PTC

….

….

      if (p_UE_State == STATE_DEREGISTERED) {

        // release local configuration

        f_NR_RRCRelease_Local(p_CellId, f_NR_GetNextSendOccasion_DL(p_CellId));

      } else {

        if (not f_Check_NG_DeregistrationReqMOMsg (v_ReceivedMsg.Pdu.Msg, crs_DeregisterType('1'B, '0'B, p_AccessType))) {

          f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Deregistration Request Message Failed");

        }

        f_NR_RRCRelease(p_CellId);

      }

    } else {

…..

…..
After Change
function f_NR_UE_DeRegisterOnSwitchOff(NR_CellId_Type p_CellId,

                                      NG_STATE_Type p_UE_State,

                                      NR_RadioBearerId_Type p_SRB := tsc_NR_RbId_SRB2,

                                      boolean p_USIM_Rmvd := false,

                                      B2_Type p_AccessType := '01'B) runs on NR5GC_PTC

….

….

      if (p_UE_State == STATE_DEREGISTERED) {

        // release local configuration

        f_NR_RRCRelease_Local(p_CellId, f_NR_GetNextSendOccasion_DL(p_CellId));

        f_Delay(0.2);
      } else {

        if (not f_Check_NG_DeregistrationReqMOMsg (v_ReceivedMsg.Pdu.Msg, crs_DeregisterType('1'B, '0'B, p_AccessType))) {

          f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Deregistration Request Message Failed");

        }

        f_NR_RRCRelease(p_CellId);

      }

    } else {

…..

…..
