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	Reason for change:
	1) Size of EPS QOS is of 10 bytes, hence, ‘0A’ would be correct size.

2) As per 24.301, Table 8.3.3.1, IEI should be omitted is EPS QOS is mandatory filed

	
	

	Summary of change:
	1) Assigned correct hex value for iel in Extd_EPS_QOS

2) Omit the ‘iei’ in EPS_QOS
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Change 1

	Template name
	template (value) Extd_EPS_QOS cs_Extd_EPS_QOS

	Reason for change
	Size of EPS QOS is of 10 bytes, hence, ‘0A’ would be correct size.

	Summary of change
	Assigned correct hex value for iel in Extd_EPS_QOS

	TTCN module
	ESM_ENDC_EUTRA.ttcn

	MCC160 Comment
	


Before change

 template (value) Extd_EPS_QOS cs_Extd_EPS_QOS (B8_Type p_MaxBitRateDl_2 := '00001100'B) := // @sic R5s180640 sic@

  { /* According to 38.523-1 Tables 10.2.1.2.3.3-1, 10.2.2.1.3.3-2, 10.2.1.1.3.3-2, 10.2.2.1.3.3-1, 10.2.2.1.3.3-2, 10.2.2.1.3.3-3, 10.2.2.1.3.3-4 */

    /* @status    APPROVED (ENDC) */

    iei               := '5C'O,

    iel               := '12'O,
    unitMaxBitRate    := '00000111'B,

    maxBitRateUl_1    := '00000000'B,

    maxBitRateUl_2    := '00000000'B,

    maxBitRateDl_1    := '00000000'B,

    maxBitRateDl_2    := p_MaxBitRateDl_2, // @sic R5s180640 sic@

    unitGuaranteedBitRate    := '00000000'B,

    guaranteedBitRateUl_1    := '00000000'B,

    guaranteedBitRateUl_2    := '00000000'B,

    guaranteedBitRateDl_1    := '00000000'B,

    guaranteedBitRateDl_2    := '00000000'B

  };
After change

 template (value) Extd_EPS_QOS cs_Extd_EPS_QOS (B8_Type p_MaxBitRateDl_2 := '00001100'B) := // @sic R5s180640 sic@

  { /* According to 38.523-1 Tables 10.2.1.2.3.3-1, 10.2.2.1.3.3-2, 10.2.1.1.3.3-2, 10.2.2.1.3.3-1, 10.2.2.1.3.3-2, 10.2.2.1.3.3-3, 10.2.2.1.3.3-4 */

    /* @status    APPROVED (ENDC) */

    iei               := '5C'O,

    iel               := '0A'O,

    unitMaxBitRate    := '00000111'B,

    maxBitRateUl_1    := '00000000'B,

    maxBitRateUl_2    := '00000000'B,

    maxBitRateDl_1    := '00000000'B,

    maxBitRateDl_2    := p_MaxBitRateDl_2, // @sic R5s180640 sic@

    unitGuaranteedBitRate    := '00000000'B,

    guaranteedBitRateUl_1    := '00000000'B,

    guaranteedBitRateUl_2    := '00000000'B,

    guaranteedBitRateDl_1    := '00000000'B,

    guaranteedBitRateDl_2    := '00000000'B

  };
Change 2
	Function name
	function fl_TC_10_2_1_2_ENDC_EUTRA_TestBody()

	Reason for change
	As per 24.301, Table 8.3.3.1, IEI should be omitted is EPS QOS is mandatory filed

	Summary of change
	Omit the ‘iei’ in EPS_QOS

	TTCN module
	ESM_ENDC_EUTRA.ttcn

	MCC160 Comment
	


Before change

  function fl_TC_10_2_1_2_ENDC_EUTRA_TestBody() runs on ENDC_EUTRA_PTC

  {

    var EUTRA38_SecurityParamsExtd_Type v_Security_Params;

    var template (value)  NAS_MSG_Request_Type v_ActivateBearer;

    var template (value) NAS_DL_Message_Type v_ModifyEPSBearerCxtReq;

    var template (value) TrafficFlowTemplate v_TrafficFlowTemplate := f_EUTRA_Get_508_TrafficFlowTemplate(6, tsc_EpsDedicatedBearerId); // @sic R5s180640 sic@

    //Create the Activate Dedicated EPS Bearer Context REQ according to Table 10.2.1.2.3.3-1 in 38.523-1

    v_ActivateBearer := f_EPS_GetActivateDedicatedBearer(tsc_EpsDedicatedBearerId,

                                                         cds_508_EPS_QoS ('5B'O), // @sic R5s180640 sic@

                                                         v_TrafficFlowTemplate, // @sic R5s180640 sic@

                                                         cs_Extd_EPS_QOS ('00001100'B)); // @sic R5s180640 sic@

After change

   function fl_TC_10_2_1_2_ENDC_EUTRA_TestBody() runs on ENDC_EUTRA_PTC

  {

    var EUTRA38_SecurityParamsExtd_Type v_Security_Params;

    var template (value)  NAS_MSG_Request_Type v_ActivateBearer;

    var template (value) NAS_DL_Message_Type v_ModifyEPSBearerCxtReq;

    var template (value) TrafficFlowTemplate v_TrafficFlowTemplate := f_EUTRA_Get_508_TrafficFlowTemplate(6, tsc_EpsDedicatedBearerId); // @sic R5s180640 sic@

    //Create the Activate Dedicated EPS Bearer Context REQ according to Table 10.2.1.2.3.3-1 in 38.523-1

    v_ActivateBearer := f_EPS_GetActivateDedicatedBearer(tsc_EpsDedicatedBearerId,

                                                         cds_508_EPS_QoS (), // @sic R5s180640 sic@

                                                         v_TrafficFlowTemplate, // @sic R5s180640 sic@

                                                         cs_Extd_EPS_QOS ('00001100'B)); // @sic R5s180640 sic@

