Page 1



3GPP TSG-RAN5 Meeting #2019

 DOCPROPERTY  MtgTitle  \* MERGEFORMAT -TTCN email
R5s190093
Online,  DOCPROPERTY  Country  \* MERGEFORMAT , 15th Dec 2017 - 31st Dec 2019
	CR-Form-v11.4

	CHANGE REQUEST

	

	
	38.523-3
	CR
	0041
	rev
	-
	Current version:
	15.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction for Rel-15 EN-DC ESM test case 10.2.1.1

	
	

	Source to WG:
	Keysight Technologies UK Ltd

	Source to TSG:
	R5 DOCPROPERTY  SourceIfTsg  \* MERGEFORMAT 

	
	

	Work item code:
	5GS_NR_LTE-UEConTest
	
	Date:
	2019-02-28

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	Currently the downlink and uplink NAS messages which are passed into the function f_EUTRA38_508_ENDC_Reconfiguration are not passed on to f_EUTRA38_508_ENDC_SendReconfiguration() in the case of RRC_CONNECTED state. There are scenarios where specific NAS signalling has to be exhanged even when the UE is already, in connected mode, e.g.. the sending of ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST at steps 5-7 of test case 10.2.1.1
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Change 3 
	Function name
	f_EUTRA38_508_ENDC_Reconfiguration()

	Reason for change
	Currently the downlink and uplink NAS messages which are passed into the function f_EUTRA38_508_ENDC_Reconfiguration are not passed on to f_EUTRA38_508_ENDC_SendReconfiguration() in the case of RRC_CONNECTED state. There are scenarios where specific NAS signalling has to be exhanged even when the UE is already, in connected mode, e.g.. the sending of ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST at steps 5-7 of 10.2.1.1

	Summary of change
	Pass v_ActivateBearer and p_ULNasMsg through to the function f_EUTRA38_508_ENDC_SendReconfiguration() in the case of RRC_CONNECTED state.

	TTCN module
	EUTRA38_CommonProceudres.ttcn

	MCC160 Comment
	


Before change

    function f_EUTRA38_508_ENDC_Reconfiguration (EUTRA_CellId_Type p_CellId,

                                               ENDC_DRB_Configuration_Type p_DRB_Type,

                                               template (omit) integer p_SK_Counter,

                                               EUTRA_RRC_STATE_Type p_RRC_State := RRC_CONNECTED,

                                               template (omit) NAS_MSG_RequestList_Type p_NASMsg := omit,

                                               template (omit) RadioResourceConfigDedicated p_RadioResourceConfigDedicated  := omit,

                                               template (omit) RadioBearerList_Type p_DrbConfigAtSS := omit,

                                               ENDC_SRB_DRB_Configuration_Type p_SecondaryConfig := NONE,

                                               template (omit) MobilityControlInfo p_MobilityControlInformation := omit,

                                               template (value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now,

                                               template NAS_UL_Message_Type p_ULNASMsg := omit) runs on ENDC_EUTRA_PTC

  {

  ……………………………………
    } else { // RRC_CONNECTED

      // Send the RRC Reconfiguration message and receive Complete

      // Bearer already activated

      f_EUTRA38_508_ENDC_SendReconfiguration (p_CellId,

                                         v_DrbConfigAtSS,

                                         v_RadioResourceConfigDedicated,

                                         v_NR_SCGConfig,

                                         v_NR_RBConfig,

                                         omit,

                                         p_SK_Counter,

                                         omit,

                                         -, -,

                                         p_MobilityControlInformation,

                                         -,

                                         p_TimingInfo);

    }

  }
After change
  function f_EUTRA38_508_ENDC_Reconfiguration (EUTRA_CellId_Type p_CellId,

                                               ENDC_DRB_Configuration_Type p_DRB_Type,

                                               template (omit) integer p_SK_Counter,

                                               EUTRA_RRC_STATE_Type p_RRC_State := RRC_CONNECTED,

                                               template (omit) NAS_MSG_RequestList_Type p_NASMsg := omit,

                                               template (omit) RadioResourceConfigDedicated p_RadioResourceConfigDedicated  := omit,

                                               template (omit) RadioBearerList_Type p_DrbConfigAtSS := omit,

                                               ENDC_SRB_DRB_Configuration_Type p_SecondaryConfig := NONE,

                                               template (omit) MobilityControlInfo p_MobilityControlInformation := omit,

                                               template (value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now,

                                               template NAS_UL_Message_Type p_ULNASMsg := omit) runs on ENDC_EUTRA_PTC

  {

   ……………………
    } else { // RRC_CONNECTED

      // Send the RRC Reconfiguration message and receive Complete

      // Bearer already activated

      f_EUTRA38_508_ENDC_SendReconfiguration (p_CellId,

                                         v_DrbConfigAtSS,

                                         v_RadioResourceConfigDedicated,

                                         v_NR_SCGConfig,

                                         v_NR_RBConfig,

                                         v_ActivateBearer,

                                         p_SK_Counter,

                                         omit,

                                         -, -,

                                         p_MobilityControlInformation,

                                         p_ULNASMsg,
                                         p_TimingInfo);

    }

  }

