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	Reason for change:
	In the current TTCN implementation, at Steps 8, 9, 11, 13 and 15 the TTCN expects the TFT operation code to be set as ‘100’B. 

However, no TFT has been setup so far in the testcase. Thus in the Bearer Resource Modification REQ transmitted at theses steps, the TFT operation code value should not be checked. 
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1 Corrections required

1.1 f_TC_22_6_3_NBIOT
	Template name
	f_TC_22_6_3_NBIOT

	Reason for change
	In the current TTCN implementation, at Steps 8, 9, 11, 13 and 15 the TTCN expects the TFT operation code to be set as ‘100’B. 

However, no TFT has been setup so far in the testcase. Thus in the Bearer Resource Modification REQ transmitted at theses steps, the TFT operation code value should not be checked. 

Similar CR R5s190000 is already agreed.

This needs to be corrected.

	Summary of change
	Instead of using template cr_508_BearerResourceModReq(?,tsc_EpsDefaultBearerId,omit), used template cdr_BearerResourceModReq(?,tsc_EpsDefaultBearerId,omit,                                                                                cr_Tft(-) )

	TTCN module
	NBIOT_ESM_Testcases.ttcn

	MCC160 Comment
	


Before Change:

	<<SKIPPED CODE>>
//@siclog "Step 8 - 15" siclog@
    for (i :=0; i < 4; i := i + 1) {
      f_Delay(v_T3481);
      //@siclog "Step 9" siclog@
      SRB.receive(car_NB_SRB_NasPdu_IND(nbiot_Cell50,
                                        tsc_SRB1bis,
                                        cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,
                                                          cr_508_BearerResourceModReq(?,
                                                                                      tsc_EpsDefaultBearerId,
                                                                                      omit)))) -> value v_ReceivedAsp;
      f_NBIOT_PreliminaryPass(__FILE__, __LINE__, "Step " & int2str((i*2)+9));
    }
<<SKIPPED CODE>>

  


After Change:

	<<SKIPPED CODE>>

//@siclog "Step 8 - 15" siclog@
    for (i :=0; i < 4; i := i + 1) {
      f_Delay(v_T3481);
      //@siclog "Step 9" siclog@
      SRB.receive(car_NB_SRB_NasPdu_IND(nbiot_Cell50,
                                        tsc_SRB1bis,
                                        cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,
                                                          cdr_BearerResourceModReq(?, // @sic R5s180417 sic@ //WA#22_6_3
                                                                                tsc_EpsDefaultBearerId,
                                                                                omit,
                                                                                cr_Tft(-) )))) -> value v_ReceivedAsp;
<<SKIPPED CODE>>




