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	Reason for change:
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Change 1 

	Function name
	cas_NR_DRB_COMMON_REQ_DataPerSlot

	Reason for change
	As per TS 38.523-3 Annex D.2.3, common ASP "NR_ReqAspCommonPart_Type" in System Interface TTCN-3 Record Type "NR_DRB_COMMON_REQ" has CnfFlag set to "false" in ControlInfo. But in the TTCN template definition, this is not refected.

	Summary of change
	Added p_CnfFlag and set it to "False" in the template definition.

	TTCN module
	NR_ASP_Templates_DRB_Data.ttcn

	MCC160 Comment
	


Before change
  template (value) NR_DRB_COMMON_REQ cas_NR_DRB_COMMON_REQ_DataPerSlot(NR_CellId_Type p_CellId,
                                                                       DRB_Identity p_DrbId,
                                                                       template (value) DC_RlcBearerRouting_Type p_RlcBearerRouting := crs_RlcBearerRouting_None,
                                                                       template (value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now,
                                                                       template (value) NR_DRB_DataPerSlotList_DL_Type p_DataPerSlot) :=
  { /* Template for DRB Data REQ with RLC PDUs */
    /* @status    APPROVED (ENDC) */
    Common := cs_NR_ReqAspCommonPart(p_CellId, cs_NR_RoutingInfo_RbId(cs_NR_RadioBearerId_DRB(p_DrbId)), p_RlcBearerRouting, p_TimingInfo),
    U_Plane := {
      SlotDataList := p_DataPerSlot
    },
    SuppressPdcchForC_RNTI := omit
  };
After change

  template (value) NR_DRB_COMMON_REQ cas_NR_DRB_COMMON_REQ_DataPerSlot(NR_CellId_Type p_CellId,
                                                                       DRB_Identity p_DrbId,
                                                                       template (value) DC_RlcBearerRouting_Type p_RlcBearerRouting := crs_RlcBearerRouting_None,
                                                                       template (value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now,
                                                                       template (value) NR_DRB_DataPerSlotList_DL_Type p_DataPerSlot,

                                                                       boolean p_CnfFlag := false) :=
  { /* Template for DRB Data REQ with RLC PDUs */
    /* @status    APPROVED (ENDC) */
    Common := cs_NR_ReqAspCommonPart(p_CellId, cs_NR_RoutingInfo_RbId(cs_NR_RadioBearerId_DRB(p_DrbId)), p_RlcBearerRouting, p_TimingInfo, p_CnfFlag),
    U_Plane := {
      SlotDataList := p_DataPerSlot
    },
    SuppressPdcchForC_RNTI := omit
  };
