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Change 1 function f_TC_6_2_3_21_EUTRA()
	Function name
	f_TC_6_2_3_21_EUTRA()

	Reason for change
	When UE has selected the EUTRA cell at step 5, GERAN PTC should be informed immediately to stop the channel and avoid errors due to RLC timeouts during non terminated DL data transfer on GERAN side. Currently the CoOrd trigger is sent only after 10 secs waiting time for IMS registration in case IMS is enabled.

	Summary of change
	f_IRAT_SendCoOrd trigger function moved before optional IMS registration in f_EUTRA_OptionalMultiPDN_IMSRegistration(eutra_Cell1).

	TTCN module
	ATS_LTE_IRAT/6_2/InterRat_CellReSelection_GtoE.ttcn

	MCC160 Comment
	


Before change
  /*

   * @desc      REFERENCE TS 36.523-1 clause 6.2.3.21

   * @status    APPROVED (LTE_IRAT)

   */

  function f_TC_6_2_3_21_EUTRA() runs on EUTRA_PTC

  { /* Inter-RAT cell reselection / From GPRS Packet_Transfer (NC0 Mode) to E-UTRA */

    //Initialise all cells, security and mobile parameters

    f_EUTRA_Init(c5);//EUTRA-GERAN configuration

    f_EUTRA_CellInfo_InitMaxReferencePower(eutra_Cell1, -70);

    //Create and configure Cell 1

    f_EUTRA_CellConfig_Def(eutra_Cell1);

    //Receive Authentication parameters updated in the RAU on GERAN side

    f_EUTRA_InterRAT_InitialiseAuthParams(GERAN);

    f_IRAT_WaitForCoOrd_Trigger(GERAN);

    //@siclog "Step 4" siclog@

    //Turn cell on

    f_EUTRA_SetCellPower(eutra_Cell1, -70);

    f_EUTRA_TestBody_Set(true);

    f_EUTRA_OptionalMultiPDN_IMSRegistration_PTCSetup (eutra_Cell1); //@sic R5-185004 sic@

    //@siclog "Step 5" siclog@

    //Check that UE camps on Cell 1 with the generic test procedure TS 36.508 subclause 6.4.2.7A

    f_EUTRA_IdleMode_TAU_UponMobility_FromOtherRAT(eutra_Cell1, true, false, omit); // @sic R5-123734, R5-1350576, R5-140792 sic@

    //@siclog "Step 2a1 - 2b1" siclog@

    f_EUTRA_OptionalMultiPDN_IMSRegistration(eutra_Cell1); //@sic R5-185004 sic@

    // Tell the GERAN component that the UE has camped

    f_IRAT_SendCoOrd(GERAN, cms_IRAT_Trigger);
    // Test case now over

    f_EUTRA_TestBody_Set(false);

    // Switch off UE and expect Detach Request

    f_EUTRA_Postamble(eutra_Cell1, E1_IDLE);

  }
After Change 
  /*

   * @desc      REFERENCE TS 36.523-1 clause 6.2.3.21

   * @status    APPROVED (LTE_IRAT)

   */

  function f_TC_6_2_3_21_EUTRA() runs on EUTRA_PTC

  { /* Inter-RAT cell reselection / From GPRS Packet_Transfer (NC0 Mode) to E-UTRA */

    //Initialise all cells, security and mobile parameters

    f_EUTRA_Init(c5);//EUTRA-GERAN configuration

    f_EUTRA_CellInfo_InitMaxReferencePower(eutra_Cell1, -70);

    //Create and configure Cell 1

    f_EUTRA_CellConfig_Def(eutra_Cell1);

    //Receive Authentication parameters updated in the RAU on GERAN side

    f_EUTRA_InterRAT_InitialiseAuthParams(GERAN);

    f_IRAT_WaitForCoOrd_Trigger(GERAN);

    //@siclog "Step 4" siclog@

    //Turn cell on

    f_EUTRA_SetCellPower(eutra_Cell1, -70);

    f_EUTRA_TestBody_Set(true);

    f_EUTRA_OptionalMultiPDN_IMSRegistration_PTCSetup (eutra_Cell1); //@sic R5-185004 sic@

    //@siclog "Step 5" siclog@

    //Check that UE camps on Cell 1 with the generic test procedure TS 36.508 subclause 6.4.2.7A

    f_EUTRA_IdleMode_TAU_UponMobility_FromOtherRAT(eutra_Cell1, true, false, omit); // @sic R5-123734, R5-1350576, R5-140792 sic@

    // Tell the GERAN component that the UE has camped

    f_IRAT_SendCoOrd(GERAN, cms_IRAT_Trigger);
    //@siclog "Step 2a1 - 2b1" siclog@

    f_EUTRA_OptionalMultiPDN_IMSRegistration(eutra_Cell1); //@sic R5-185004 sic@

    // Test case now over

    f_EUTRA_TestBody_Set(false);

    // Switch off UE and expect Detach Request

    f_EUTRA_Postamble(eutra_Cell1, E1_IDLE);

  }

