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	Reason for change:
	In the current TTCN implementation, at Step 20 the function f_NR_RRCRelease(v_NGC_NASCellA); is called, which releases the rrc connection. However, prior to this for Steps 15-20 the function f_NR5GC_Idle_Step15_20 (v_NGC_NASCellA, TestMode_Off) is called, which already releases the rrc connection.

Thus, the later call to function f_NR_RRCRelease is not required.

	
	

	Summary of change:
	Removed the call to f_NR_RRCRelease at Step 20.

Please see below,

	
	

	Consequences if not approved:
	TTCN implementation will not be correct
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1.1 fl_TC_9_1_2_2_Body
	Function name
	fl_TC_9_1_2_2_Body

	Reason for change
	In the current TTCN implementation, at Step 20 the function f_NR_RRCRelease(v_NGC_NASCellA); is called, which releases the rrc connection. However, prior to this for Steps 15-20 the function f_NR5GC_Idle_Step15_20 (v_NGC_NASCellA, TestMode_Off) is called, which already releases the rrc connection.

Thus, the later call to function f_NR_RRCRelease is not required.

	Summary of change
	Removed the call to f_NR_RRCRelease at Step 20.

Please see below,

	TTCN module
	SecurityMode_NR5GC.ttcn

	MCC160 Comment
	


Before Change:
	<<SKIPPED CODE>>

//@siclog Steps 15 - 20 siclog@
    f_NR5GC_RRC_Idle_Steps15_20 (v_NGC_NASCellA, TESTMode_OFF);
    //@siclog "Step 20" siclog@
    f_NR_RRCRelease (v_NGC_NASCellA);
  }

<<SKIPPED CODE>>




After Change:

	<<SKIPPED CODE>>

f_NR5GC_RRC_Idle_Steps15_20 (v_NGC_NASCellA, TESTMode_OFF);
    //@siclog "Step 20" siclog@
    //WA#9_1_2_2 R&S change f_NR_RRCRelease (v_NGC_NASCellA);
  }

<<SKIPPED CODE>>




