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	Reason for change:
	Currently, all the LTE positioning test cases are initialised with the common function f_EUTRA_Init. This is correct for those test cases that run on the EUTRA_PTC.
Nevertheless, test cases running on the EUTRA_POS_PTC (i.e. those related to GNSS, OTDOA or indoor positioning) need to be initialised with the function f_EUTRA_POS_Init, that will activate a default to cater for any unexpected even on the SYS_POSEXT and POSSYS Ports.

	
	

	Summary of change:
	Test cases running on EUTRA_POS_PTC are initialised with f_EUTRA_POS_Init

	
	

	Consequences if not approved:
	Unexpected events on Positioning specific ports will not be detected.
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Example of change to be applied on all test cases running on EUTRA_POS_PTC
	  function f_TC_7_2_2_1_15s_EUTRA() runs on EUTRA_POS_PTC {

  //@sic R5-172963 sic@

    var PositioningSystemList_Type v_GNSSList:= f_POS_GetListOfSupportedGNSS();

    f_EUTRA_POS_Init(c1);

    // create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_Cell1);

    f_POS_StartPositioningSimulatorEUTRA (v_GNSSList, 15); // Scenario for Subtest 15 according to 37.571-5, 6.1.2

    // Preamble:

    //   - UE is in state Generic RB established (state 3) on Cell 1

    // ==========================================================================

    f_EUTRA_Preamble(eutra_Cell1, STATE2_IDLEUPDATE, -, -, cs_EPS_NwkFtSup_CsLCSAndEpcLCS); //@sic R5s130902 sic@

    f_EUTRA_RbEst_Def(eutra_Cell1);

    f_EUTRA_TestBody_Set(true);

    fl_TC_7_2_2_1_TestBody (15); //@sic R5-173922 sic@

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_Cell1, E2_CONNECTED);//@sic R5-103875 sic@

    f_POS_StopPositioningSimulatorEUTRA (v_GNSSList);

  }


