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	Reason for change:
	In the current TTCN implementation, there is not enough time for the final RLC STATUS PDU sent at Step 7 to be transmitted before the SRBs are moved out of TestMode as part of the Postamble Procedure.

As a result, a conformant UE is failing the testcase.

	
	

	Summary of change:
	Removed the parameter noDelay from the function call to f_NBIOT_L2_Postamble_State2B_NB so that the default value of 500ms is applied before the SRBs are moved out of TestMode.

	
	

	Consequences if not approved:
	A conformant UE may fail the testcase
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1 Corrections required

1.1 f_TC_22_3_1_6_NBIOT ()
	Template name
	f_TC_22_3_1_6_NBIOT()

	Reason for change
	In the current TTCN implementation, there is not enough time for the final RLC STATUS PDU sent at Step 7 to be transmitted before the SRBs are moved out of TestMode as part of the Postamble Procedure.

As a result, a conformant UE is failing the testcase

	Summary of change
	Removed the parameter noDelay from the function call to f_NBIOT_L2_Postamble_State2B_NB so that the default value of 500ms is applied before the SRBs are moved out of TestMode

	TTCN module
	NBIOT_MAC_Testcases.ttcn

	MCC160 Comment
	


Before Change:

	function f_TC_22_3_1_6_NBIOT() runs on NBIOT_PTC
{

  <<SKIPPED CODE>>
    f_NBIOT_SS_CommonCellConfig(v_CellId, cads_NB_CcchDcchDtchDL_Config_REQ(v_CellId, cs_TimingInfo_Now, -, cs_NB_DciDlInfo_Auto));    /* @sic R5s170978: restore DL allocation to automatic mode sic@ */
    f_NBIOT_L2_Postamble_State2B_NB(v_CellId, v_RLC_CountsInfoListByRef.AM_VTS, v_RLC_CountsInfoListByRef.AM_VRR, noDelay);
}


After Change:

	function f_TC_22_3_1_6_NBIOT() runs on NBIOT_PTC
{

  <<SKIPPED CODE>>
    f_NBIOT_SS_CommonCellConfig(v_CellId, cads_NB_CcchDcchDtchDL_Config_REQ(v_CellId, cs_TimingInfo_Now, -, cs_NB_DciDlInfo_Auto));    /* @sic R5s170978: restore DL allocation to automatic mode sic@ */
    f_NBIOT_L2_Postamble_State2B_NB(v_CellId, v_RLC_CountsInfoListByRef.AM_VTS, v_RLC_CountsInfoListByRef.AM_VRR);
}



