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	Reason for change:
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Change 1
	Function name
	f_EUTRA38_IntraLTE_HO_IntraPSCell_NR_PDCP

	Reason for change
	The local variable v_DrbConfigAtSS may not be intiialised before passing to the function f_EUTRA_508RRC_IntraLTE_HO_IntraCell() which can cause run-time errors during this function.

	Summary of change
	Initalize the variable v_DrbConfigAtSS to “omit”.

	TTCN module
	EUTRA38_Handover.ttcn

	MCC160 Comment
	


Before Change
    function f_EUTRA38_IntraLTE_HO_IntraPSCell_NR_PDCP (EUTRA_CellId_Type p_CellId,

                                                      ENDC_SRB_DRB_Configuration_Type p_SecondaryConfig,

                                                      template (omit) integer p_SK_Counter := 0,

                                                      boolean p_AddRelDrb8 := false

                                                      ) runs on EUTRA_5GS_PTC

  { //@sic R5s190476 change 4.15: added p_SK_Counter sic@

    var template (value) RadioBearerList_Type v_DrbConfigAtSS;
    var integer v_DRB_Id := f_EUTRA38_ENDC_GetDRBIdOfMCG();

    var template (value) octetstring v_NR_SCGConfig;

    var template (value) octetstring v_NR_RBConfig;

    var template (value) octetstring v_NR_RBConfig2;

    var octetstring v_OctetData;

    var template (value) RRCConnectionReconfiguration_v890_IEs v_RRCConnectionReconfiguration_v890_IEs;

……

    f_EUTRA38_ENDC_InitiateAndSendS_gNBKeys(NR,1);                                           

  }

}
After Change
 function f_EUTRA38_IntraLTE_HO_IntraPSCell_NR_PDCP (EUTRA_CellId_Type p_CellId,

                                                      ENDC_SRB_DRB_Configuration_Type p_SecondaryConfig,

                                                      template (omit) integer p_SK_Counter := 0,

                                                      boolean p_AddRelDrb8 := false

                                                      ) runs on EUTRA_5GS_PTC

  { //@sic R5s190476 change 4.15: added p_SK_Counter sic@

    var template (value) RadioBearerList_Type v_DrbConfigAtSS := omit;
    var integer v_DRB_Id := f_EUTRA38_ENDC_GetDRBIdOfMCG();

    var template (value) octetstring v_NR_SCGConfig;

    var template (value) octetstring v_NR_RBConfig;

    var template (value) octetstring v_NR_RBConfig2;

    var octetstring v_OctetData;

    var template (value) RRCConnectionReconfiguration_v890_IEs v_RRCConnectionReconfiguration_v890_IEs;

……

    f_EUTRA38_ENDC_InitiateAndSendS_gNBKeys(NR,1);                                        

  }

}
