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Change 1

	Function name
	function f_TC_8_1_3_1_2or3or4_TestBody ()

	Reason for change
	the reportQuantityCell in measurement configuration in table 8.1.3.1.2.3.3-4 is not consistent with the expected measReport defined in Table 8.1.3.1.2.3.3-5

	Summary of change
	Changed NR_ReportConfigEventA3 with reportQuantityCell as 38.598-1 default, which align with measReport  config
Note : A prose CR on 38.523-1 associated with this change wuill be raised at RAN5#86

	TTCN module
	NR5GC/8_1_3/RRC_Measurement_NR5GC

	MCC160 Comment
	


Before change

  function f_TC_8_1_3_1_2or3or4_TestBody(NR_CellId_Type p_CellId) runs on NR_BASE_PTC

  {

    var template(value) NR_CellPowerList_Type v_CellPowerList_AtT0_T2;

    var template(value) NR_CellPowerList_Type v_CellPowerList_AtT1;

... ...
    //@siclog "Steps 1-2" siclog@

    //The SS transmits an RRCReconfiguration message including MeasConfig to setup intra NR measurement and reporting for intra-frequency event A4 (measId 1).

    //The UE transmits an RRCReconfigrationComplete message

    if(f_NR_CellInfo_GetIsFR1(nr_Cell1))

    {

        v_RsrpThres := 2;

    }

    else

    {

        v_RsrpThres := 2;    //FFS dummy  value FR2 (see 8.2.3.6.1a/b deltas!)

    }

    v_ReportConfigList := {cs_NR_ReportConfigEventA3(tsc_NR_IdReportConfigId1, v_RsrpThres, -, -, -, cs_NR_MeasReportQuantity_Rsrp)};            

 ... ...
  } //End of f_TC_8_1_3_1_2or3or4_TestBody

After change

   function f_TC_8_1_3_1_2or3or4_TestBody(NR_CellId_Type p_CellId) runs on NR_BASE_PTC

  {

    var template(value) NR_CellPowerList_Type v_CellPowerList_AtT0_T2;

    var template(value) NR_CellPowerList_Type v_CellPowerList_AtT1;

... ...
    //@siclog "Steps 1-2" siclog@

    //The SS transmits an RRCReconfiguration message including MeasConfig to setup intra NR measurement and reporting for intra-frequency event A4 (measId 1).

    //The UE transmits an RRCReconfigrationComplete message

    if(f_NR_CellInfo_GetIsFR1(nr_Cell1))

    {

        v_RsrpThres := 2;

    }

    else

    {

        v_RsrpThres := 2;    //FFS dummy  value FR2 (see 8.2.3.6.1a/b deltas!)

    }

    v_ReportConfigList := {cs_NR_ReportConfigEventA3(tsc_NR_IdReportConfigId1, v_RsrpThres)};           

 ... ...
  } //End of f_TC_8_1_3_1_2or3or4_TestBody

