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	Reason for change:
	In the current TTCN implementation, at Step 29 the Service REJ is transmitted on SRB1bis when the testcase is run in control plane. However, when the testcase is run in user plane, the Service REJ is transmitted on SRB1, despite the Service REQ being sent on SRB1bis.

This results in the UE not receiving the Service REJ, and thus the UE ends up retransmitting the Service REQ (that was sent at Step 28) causing testcase failure.

This needs to be corrected.

	
	

	Summary of change:
	At Step 29, instead of using v_SrbId, used tsc_SRB1bis for transmitting Service REJ.
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1 Corrections required

1.1 TC_22_6_5
	Template name
	TC_22_6_5

	Reason for change
	In the current TTCN implementation, at Step 29 the Service REJ is transmitted on SRB1bis when the testcase is run in control plane. However, when the testcase is run in user plane, the Service REJ is transmitted on SRB1, despite the Service REQ being sent on SRB1bis.

This results in the UE not receiving the Service REJ, and thus the UE ends up retransmitting the Service REQ (that was sent at Step 28) causing testcase failure.

This needs to be corrected.

	Summary of change
	At Step 29, instead of using v_SrbId, used tsc_SRB1bis for transmitting Service REJ.

	TTCN module
	NBIOT_ESM_Testcases.ttcn

	MCC160 Comment
	


Before Change:

	<<SKIPPED CODE>>
//@siclog "Step 26 - 28" siclog@
    f_NBIOT_RRC_ConnEst_DefWithNas(nbiot_Cell1,
                                                delayTolerantAccess_v1330,
                                                cr_NAS_Indication (tsc_SHT_IntegrityProtected, // @sic R5s170962 sic@
                                                                   cr_CONTROL_PLANE_SERVICE_REQUEST(?, -, -, -, cr_DeviceProperties('D'H, '1'B))));
    //@siclog "Step 29" siclog@
    SRB.send (cas_NB_SRB_NasPdu_REQ (nbiot_Cell1,
                                     v_SrbId,
                                     cs_TimingInfo_Now,
                                     cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,
                                                cs_508_SERVICE_REJECT(tsc_Cause_Congestion,
                                                                      -,
                                                                      cs_GPRS_Timer2_3_IEI ('5F'O, tsc_GprsTimerUnit_1min, '00101'B))))); // 5mins
<<SKIPPED CODE>>


After Change:

	<<SKIPPED CODE>>

//@siclog "Step 26 - 28" siclog@
    f_NBIOT_RRC_ConnEst_DefWithNas(nbiot_Cell1,
                                                delayTolerantAccess_v1330,
                                                cr_NAS_Indication (tsc_SHT_IntegrityProtected, // @sic R5s170962 sic@
                                                                   cr_CONTROL_PLANE_SERVICE_REQUEST(?, -, -, -, cr_DeviceProperties('D'H, '1'B))));
    //@siclog "Step 29" siclog@
    SRB.send (cas_NB_SRB_NasPdu_REQ (nbiot_Cell1,
                                     tsc_SRB1bis, //WA#22_5_6 v_SrbId,
                                     cs_TimingInfo_Now,
                                     cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,
                                                cs_508_SERVICE_REJECT(tsc_Cause_Congestion,
                                                                      -,
                                                                      cs_GPRS_Timer2_3_IEI ('5F'O, tsc_GprsTimerUnit_1min, '00101'B))))); // 5mins
<<SKIPPED CODE>>


