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Change 1

	Function name
	function f_TC_7_1_2_2_6_NR_TestBody()

	Reason for change
	Default grant started at step 10, should be stopped after step 11, as approved in the corresponding submission TTCN CR R5s190800

	Summary of change
	Default grant stopped after step 11

	TTCN module
	RLC_ENDC_NR.ttcn

	MCC160 Comment
	


Before Change:
function f_TC_7_1_2_2_6_NR_TestBody(NR_RLC_SS_State_Type p_RLC_Rec,

                                      DRB_Identity p_NR_DRB_Id,

                                      SN_FieldLengthUM p_DL_Len,

                                      SN_FieldLengthUM p_UL_Len,

                                      T_Reassembly p_T_Reassembly,

                                      template (value) PDCP_Config p_PDCP_Config) runs on NR_BASE_PTC

  { // AM RLC / RLC re-establishment procedure

    // @sic R5s190905_r1 sic@

    var template (value) NR_RLC_BearerToAddModList_Type v_RLC_BearerConfigList;

    var NR_RLC_DataFieldList_Type v_NR_RLC_DataList;

    // Steps 1-3

    v_NR_RLC_DataList := f_TC_7_1_2_2_6_NR_TestBody_Steps1_3(p_RLC_Rec, p_NR_DRB_Id);

    // @siclog "Steps 4-4A" siclog@ @sic R5-198901 sic@

    //The SS transmits NR RRCReconfiguration message to trigger RLC re-establishment on DRB using Reconfig with sync procedure

    //The UE transmits a NR RRCReconfigurationcomplete message.

    v_RLC_BearerConfigList := f_NR_ReconfigureRLC_UM (p_NR_DRB_Id, p_DL_Len, p_UL_Len, p_T_Reassembly, true_);

    //PSCell intra cell change in RLC TM only, DRB is in TM already

    f_NR_RLC_ReconfigurationHO_ENDC (nr_Cell1, v_RLC_BearerConfigList, p_PDCP_Config);  // UM_TX_Next == 0 and UM_RX_Next == 0 @sic R5s190800 sic@

    // Steps 5-10

    f_TC_7_1_2_2_6_NR_TestBody_Steps5_10(p_RLC_Rec, p_NR_DRB_Id,v_NR_RLC_DataList);

    // @siclog "Steps 11-11A" siclog@ @sic R5-198901 sic@

    //The SS transmits NR RRCReconfiguration message to trigger RLC re-establishment on DRB using Reconfig with sync procedure

    //The UE transmits a NR RRCReconfigurationcomplete message.

    //v_RLC_BearerConfigList as in step 4

    //PSCell intra cell change in RLC TM only, DRB is in TM already

    f_NR_RLC_ReconfigurationHO_ENDC (nr_Cell1, v_RLC_BearerConfigList, p_PDCP_Config);  // UM_TX_Next == 0 and UM_RX_Next == 0 @sic R5s190800 sic@

    // Steps 12-15

    f_TC_7_1_2_2_6_NR_TestBody_Steps12_15(p_RLC_Rec, p_NR_DRB_Id, v_NR_RLC_DataList);

  }
After change:
function f_TC_7_1_2_2_6_NR_TestBody(NR_RLC_SS_State_Type p_RLC_Rec,

                                      DRB_Identity p_NR_DRB_Id,

                                      SN_FieldLengthUM p_DL_Len,

                                      SN_FieldLengthUM p_UL_Len,

                                      T_Reassembly p_T_Reassembly,

                                      template (value) PDCP_Config p_PDCP_Config) runs on NR_BASE_PTC

  { // AM RLC / RLC re-establishment procedure

    // @sic R5s190905_r1 sic@

    var template (value) NR_RLC_BearerToAddModList_Type v_RLC_BearerConfigList;

    var NR_RLC_DataFieldList_Type v_NR_RLC_DataList;

    // Steps 1-3

    v_NR_RLC_DataList := f_TC_7_1_2_2_6_NR_TestBody_Steps1_3(p_RLC_Rec, p_NR_DRB_Id);

    // @siclog "Steps 4-4A" siclog@ @sic R5-198901 sic@

    //The SS transmits NR RRCReconfiguration message to trigger RLC re-establishment on DRB using Reconfig with sync procedure

    //The UE transmits a NR RRCReconfigurationcomplete message.

    v_RLC_BearerConfigList := f_NR_ReconfigureRLC_UM (p_NR_DRB_Id, p_DL_Len, p_UL_Len, p_T_Reassembly, true_);

    //PSCell intra cell change in RLC TM only, DRB is in TM already

    f_NR_RLC_ReconfigurationHO_ENDC (nr_Cell1, v_RLC_BearerConfigList, p_PDCP_Config);  // UM_TX_Next == 0 and UM_RX_Next == 0 @sic R5s190800 sic@

    // Steps 5-10

    f_TC_7_1_2_2_6_NR_TestBody_Steps5_10(p_RLC_Rec, p_NR_DRB_Id,v_NR_RLC_DataList);

    // @siclog "Steps 11-11A" siclog@ @sic R5-198901 sic@

    //The SS transmits NR RRCReconfiguration message to trigger RLC re-establishment on DRB using Reconfig with sync procedure

    //The UE transmits a NR RRCReconfigurationcomplete message.

    //v_RLC_BearerConfigList as in step 4

    //PSCell intra cell change in RLC TM only, DRB is in TM already

    f_NR_RLC_ReconfigurationHO_ENDC (nr_Cell1, v_RLC_BearerConfigList, p_PDCP_Config);  // UM_TX_Next == 0 and UM_RX_Next == 0 @sic R5s190800 sic@

    //The SS stops allocating any UL grant

    f_NR_ULGrantConfiguration_Stop(nr_Cell1, -, cs_NR_UplinkTimeAlignment_Keep);
    // Steps 12-15

    f_TC_7_1_2_2_6_NR_TestBody_Steps12_15(p_RLC_Rec, p_NR_DRB_Id, v_NR_RLC_DataList);

  }
