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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk11 related to the title of this CR.

Contact:
Shaun Harry

shaun.harry@keysight.com
2 Corrections required
Change 1

	Function name
	f_TC_8_1_1_3_1_NR5GC

	Reason for change
	In the current implementation, SS resources are not released when RRCRelease is sent to the UE at step 1.

	Summary of change
	Use function f_NR_RRCRelease_Common() at step 1 

	TTCN module
	RRC_ConnRel_NR5GC

	MCC160 Comment
	


Before change

    function fl_TC_8_1_1_3_1_TestBody(ARFCN_ValueNR p_SSB_Freq_Cell23,

                                    SubcarrierSpacing p_SubCarrierSpacing_Cell23) runs on NR5GC_PTC

  {

    var template (value) RedirectedCarrierInfo v_RedirectedCarrierInfo;

    var NG_NAS_MSG_Indication_Type v_ReceivedMsg;

    var NR_SRB_COMMON_IND v_ReceivedAsp;

    var GMM_MobilityInfo_Type v_GMM_MobilityInfo;

    var template (value) NG_NAS_DL_Message_Type v_MsgToSend;

    var NR_DRBInfo_Type v_DRBInfo;

    var integer v_DRBId;

    var integer v_Index := -1;

    var NR_DRBInfoList_Type v_ExistingDRBs;

    f_NR_SetCellPower (nr_Cell23, tsc_NR_ServingCellSSS_EPRE_FR1, tsc_NR_ServingCellSSS_EPRE_FR2);

    //@siclog "Step 1" siclog@

    //The SS transmits an RRCRelease message (IE redirectedCarrierInfo including NR Cell 23).

    v_RedirectedCarrierInfo := cs_NR_redirectedCarrierInfo(p_SSB_Freq_Cell23, p_SubCarrierSpacing_Cell23, f_NR_GetSSB_MTC(nr_Cell23));

    SRB.send(cas_NR_SRB1_RrcPdu_REQ(nr_Cell1, -, cs_38508_RRCRelease (tsc_NR_RRC_TI_Def,-,v_RedirectedCarrierInfo )));
    //@siclog "Step 2" siclog@

   ... ...

  }
After change

    function fl_TC_8_1_1_3_1_TestBody(ARFCN_ValueNR p_SSB_Freq_Cell23,

                                    SubcarrierSpacing p_SubCarrierSpacing_Cell23) runs on NR5GC_PTC

  {

    var template (value) RedirectedCarrierInfo v_RedirectedCarrierInfo;

    var NG_NAS_MSG_Indication_Type v_ReceivedMsg;

    var NR_SRB_COMMON_IND v_ReceivedAsp;

    var GMM_MobilityInfo_Type v_GMM_MobilityInfo;

    var template (value) NG_NAS_DL_Message_Type v_MsgToSend;

    var NR_DRBInfo_Type v_DRBInfo;

    var integer v_DRBId;

    var integer v_Index := -1;

    var NR_DRBInfoList_Type v_ExistingDRBs;

    f_NR_SetCellPower (nr_Cell23, tsc_NR_ServingCellSSS_EPRE_FR1, tsc_NR_ServingCellSSS_EPRE_FR2);

    //@siclog "Step 1" siclog@

    //The SS transmits an RRCRelease message (IE redirectedCarrierInfo including NR Cell 23).

    v_RedirectedCarrierInfo := cs_NR_redirectedCarrierInfo(p_SSB_Freq_Cell23, p_SubCarrierSpacing_Cell23, f_NR_GetSSB_MTC(nr_Cell23));

    f_NR_RRCRelease_Common(nr_Cell1, cs_38508_RRCRelease (tsc_NR_RRC_TI_Def,-,v_RedirectedCarrierInfo));
    //@siclog "Step 2" siclog@

   ... ...

  }
