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	Reason for change:
	In the current TTCN implementation f_NR_RRC_ConnEst_DefWithNas(f_NR_RRCSetup_Def, template cas_NR_SRB0_RrcPdu_REQ is used to transmit the rrsSetup.

In the template cas_NR_SRB0_RrcPdu_REQ, common part is set by assigning it cs_NR_ReqAspCommonPart(p_CellId, cs_NR_RoutingInfo_RbId(tsc_NR_RbId_SRB0), cs_RlcBearerRouting_NR(p_CellId), p_TimingInfo).

This always sets the CnfFlag IE in the ControlInfo to TRUE, i.e Confirm Required.

However, according to 38.523-3 cl D.3.1 for NR_SRB_COMMON_REQ the ControlInfo(CnfFlag should always be set to false.

This needs to be corrected. 

	
	

	Summary of change:
	Instead of following assignment :

Common := cs_NR_ReqAspCommonPart(p_CellId, cs_NR_RoutingInfo_RbId(tsc_NR_RbId_SRB0), cs_RlcBearerRouting_NR(p_CellId), p_TimingInfo)

Assigned this:

Common := cs_NR_ReqAspCommonPart(p_CellId, cs_NR_RoutingInfo_RbId(tsc_NR_RbId_SRB0), cs_RlcBearerRouting_NR(p_CellId), p_TimingInfo).

Please see below.
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1 Corrections required
1.1 Correction to template cas_NR_SRB_NasPdu_REQ
	2 Function name
	cas_NR_SRB_NasPdu_REQ

	Reason for change
	In the current TTCN implementation f_NR_RRC_ConnEst_DefWithNas(f_NR_RRCSetup_Def, template cas_NR_SRB0_RrcPdu_REQ is used to transmit the rrsSetup.

In the template cas_NR_SRB0_RrcPdu_REQ, common part is set by assigning it cs_NR_ReqAspCommonPart(p_CellId, cs_NR_RoutingInfo_RbId(tsc_NR_RbId_SRB0), cs_RlcBearerRouting_NR(p_CellId), p_TimingInfo).

This always sets the CnfFlag IE in the ControlInfo to TRUE, i.e Confirm Required.

However, according to 38.523-3 cl D.3.1 for NR_SRB_COMMON_REQ the ControlInfo(CnfFlag should always be set to false.

This needs to be corrected. 

	Summary of change
	Instead of following assignment :

Common := cs_NR_ReqAspCommonPart(p_CellId, cs_NR_RoutingInfo_RbId(tsc_NR_RbId_SRB0), cs_RlcBearerRouting_NR(p_CellId), p_TimingInfo)

Assigned this:

Common := cs_NR_ReqAspCommonPart(p_CellId, cs_NR_RoutingInfo_RbId(tsc_NR_RbId_SRB0), cs_RlcBearerRouting_NR(p_CellId), p_TimingInfo).

Please see below.

	TTCN module
	NR_ASP_Templates_SRB.ttcn

	MCC160 Comment
	


Before Change:

	template (value) NR_SRB_COMMON_REQ cas_NR_SRB0_RrcPdu_REQ(NR_CellId_Type p_CellId,
                                                            template (value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now,
                                                            template (value) DL_CCCH_Message p_RrcPdu) :=
  { /* @status    APPROVED (NR5GC, NR5GC_IRAT) */
    Common := cs_NR_ReqAspCommonPart(p_CellId, cs_NR_RoutingInfo_RbId(tsc_NR_RbId_SRB0), cs_RlcBearerRouting_NR(p_CellId), p_TimingInfo),  /* @sic R5w190114: RlcBearerRouting sic@ */
    Signalling := {
      Rrc := {
        Ccch := p_RrcPdu
      },
      Nas := omit
    }
  };


After Change:

	template (value) NR_SRB_COMMON_REQ cas_NR_SRB0_RrcPdu_REQ(NR_CellId_Type p_CellId,
                                                            template (value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now,
                                                            template (value) DL_CCCH_Message p_RrcPdu) :=
  { /* @status    APPROVED (NR5GC, NR5GC_IRAT) */
    Common := cs_NR_ReqAspCommonPart(p_CellId, cs_NR_RoutingInfo_RbId(tsc_NR_RbId_SRB0), cs_RlcBearerRouting_NR(p_CellId), p_TimingInfo, tsc_NoCnfReq /*WA#8_1_1_1_1*/),  /* @sic R5w190114: RlcBearerRouting sic@ */
    Signalling := {
      Rrc := {
        Ccch := p_RrcPdu
      },
      Nas := omit
    }
  };


