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1 Corrections required

1.1 Correction to local function fl_NR_InitSIB4_FreqInfoList()
	Function name
	fl_NR_InitSIB4_FreqInfoList()

	Reason for change
	Inconsistent frequence list number in variable v_SecondaryInterFreqCarrierFreqList. 

	Summary of change
	Corrected the index of v_SecondaryInterFreqCarrierFreqList.

	TTCN module
	NR_CellInfoInit.ttcn

	MCC160 Comment
	


Before Change:
	  function fl_NR_InitSIB4_FreqInfoList() runs on NR_BASE_PTC
  { 

    ……
    if (f_GetTestcaseAttrib_InterBandTC(testcasename())) {
      // For InterBand TC initialise SIB4 in NR Cell 10 =>  NRf5 includes NRf1/NRf2/NRf3 if available
      select(v_PrimaryNumberOfFreq) {
        case(3, 4) {
          v_NRf2_SSB := f_NR_CellInfo_GetFrequencySSB(nr_Cell3);
          v_NRf3_SSB := f_NR_CellInfo_GetFrequencySSB(nr_Cell6);
          v_SSB_MTC_NRf1 := f_NR_GetSSB_MTC_InterFreqOdd(nr_Cell10, nr_Cell1);
          v_SSB_MTC_NRf2 := f_NR_GetSSB_MTC_InterFreqOdd(nr_Cell10, nr_Cell3);
          v_SSB_MTC_NRf3 := f_NR_GetSSB_MTC_InterFreqOdd(nr_Cell10, nr_Cell6);
          ……
          v_SecondaryInterFreqCarrierFreqList[3] := cs_38508_InterFreqCarrierFreqInfo(v_NRf3_SSB,                                                                                      v_PrimarySubcarrierSpacing,                                                                                      v_PrimaryBand,                                                                                      f_RetrieveDeriveSSB_IndexFromCellFromBand(v_PrimaryBand), //@sic R5-199020 sic@                                                                                      -,                                                                                      v_Q_RxLevMinNRf3,                                                                                      f_CalculateQ_OffsetRangeWithDelta(0, v_DeltaSecondaryBand.DeltaNRf1, v_DeltaPrimaryBand.DeltaNRf3),                                                                                      v_SSB_MTC_NRf3,                                                                                      v_Q_QualMin,                                                                                      v_ThreshX_Q);
        }
        ……
      }
      f_NR5GC_CellInfo_SetSIB4_InterFreqCarrierFreqList(nr_Cell10, v_SecondaryInterFreqCarrierFreqList);
    }
  }


After Change:

	  function fl_NR_InitSIB4_FreqInfoList() runs on NR_BASE_PTC
  { 

    ……
    if (f_GetTestcaseAttrib_InterBandTC(testcasename())) {
      // For InterBand TC initialise SIB4 in NR Cell 10 =>  NRf5 includes NRf1/NRf2/NRf3 if available
      select(v_PrimaryNumberOfFreq) {
        case(3, 4) {
          v_NRf2_SSB := f_NR_CellInfo_GetFrequencySSB(nr_Cell3);
          v_NRf3_SSB := f_NR_CellInfo_GetFrequencySSB(nr_Cell6);
          v_SSB_MTC_NRf1 := f_NR_GetSSB_MTC_InterFreqOdd(nr_Cell10, nr_Cell1);
          v_SSB_MTC_NRf2 := f_NR_GetSSB_MTC_InterFreqOdd(nr_Cell10, nr_Cell3);
          v_SSB_MTC_NRf3 := f_NR_GetSSB_MTC_InterFreqOdd(nr_Cell10, nr_Cell6);
          ……
          v_SecondaryInterFreqCarrierFreqList[2] := cs_38508_InterFreqCarrierFreqInfo(v_NRf3_SSB,                                                                                      v_PrimarySubcarrierSpacing,                                                                                      v_PrimaryBand,                                                                                      f_RetrieveDeriveSSB_IndexFromCellFromBand(v_PrimaryBand), //@sic R5-199020 sic@                                                                                      -,                                                                                      v_Q_RxLevMinNRf3,                                                                                      f_CalculateQ_OffsetRangeWithDelta(0, v_DeltaSecondaryBand.DeltaNRf1, v_DeltaPrimaryBand.DeltaNRf3),                                                                                      v_SSB_MTC_NRf3,                                                                                      v_Q_QualMin,                                                                                      v_ThreshX_Q);
        }
        ……
      }
      f_NR5GC_CellInfo_SetSIB4_InterFreqCarrierFreqList(nr_Cell10, v_SecondaryInterFreqCarrierFreqList);
    }
  }


