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	Reason for change:
	Further to the TF160 implementation of R5s200647, it has been observed that the proposed solution does not cover the scenarios in RLC TCs 7.1.2.3.6 and 7.1.2.3.8

In these TCs, there are RRC Reconfiguration procedures, which change the various parameters at different test steps. 7.1.2.3.6 (Steps 8, 16) and 7.1.2.3.8 (Step 30) which is done by using function f_NR_RLC_Reconfiguration.

According to the proposed solution, this would result in a mismatch in function f_NR_ENDC_ReConfigAM_UM since the NR PTC would be waiting for the security keys as part of the function f_ENDC_GetKeysActivateSecurity. However, what is received in this scenario would be a “Complete” Co-Ordination message from EUTRA therby causing a mismatch.
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	Introduced a flag in function f_NR_ENDC_ReConfigAM_UM to overcome the mismatch issue.
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1.1 f_NR_ENDC_ReConfigAM_UM 
	Function name
	f_NR_ENDC_ReConfigAM_UM

	Reason for change
	Further to the TF160 implementation of R5s200647, it has been observed that the proposed solution does not cover the scenarios in RLC TCs 7.1.2.3.6 and 7.1.2.3.8

In these TCs, there are RRC Reconfiguration procedures, which change the various parameters at different test steps. 7.1.2.3.6 (Steps 8, 16) and 7.1.2.3.8 (Step 30) which is done by using function f_NR_RLC_Reconfiguration.

According to the proposed solution, this would result in a mismatch in function f_NR_ENDC_ReConfigAM_UM since the NR PTC would be waiting for the security keys as part of the function f_ENDC_GetKeysActivateSecurity. However, what is received in this scenario would be a “Complete” Co-Ordination message from EUTRA thereby causing a mismatch

	Summary of change
	Introduced a flag in function f_NR_ENDC_ReConfigAM_UM to overcome the mismatch issue

	TTCN module
	NR_CommonFunctions.ttcn

	MCC160 Comment
	


Before Change:

	function f_NR_ENDC_ReConfigAM_UM(NR_CellId_Type p_CellId,

                                   integer p_NoOfNR_AMBearersN,

                                   integer p_NoOfNR_UMBearersM,

                                   template (omit) NR_RadioBearerList_Type p_SS_Drb_ConfigList := omit,

                                   template (omit) NR_RLC_BearerToAddModList_Type p_RLC_BearerConfigList := omit,

                                   template (omit) SRB_ToAddModList p_SRB_ToAddModList := omit,

                                   template (omit) DRB_ToAddModList p_DRB_ToAddModList := omit,

                                   template (omit) SecurityConfig p_SecurityConfig := omit,

                                   template (omit) MAC_CellGroupConfig p_MAC_CellGroupConfig := omit) runs on NR_BASE_PTC

  {
      <<SKIPPED CODE>>

     / WA#MCG_OnlyFix

    // Get Security info from EUTRA, calculate latest keys and configure SS

    // as only need to do this for the first reconfiguration

    f_ENDC_GetKeysActivateSecurity(p_CellId, EUTRA);

    EUTRA.receive(cmr_EUTRA_NR_OctetData( "Complete")) -> value v_ReceivedMsg;

    // If we sent the reconfiguration message, then we need to check the complete sent back

    f_NR_CheckReceived_RRCReconfigurationComplete(v_ReceivedMsg);

  }


After Change:

	function f_NR_ENDC_ReConfigAM_UM(NR_CellId_Type p_CellId,

                                   integer p_NoOfNR_AMBearersN,

                                   integer p_NoOfNR_UMBearersM,

                                   template (omit) NR_RadioBearerList_Type p_SS_Drb_ConfigList := omit,

                                   template (omit) NR_RLC_BearerToAddModList_Type p_RLC_BearerConfigList := omit,

                                   template (omit) SRB_ToAddModList p_SRB_ToAddModList := omit,

                                   template (omit) DRB_ToAddModList p_DRB_ToAddModList := omit,

                                   template (omit) SecurityConfig p_SecurityConfig := omit,

                                   template (omit) MAC_CellGroupConfig p_MAC_CellGroupConfig := omit,

                                   boolean p_SecurityKeysRequired := true /*WA#7_1_2_3_x*/) runs on NR_BASE_PTC

  {
      <<SKIPPED CODE>>
    //WA#7_1_2_3_x

    if(p_SecurityKeysRequired) {
      f_ENDC_GetKeysActivateSecurity(p_CellId, EUTRA);

    }
    EUTRA.receive(cmr_EUTRA_NR_OctetData( "Complete")) -> value v_ReceivedMsg;

    // If we sent the reconfiguration message, then we need to check the complete sent back

    f_NR_CheckReceived_RRCReconfigurationComplete(v_ReceivedMsg);

  }



1.2 f_NR_RLC_Reconfiguration 

	Function name
	f_NR_RLC_Reconfiguration

	Reason for change
	Further to the TF160 implementation of R5s200647, it has been observed that the proposed solution does not cover the scenarios in RLC TCs 7.1.2.3.6 and 7.1.2.3.8

In these TCs, there are RRC Reconfiguration procedures, which change the various parameters at different test steps. 7.1.2.3.6 (Steps 8, 16) and 7.1.2.3.8 (Step 30) which is done by using function f_NR_RLC_Reconfiguration.

According to the proposed solution, this would result in a mismatch in function f_NR_ENDC_ReConfigAM_UM since the NR PTC would be waiting for the security keys as part of the function f_ENDC_GetKeysActivateSecurity. However, what is received in this scenario would be a “Complete” Co-Ordination message from EUTRA thereby causing a mismatch

	Summary of change
	Introduced a flag in function f_NR_ENDC_ReConfigAM_UM to overcome the mismatch issue

	TTCN module
	RLC_TC_Common_NR.ttcn

	MCC160 Comment
	


Before Change:

	function f_NR_RLC_Reconfiguration(NR_CellId_Type p_CellId,

                                    integer p_NoOfNR_AMBearersN,

                                    integer p_NoOfNR_UMBearersM,

                                    template (value) NR_RLC_BearerToAddModList_Type p_RLC_BearerConfigList,

                                    template (omit) NR_RadioBearerList_Type p_SS_Drb_ConfigList := omit) runs on NR_BASE_PTC

  {

    if (f_GetTestcaseAttrib_ENDC(testcasename())) { //ENDC tc

      f_NR_ENDC_ReConfigAM_UM(p_CellId, p_NoOfNR_AMBearersN, p_NoOfNR_UMBearersM, p_SS_Drb_ConfigList, p_RLC_BearerConfigList); // @sic R5s190800 sic@

    } else {

      f_NR5GC_ReConfigAM_UM(p_CellId, p_RLC_BearerConfigList);

    }

  }
    


After Change:

	function f_NR_RLC_Reconfiguration(NR_CellId_Type p_CellId,

                                    integer p_NoOfNR_AMBearersN,

                                    integer p_NoOfNR_UMBearersM,

                                    template (value) NR_RLC_BearerToAddModList_Type p_RLC_BearerConfigList,

                                    template (omit) NR_RadioBearerList_Type p_SS_Drb_ConfigList := omit) runs on NR_BASE_PTC

  {

    if (f_GetTestcaseAttrib_ENDC(testcasename())) { //ENDC tc

      f_NR_ENDC_ReConfigAM_UM(p_CellId, p_NoOfNR_AMBearersN, p_NoOfNR_UMBearersM, p_SS_Drb_ConfigList, p_RLC_BearerConfigList,-, -, -, -, false); //WA#7_1_2_3_x @sic R5s190800 sic@

    } else {

      f_NR5GC_ReConfigAM_UM(p_CellId, p_RLC_BearerConfigList);

    }

  }



