Page 1



3GPP TSG-RAN5 Meeting #2020-TTCN email
R5s200809
Online, 16th Dec 2019,  - 31st Dec 2020
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	38.523-3
	CR
	0797
	rev
	1
	Current version:
	15.7.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction to function f_GetLastConfiguredInternetPDUSessionID

	
	

	Source to WG:
	HUAWEI TECHNOLOGIES Co. Ltd.

	Source to TSG:
	R5

	
	

	Work item code:
	5GS_NR_LTE-UEConTest
	
	Date:
	2020-03-24

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
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Change 1
	Function name
	f_GetLastConfiguredInternetPDUSessionID

	Reason for change
	1. In the function, i=0 is the first index of the array, but the length of v_PDUSessionInfo starts from 1, if the length of v_PDUSessionInfo is 1, then the i can only equals to 0. In the current implementation, if the length of v_PDUSessionInfo is 1, the I will qual to 0 and 1, then the “for” function will be run twice, which is incorrect.

	Summary of change
	1. Changed i <=lengthof(v_PDUSessionInfo) to i <lengthof(v_PDUSessionInfo).

	TTCN module
	Common\NR5GC\NR5GC_CommonFunctions.ttcn

	MCC160 Comment
	


Before change

  function f_GetLastConfiguredInternetPDUSessionID() runs on NR5GC_PTC return NG_PDU_SessionId

  {

    var integer v_InternetPduSessionID := -1;

    var integer i;

    var PDUSessionInfoList_Type v_PDUSessionInfo := f_NR5GC_MobileInfo_GetSessionInfoList(); //How many PDU sessions are established ?

    for (i :=0; i <=lengthof(v_PDUSessionInfo); i := i+1) {

    log("LYLY_PDU");

    log(v_PDUSessionInfo[i]);

    log(lengthof(v_PDUSessionInfo));

      if (v_PDUSessionInfo[i].IMS == false) {

        v_InternetPduSessionID := i;

      }

   }

    if (v_InternetPduSessionID == -1)

    {

        f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "No Internet PDU Session established");

    }

    return v_PDUSessionInfo[v_InternetPduSessionID].SessionId;

  }
After change

  function f_GetLastConfiguredInternetPDUSessionID() runs on NR5GC_PTC return NG_PDU_SessionId

  {

    var integer v_InternetPduSessionID := -1;

    var integer i;

    var PDUSessionInfoList_Type v_PDUSessionInfo := f_NR5GC_MobileInfo_GetSessionInfoList(); //How many PDU sessions are established ?

    for (i :=0; i <lengthof(v_PDUSessionInfo); i := i+1) {

    log("LYLY_PDU");

    log(v_PDUSessionInfo[i]);

    log(lengthof(v_PDUSessionInfo));

      if (v_PDUSessionInfo[i].IMS == false) {

        v_InternetPduSessionID := i;

      }

   }

    if (v_InternetPduSessionID == -1)

    {

        f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "No Internet PDU Session established");

    }

    return v_PDUSessionInfo[v_InternetPduSessionID].SessionId;

  }
