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	Reason for change:
	In the current TTCN, at Step 5 in the PDU Session Release Command, the cause being set is ‘00011010’B which according to 24.501 is Insufficient resources.

However according to 38.523-1 Table 10.1.6.2.3.3-3, this should be set to ‘00100100’B, which is regular deactivation.
The TTCN needs to be corrected.

	
	

	Summary of change:
	Instead of calling function f_Get_NG_PDUSessionReleaseCommand(v_PDUSessionIdToRelease); , called function f_Get_NG_PDUSessionReleaseCommand(v_PDUSessionIdToRelease, cs_GMM_GSM_Cause (omit, '00100100'B)); at Step 5.
Please see below.
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1 Corrections required
1.1 function fl_TC_10_1_6_2_Body()
	Function name
	fl_TC_10_1_6_2_Body()

	Reason for change
	In the current TTCN, at Step 7 in the PDU Session Release Command, the cause being set is ‘00011010’B which according to 24.501 is Insufficient resources.

However according to 38.523-1 Table 10.1.6.1.3.3-3, this should be set to ‘00100100’B, which is regular deactivation.
The TTCN needs to be corrected.

	Summary of change
	Instead of calling function f_Get_NG_PDUSessionReleaseCommand(v_PDUSessionIdToRelease); , called function f_Get_NG_PDUSessionReleaseCommand(v_PDUSessionIdToRelease, cs_GMM_GSM_Cause (omit, '00100100'B)); at Step 7.
Please see below.

	TTCN module
	NR5GC\10_1\GSM_Testcases_NR5GC.ttcn

	MCC160 Comment
	


Before Change:

	<<SKIPPED CODE>>
//@siclog "Steps 5" siclog@
    // The SS sends PDU Session Release Command
    v_MsgToSend := f_Get_NG_PDUSessionReleaseCommand(v_PDUSessionIdToRelease);
    SRB.send(cas_NR_SRB_NasPdu_REQ(v_NGC_NASCellA, - , -, cs_NG_NAS_RequestWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered, v_MsgToSend)));

<<SKIPPED CODE>>


After Change:

	<<SKIPPED CODE>>

//@siclog "Steps 5" siclog@
    // The SS sends PDU Session Release Command
    v_MsgToSend := f_Get_NG_PDUSessionReleaseCommand(v_PDUSessionIdToRelease, cs_GMM_GSM_Cause (omit, '00100100'B)); //WA#10_1_6_2
    SRB.send(cas_NR_SRB_NasPdu_REQ(v_NGC_NASCellA, - , -, cs_NG_NAS_RequestWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered, v_MsgToSend)));
<<SKIPPED CODE>>


