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Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk25 related to the title of this CR.

Contact:
Ting, Gao

gaoting@starpointcomm.com
Corrections required

2.1 Change 1

	Function name
	f_NR_UE_DeRegisterOnSwitchOff

	Reason for change
	According to 36523-3 clause 5.2

NOTE:
In the TTCN, a confirmation shall only be requested in cases when there is no signalling from the UE being triggered by the MMI/AT command

SS should not wait for confirmation after triggering the AT in connected mode. 

	Summary of change
	Remove CNF_REQUIRED from function f_UT_SwitchOffUE().

	TTCN module
	NR5GC_NASSteps

	MCC160 Comment
	


Before change:

       case (STATE_CONNECTED_3A){ // @sic R5-201202, R5-202562 sic@

         f_UT_SwitchOffUE(UT, p_USIM_Rmvd, CNF_REQUIRED);




  SRB.receive(car_NR_SRB_NasPdu_IND(p_CellId,















p_SRB,















cr_NG_NAS_Ind(tsc_SHT_IntegrityProtected_Ciphered))) -> value v_ReceivedAsp;

          v_ReceivedMsg := v_ReceivedAsp.Signalling.Nas[0];

          v_RxdMsg := true;

          f_NR_RRCRelease(p_CellId);

        }
After change:

       case (STATE_CONNECTED_3A){ // @sic R5-201202, R5-202562 sic@

         f_UT_SwitchOffUE(UT, p_USIM_Rmvd );




  SRB.receive(car_NR_SRB_NasPdu_IND(p_CellId,















p_SRB,















cr_NG_NAS_Ind(tsc_SHT_IntegrityProtected_Ciphered))) -> value v_ReceivedAsp;

          v_ReceivedMsg := v_ReceivedAsp.Signalling.Nas[0];

          v_RxdMsg := true;

          f_NR_RRCRelease(p_CellId);

        }
