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1 Overview

This document lists all the essencial changes needed to correct problems in the TTCN implementation of test case 7.1.1.5.3 which is part of the NR5GC_IWD_20wk11 test suite. 
With these changes applied the test case can be demonstrated to run with one or more UEs (see section 4). Execution log files are provided as evidence. 

Contact:
Ting Gao

gaoting@starpointcomm.com
1.1 Verification Test Summary

Test Case: 
7.1.1.5.3
ATS Version:
iwd-TTCN3-B2019-06_D20wk11

System Simulator used:
Starpoint SP9500 Test system
UE used:
HiSilicon Balong 5000
Verification Status:
PASS
2 Corrections required
Note: Change 2.3-2.5 in R5s200867 are also applicable for this test case.

2.1 Change 1
	Function name
	f_TC_7_1_1_5_3_NR5GC()

	Reason for change
	1. According to TS38.523-1 Table 7.1.1.5.3.3.2-1, UE should transmit NR RRCReconfigurationComplete message at step2.
2. According to TS38.523-1 7.1.1.5.3.3.1, ul grant is not necessary at step 1

3. According to R5-202609Table 7.1.1.5.3.3.3-2, drx_Config is not correct.

	Summary of change
	1 Pass true to f_NR_SendRRCReconfiguration to receive complete message;

2 Delete the ULGrantConfiguration as it is not necessary;

3 Modify the DRX configuration.



	TTCN module
	DRX_MAC_NR5GC.ttcn

	MCC160 Comment
	


Before change

  function f_TC_7_1_1_5_3_NR5GC() runs on NR5GC_PTC

  { // DRX operation / Short cycle not configured / Parameters configured by RRC

    const integer tsc_LongDRXCycle := 640;

    const integer tsc_DrxStartOffset := 4;

    var DRB_Identity v_DRBId;

    var template (value) MAC_CellGroupConfig v_MAC_CellGroupConfig;

    var template (value)  NR_RadioBearerList_Type v_SS_Drb_ConfigList;

    var template (value) CellGroupConfig v_CellGroupConfig;

    var template (omit) RRCReconfiguration_v1530_IEs v_V1530Ext;

    var NR_DuplexMode_Type v_NR_DuplexMode ;

    var SubFrameTiming_Type v_Timing1;

     //Init Cell parameters

    f_NR5GC_Init(NR_1);

    //Create and configure NR cell1

    f_NR_CellConfig_Def(nr_Cell1);

    // Get NR capabilities sent during EUTRA preamble

    f_NR5GC_Preamble (nr_Cell1, STATE_IDLE_1A, TESTModeA_ON);

    //Set null cipher Algorithm

    f_NR_AS_CipheringAlgorithm_Set(nea0);

    //Retrieve DRB Id of the first PDU session

    v_DRBId := f_NR_GetDefaultDRB_ForFirstPDUSession();

    //Initialise for No Header Manipulation DL only.

    v_SS_Drb_ConfigList  := {cs_NR_SS_RadioBearer_MAC_TestMode(v_DRBId, cs_NR_MAC_TestModeInfo_NormalMode)};

    v_NR_DuplexMode := f_NR_CellInfo_GetDuplexMode(nr_Cell1);

    //Configure

    f_NR5GC_RRC_ConnectedState3N_Def(nr_Cell1,

                                       TEST_LOOPModeA_ON,

                                       cs_UE_TestLoopModeA_NR_LB_Setup_1DRB(0, v_DRBId),

                                       -,  //p_IpPduDelayTime

                                       -,

                                       -,  //MAC_CellGroupConfig

                                       -,

                                       v_SS_Drb_ConfigList

                                       );

    f_NR_TestBody_Set(true);

    //@sic step 1-2 sic@

    f_NR_ULGrantConfiguration_StartPeriodicGrant(nr_Cell1,

                                        cs_TimingInfo_SubFrame(0),

                                        valueof (cs_NR_ResourceAllocationDef),

                                        10);       // periodic grant every 5ms (80% of 12ms the Inactivity Timer)

   v_MAC_CellGroupConfig := f_NR_CellInfo_GetMAC_CellGroupConfig(nr_Cell1);

    v_MAC_CellGroupConfig.drx_Config := cs_NR_DRX_Config_Setup ( cs_NR_DRX_Config_Def( cs_NR_DRX_OnDurationTimerMs20, ms10, 56, 56, sl8, sl8, cs_NR_DRX_LongCycleStartOffsetMs640, cs_ShortDRX_Config_715X, 0));

    f_NR_CellInfo_SetMAC_CellGroupConfig(nr_Cell1, v_MAC_CellGroupConfig);

    v_CellGroupConfig := cs_38508_CellGroupConfig (tsc_NR_CellGroupId_MCG,

                                                   -,

                                                   -,

                                                   v_MAC_CellGroupConfig);

    v_V1530Ext := cs_NR_RRCReconfiguration_v1530_IEs(bit2oct(encvalue(v_CellGroupConfig)));

    f_NR_SendRRCReconfiguration (nr_Cell1, -,-, v_V1530Ext,-,-,-,false);

    v_SS_Drb_ConfigList := {cs_NR_SS_RadioBearer_MAC_TestMode(v_DRBId, cs_NR_MAC_TestModeInfo_NoHeaderManipulationDL_UL)};

    f_NR_SS_CommonRadioBearerConfig(nr_Cell1, v_SS_Drb_ConfigList);

    f_TC_7_1_1_5_3_NR_TestBody(v_DRBId);

    f_NR_TestBody_Set(false);

    //Postamble

    f_NR_ULGrantConfiguration_Start(nr_Cell1); // Def UL Grant Config

    // configure SS Mac IN NORMAL TEST MODE.

    v_SS_Drb_ConfigList := {cs_NR_SS_RadioBearer_MAC_TestMode(v_DRBId, cs_NR_MAC_TestModeInfo_NormalMode)};

    f_NR_SS_CommonRadioBearerConfig(nr_Cell1, v_SS_Drb_ConfigList);

    // to configure SS to stop report reception of HARQ ACK or NACK

    f_NR_SS_SystemIndCtrlConfig(nr_Cell1, cds_NR_SystemIndCtrl_UL_HARQ(disable));

    // leaving UE test state 3

    v_Timing1 := f_NR_GetNextSendOccasion_7_1_1_5_X(nr_Cell1, v_NR_DuplexMode, tsc_LongDRXCycle, tsc_DrxStartOffset);

    f_NR_RRCRelease_Common(nr_Cell1, cs_38508_RRCRelease(tsc_NR_RRC_TI_Def), cs_TimingInfo_NR(v_Timing1));

    f_NR_Postamble(nr_Cell1, STATE_IDLE_1A);

  };    
After change

   /*

   * @desc      REFERENCE TS 38.523-1 clause 7.1.1.5.3

   * @status

   */

  function f_TC_7_1_1_5_3_NR5GC() runs on NR5GC_PTC

  { // DRX operation / Short cycle not configured / Parameters configured by RRC

    const integer tsc_LongDRXCycle := 640;

    const integer tsc_DrxStartOffset := 7;
    var DRB_Identity v_DRBId;

    var template (value) MAC_CellGroupConfig v_MAC_CellGroupConfig;

    var template (value)  NR_RadioBearerList_Type v_SS_Drb_ConfigList;

    var template (value) CellGroupConfig v_CellGroupConfig;

    var template (omit) RRCReconfiguration_v1530_IEs v_V1530Ext;

    var NR_DuplexMode_Type v_NR_DuplexMode ;

    var SubFrameTiming_Type v_Timing1;

     //Init Cell parameters

    f_NR5GC_Init(NR_1);

    //Create and configure NR cell1

    f_NR_CellConfig_Def(nr_Cell1);

    // Get NR capabilities sent during EUTRA preamble

    f_NR5GC_Preamble (nr_Cell1, STATE_IDLE_1A, TESTModeA_ON);

    //Set null cipher Algorithm

    f_NR_AS_CipheringAlgorithm_Set(nea0);

    //Retrieve DRB Id of the first PDU session

    v_DRBId := f_NR_GetDefaultDRB_ForFirstPDUSession();

    //Initialise for No Header Manipulation DL only.

    v_SS_Drb_ConfigList  := {cs_NR_SS_RadioBearer_MAC_TestMode(v_DRBId, cs_NR_MAC_TestModeInfo_NormalMode)};

    v_NR_DuplexMode := f_NR_CellInfo_GetDuplexMode(nr_Cell1);

    //Configure

    f_NR5GC_RRC_ConnectedState3N_Def(nr_Cell1,

                                       TEST_LOOPModeA_ON,

                                       cs_UE_TestLoopModeA_NR_LB_Setup_1DRB(0, v_DRBId),

                                       -,  //p_IpPduDelayTime

                                       -,

                                       -,  //MAC_CellGroupConfig

                                       -,

                                       v_SS_Drb_ConfigList

                                       );

    f_NR_TestBody_Set(true);

    //@sic step 1-2 sic@

    //f_NR_ULGrantConfiguration_StartPeriodicGrant(nr_Cell1,

                                       // cs_TimingInfo_SubFrame(0),

                                       // valueof (cs_NR_ResourceAllocationDef),

                                       // 10);       // periodic grant every 5ms (80% of 12ms the Inactivity Timer)

   v_MAC_CellGroupConfig := f_NR_CellInfo_GetMAC_CellGroupConfig(nr_Cell1);

    v_MAC_CellGroupConfig.drx_Config := cs_NR_DRX_Config_Setup ( cs_NR_DRX_Config_Def( cs_NR_DRX_OnDurationTimerMs20, ms10, 56, 56, sl80, sl80, cs_NR_DRX_LongCycleStartOffsetMs640, cs_ShortDRX_Config_715X, 0));

    f_NR_CellInfo_SetMAC_CellGroupConfig(nr_Cell1, v_MAC_CellGroupConfig);

    v_CellGroupConfig := cs_38508_CellGroupConfig (tsc_NR_CellGroupId_MCG,

                                                   -,

                                                   -,

                                                   v_MAC_CellGroupConfig);

    v_V1530Ext := cs_NR_RRCReconfiguration_v1530_IEs(bit2oct(encvalue(v_CellGroupConfig)));

    f_NR_SendRRCReconfiguration (nr_Cell1, -,-, v_V1530Ext,-,-,-,true);

    v_SS_Drb_ConfigList := {cs_NR_SS_RadioBearer_MAC_TestMode(v_DRBId, cs_NR_MAC_TestModeInfo_NoHeaderManipulationDL_UL)};

    f_NR_SS_CommonRadioBearerConfig(nr_Cell1, v_SS_Drb_ConfigList);

    f_TC_7_1_1_5_3_NR_TestBody(v_DRBId);

    f_NR_TestBody_Set(false);

    //Postamble

    f_NR_ULGrantConfiguration_Start(nr_Cell1); // Def UL Grant Config

    // configure SS Mac IN NORMAL TEST MODE.

    v_SS_Drb_ConfigList := {cs_NR_SS_RadioBearer_MAC_TestMode(v_DRBId, cs_NR_MAC_TestModeInfo_NormalMode)};

    f_NR_SS_CommonRadioBearerConfig(nr_Cell1, v_SS_Drb_ConfigList);

    // to configure SS to stop report reception of HARQ ACK or NACK

    f_NR_SS_SystemIndCtrlConfig(nr_Cell1, cds_NR_SystemIndCtrl_UL_HARQ(disable));

    // leaving UE test state 3

    v_Timing1 := f_NR_GetNextSendOccasion_7_1_1_5_X(nr_Cell1, v_NR_DuplexMode, tsc_LongDRXCycle, tsc_DrxStartOffset);

    f_NR_RRCRelease_Common(nr_Cell1, cs_38508_RRCRelease(tsc_NR_RRC_TI_Def), cs_TimingInfo_NR(v_Timing1));

    f_NR_Postamble(nr_Cell1, STATE_IDLE_1A);

  };

2.2 Change 2
	Function name
	f_TC_7_1_1_5_3_NR_TestBody

	Reason for change
	1.According to R5-202609Table 7.1.1.5.3.3.3-2, drx_Config is not correct.
2.The drx-onDurationTimer will start in subframe (0,4,8,2,6) when using shortcycle. According to TS 38.321, clause 5.7. Step5 should be send  in the last PDCCH occasion while the drx-onDurationTimer is still running.

3 . According to TS38,523-1 Table 7.1.1.5.3.3.2-1, step 9-11 is missing. 

	Summary of change
	1 set tsc_DrxStartOffset from 4 to 7;v_ShortDRXCycle from 64 to 80
2 Set the right time for sending drx;

3  Add new test step.

	TTCN module
	DRX_MAC_TC_Common_NR.ttcn

	MCC160 Comment
	


Before change

function f_TC_7_1_1_5_3_NR_TestBody(DRB_Identity p_NR_DRB_Id,

                                   float p_WatchDog := 5.0) runs on NR_BASE_PTC

 {

    const UInt_Type tsc_DrxStartOffset := 4; // in ms

    const UInt_Type tsc_OnDurationTimer := 20; // in ms

    // As per 38.508-1 Table 4.6.3-192: TDD-UL-DL-Config TDD UL DL Periodicity is 5 slots for all SCS configs used in Signalling (15,30,120)

    var UInt_Type v_LongDRXCycle := 640; // in ms

    var UInt_Type v_ShortDRXCycle := 64; // in ms

   ...

    //@siclog "Step 4" siclog@

    // Check: Does the UE transmit a HARQ ACK for  the DL MAC PDU in Step 3?

    SYSIND.receive(car_NR_SYSTEM_UL_HARQ_IND(nr_Cell1, ack));

    f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 4");

    t_Watchdog.stop;

    //@siclog "Step 5" siclog@

    v_EncodedRlcPdu1 := f_NR_RLC_AMD_FullPDU_Encvalue(1, tsc_NR_P_NoPoll, f_NR_PDCP_PDU_Encvalue(cs_NR_PDCP_PDU_18B(1, crs_NR_PDCP_SDU_36B)));

    v_SDU_SubPDUListDL := { cs_NR_MAC_SDU_SubPDU_LI8(tsc_LCID_SCG_Bearer, v_EncodedRlcPdu1) };

    v_MAC_PDUListDL := { cs_NR_DL_MAC_PDU_SDU_SubPDU_Padding(v_SDU_SubPDUListDL) };

    v_Timing1 := f_NR_GetNextSendOccasion_7_1_1_5_X(nr_Cell1, v_NR_DuplexMode, v_ShortDRXCycle, tsc_DrxStartOffset);

    // Last PDCCH occasion while On Duration Timer is running.
v_Timing1 := f_NR_SubFrameTiming_AddSlots(v_Timing1, ((tsc_OnDurationTimer-10)*v_SlotsInframe) +f_NR_DRX_LastDL_Slot(nr_Cell1));
    DRB.send(cas_NR_DRB_COMMON_REQ_MAC_PDUList(nr_Cell1, p_NR_DRB_Id, cs_TimingInfo_NR(v_Timing1), v_MAC_PDUListDL));

    //@siclog "Step 6" siclog@

    // Check: Does the UE transmit a HARQ ACK for  the DL MAC PDU in Step 5?

    SYSIND.receive(car_NR_SYSTEM_UL_HARQ_IND(nr_Cell1, ack));

    f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 6");

    //@siclog "Step 7-8" siclog@

    // The f_NR_GetNextSendOccasion_7_1_1_5_X selects time 2 long cycles in advance hence drx-ShortCycleTimer  should have expired

    v_EncodedRlcPdu1 := f_NR_RLC_AMD_FullPDU_Encvalue(2, tsc_NR_P_NoPoll, f_NR_PDCP_PDU_Encvalue(cs_NR_PDCP_PDU_18B(2, crs_NR_PDCP_SDU_36B)));

    v_SDU_SubPDUListDL := { cs_NR_MAC_SDU_SubPDU_LI8(tsc_LCID_SCG_Bearer, v_EncodedRlcPdu1) };

    v_MAC_PDUListDL := { cs_NR_DL_MAC_PDU_SDU_SubPDU_Padding(v_SDU_SubPDUListDL) };

    v_Timing1 := f_NR_GetNextSendOccasion_7_1_1_5_X(nr_Cell1, v_NR_DuplexMode, v_LongDRXCycle, tsc_DrxStartOffset);

    DRB.send(cas_NR_DRB_COMMON_REQ_MAC_PDUList(nr_Cell1, p_NR_DRB_Id, cs_TimingInfo_NR(v_Timing1), v_MAC_PDUListDL));

    //@siclog "Step 8" siclog@

    // Check: Does the UE transmit a HARQ ACK for the DL MAC PDU in Step 7?

    SYSIND.receive(car_NR_SYSTEM_UL_HARQ_IND(nr_Cell1, ack));

    f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 8");

    t_Watchdog.stop;

  } ;

After change

       function f_TC_7_1_1_5_3_NR_TestBody(DRB_Identity p_NR_DRB_Id,

                                   float p_WatchDog := 5.0) runs on NR_BASE_PTC

 {

    const UInt_Type tsc_DrxStartOffset := 7; // in ms

    const UInt_Type tsc_OnDurationTimer := 20; // in ms

    // As per 38.508-1 Table 4.6.3-192: TDD-UL-DL-Config TDD UL DL Periodicity is 5 slots for all SCS configs used in Signalling (15,30,120)

    var UInt_Type v_LongDRXCycle := 640; // in ms

    var UInt_Type v_ShortDRXCycle := 80; // in ms

    var SubFrameTiming_Type v_Timing  := valueof(cs_SubFrameTiming(0, 0, 0));

    var SubFrameTiming_Type v_Timing1 := v_Timing;

    var NR_DuplexMode_Type v_NR_DuplexMode := f_NR_CellInfo_GetDuplexMode(nr_Cell1);

    var integer v_SlotsInSubframe := f_NR_CellInfo_GetSlotsNumberPerSubframe(nr_Cell1) ;

    var integer v_SlotsInframe := v_SlotsInSubframe * 10;

    var NR_MAC_SDU_Type v_EncodedRlcPdu1;

    var template (value) NR_MAC_SDU_SubPDU_List_Type v_SDU_SubPDUListDL;

    var template (value) NR_MAC_PDUList_Type v_MAC_PDUListDL;

    timer t_Watchdog := p_WatchDog;

    // Auto UL Grant on SR reception

    f_NR_ULGrantConfiguration_Start(nr_Cell1, cs_TimingInfo_Now, -,-, cs_NR_UplinkTimeAlignment_Stop);

    // suppress number of DL retransmissions:

    f_NR_SS_CellConfig_DciDlInfo_NoRetransmission(nr_Cell1);

    // to configure SS to report reception of HARQ ACK or NACK

    f_NR_SS_SystemIndCtrlConfig(nr_Cell1, cds_NR_SystemIndCtrl_UL_HARQ(enable));


// Choose the next subframe when the onDurationTimer is started.

    v_Timing1 := f_NR_GetNextSendOccasion_7_1_1_5_X(nr_Cell1, v_NR_DuplexMode, v_ShortDRXCycle, tsc_DrxStartOffset);

    //@siclog "Step 3" siclog@

    t_Watchdog.start;

    v_EncodedRlcPdu1 := f_NR_RLC_AMD_FullPDU_Encvalue(0, tsc_NR_P_NoPoll, f_NR_PDCP_PDU_Encvalue(cs_NR_PDCP_PDU_18B(0, crs_NR_PDCP_SDU_36B)));

    v_SDU_SubPDUListDL := { cs_NR_MAC_SDU_SubPDU_LI8(tsc_LCID_SCG_Bearer, v_EncodedRlcPdu1) };

    v_MAC_PDUListDL := { cs_NR_DL_MAC_PDU_SDU_SubPDU_Padding(v_SDU_SubPDUListDL) };

    DRB.send(cas_NR_DRB_COMMON_REQ_MAC_PDUList(nr_Cell1, p_NR_DRB_Id, cs_TimingInfo_NR(v_Timing1), v_MAC_PDUListDL));

    //@siclog "Step 4" siclog@

    // Check: Does the UE transmit a HARQ ACK for  the DL MAC PDU in Step 3?

    SYSIND.receive(car_NR_SYSTEM_UL_HARQ_IND(nr_Cell1, ack));

    f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 4");

    t_Watchdog.stop;

    //@siclog "Step 5" siclog@

    v_EncodedRlcPdu1 := f_NR_RLC_AMD_FullPDU_Encvalue(1, tsc_NR_P_NoPoll, f_NR_PDCP_PDU_Encvalue(cs_NR_PDCP_PDU_18B(1, crs_NR_PDCP_SDU_36B)));

    v_SDU_SubPDUListDL := { cs_NR_MAC_SDU_SubPDU_LI8(tsc_LCID_SCG_Bearer, v_EncodedRlcPdu1) };

    v_MAC_PDUListDL := { cs_NR_DL_MAC_PDU_SDU_SubPDU_Padding(v_SDU_SubPDUListDL) };

    v_Timing1 := f_NR_GetNextSendOccasion_7_1_1_5_X(nr_Cell1, v_NR_DuplexMode, v_ShortDRXCycle, tsc_DrxStartOffset);

    // Last PDCCH occasion while On Duration Timer is running.

    v_Timing1 := f_NR_SubFrameTiming_AddSlots(v_Timing1, (tsc_OnDurationTimer*v_SlotsInSubframe) - 1);  
    DRB.send(cas_NR_DRB_COMMON_REQ_MAC_PDUList(nr_Cell1, p_NR_DRB_Id, cs_TimingInfo_NR(v_Timing1), v_MAC_PDUListDL));


t_Watchdog.start;

    //@siclog "Step 6" siclog@

    // Check: Does the UE transmit a HARQ ACK for  the DL MAC PDU in Step 5?

    SYSIND.receive(car_NR_SYSTEM_UL_HARQ_IND(nr_Cell1, ack));

    f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 6");


t_Watchdog.stop;

    //@siclog "Step 7-8" siclog@

    // The f_NR_GetNextSendOccasion_7_1_1_5_X selects time 2 long cycles in advance hence drx-ShortCycleTimer  should have expired

    v_EncodedRlcPdu1 := f_NR_RLC_AMD_FullPDU_Encvalue(2, tsc_NR_P_NoPoll, f_NR_PDCP_PDU_Encvalue(cs_NR_PDCP_PDU_18B(2, crs_NR_PDCP_SDU_36B)));

    v_SDU_SubPDUListDL := { cs_NR_MAC_SDU_SubPDU_LI8(tsc_LCID_SCG_Bearer, v_EncodedRlcPdu1) };

    v_MAC_PDUListDL := { cs_NR_DL_MAC_PDU_SDU_SubPDU_Padding(v_SDU_SubPDUListDL) };

    v_Timing1 := f_NR_GetNextSendOccasion_7_1_1_5_X(nr_Cell1, v_NR_DuplexMode, v_LongDRXCycle, tsc_DrxStartOffset);

    DRB.send(cas_NR_DRB_COMMON_REQ_MAC_PDUList(nr_Cell1, p_NR_DRB_Id, cs_TimingInfo_NR(v_Timing1), v_MAC_PDUListDL));

    t_Watchdog.start;

    //@siclog "Step 8" siclog@

    // Check: Does the UE transmit a HARQ ACK for the DL MAC PDU in Step 10?

    SYSIND.receive(car_NR_SYSTEM_UL_HARQ_IND(nr_Cell1, ack));

    f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 9");

    t_Watchdog.stop;


//@siclog "Step 10" siclog@

    // The f_NR_GetNextSendOccasion_7_1_1_5_X selects time 2 long cycles while the drx_onDuration Timer is still running

    v_EncodedRlcPdu1 := f_NR_RLC_AMD_FullPDU_Encvalue(3, tsc_NR_P_NoPoll, f_NR_PDCP_PDU_Encvalue(cs_NR_PDCP_PDU_18B(3, crs_NR_PDCP_SDU_36B)));

    v_SDU_SubPDUListDL := { cs_NR_MAC_SDU_SubPDU_LI8(tsc_LCID_SCG_Bearer, v_EncodedRlcPdu1) };

    v_MAC_PDUListDL := { cs_NR_DL_MAC_PDU_SDU_SubPDU_Padding(v_SDU_SubPDUListDL) };

    v_Timing1 := f_NR_GetNextSendOccasion_7_1_1_5_X(nr_Cell1, v_NR_DuplexMode, v_LongDRXCycle, tsc_DrxStartOffset);


// Last PDCCH occasion while On Duration Timer is running.

    v_Timing1 := f_NR_SubFrameTiming_AddSlots(v_Timing1, (tsc_OnDurationTimer*v_SlotsInSubframe) - 1);

    DRB.send(cas_NR_DRB_COMMON_REQ_MAC_PDUList(nr_Cell1, p_NR_DRB_Id, cs_TimingInfo_NR(v_Timing1), v_MAC_PDUListDL));

    t_Watchdog.start;

    //@siclog "Step11 siclog@

    // Check: Does the UE transmit a HARQ ACK for the DL MAC PDU in Step 7?

    SYSIND.receive(car_NR_SYSTEM_UL_HARQ_IND(nr_Cell1, ack));

    f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 11");

    t_Watchdog.stop;

  } ;
3 Branches executed

4 Execution Log Files

4.1 Hisilicon Balong 5000
The Hisilicon Balong 5000 passed this test case on Starpoint SP9500 Test System. The documentation below is enclosed as evidence of the successful test case run [1]:

· Test Case Execution log file: 
\ TC_7_1_1_5_3_NR5GC_PASS.spm
· PIXCIT settings used:

\ NR5GC_Testsuite.sppar
In the log file (in .txt / -html format) the complete test case execution can be seen. All TLI events are presented and message contents are fully decoded and can be verified. Preliminary verdicts and the final test case verdict can be seen in the log file.
5 References
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