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Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk38 related to the title of this CR.

Contact:
Yongsheng Ma

mayongsheng@starpointcomm.com
Corrections required

2.1 Change 1
	Function name
	TC_6_3_1_9_NR5GC()

	Reason for change
	According to TS38.523-1 chapter
6.3.1.9.3.1,only NR Cell 11 and NR Cell 12 are needed for the test case.

	Summary of change
	Remove Cell13.

	TTCN module
	SOR_NR5GC.ttcn

	MCC160 Comment
	


Before change

  function f_TC_6_3_1_9_NR5GC() runs on NR5GC_PTC

  { //Steering of UE in roaming after registration/Manual PLMN selection mode

    f_NR5GC_Init_NAS(NR_4);

    // Set Sys info and cell info for cell 11& 12 & 13 to be used

    f_NR_CellInfo_SetPLMN(nr_Cell11, tsc_NR_HPLMN_002_11);//PLMN2

    f_NR_CellInfo_SetPLMN(nr_Cell12, tsc_NR_HPLMN_002_81);//PLMN13 //prose CR needed

    f_NR_CellInfo_SetPLMN(nr_Cell13, tsc_NR_HPLMN_002_91);//PLMN14 //prose CR needed
    //Create and configure cell

    f_NR_CellConfig_Def(nr_Cell11);

    f_NR_CellConfig_Def(nr_Cell12);

    f_NR_CellConfig_Def(nr_Cell13);
    // Equip UE with the USIM configuration 21 specified in table 6.4.1-21 TS 38.508-1

    f_UT_USIM_Insert(UT, "USIM configuration 21 specified in table 6.4.1-21 TS 38.508-1");////@sic R5201800 sic@

    f_UT_SwitchOnUE(UT, false, CNF_REQUIRED);//@sic R5s200682 sic@

    f_UT_ManualPLMN_Select(UT,

                           f_NR_Asn2Nas_PlmnId (f_NR_CellInfo_GetPLMN (nr_Cell12)));//@sic R5s200682 sic@

    f_UT_SwitchOffUE(UT, false, CNF_REQUIRED);//@sic R5s200682 sic@

    //UE's Last Registered PLMN (RPLMN) needs to be cleared by using Registration Reject procedure as defined in TS 38.508-1 [4] Subclause 4.9.8

    f_NR5GC_PreambleReject(nr_Cell12);

    f_NR_SetCellPower (nr_Cell11, tsc_NR_ServingCellSSS_EPRE_FR1, tsc_NR_ServingCellSSS_EPRE_FR2);

    f_NR_SetCellPower (nr_Cell13, tsc_NR_ServingCellSSS_EPRE_FR1, tsc_NR_ServingCellSSS_EPRE_FR2);
    f_NR_TestBody_Set(true);

    fl_TC_6_3_1_9_TestBody();

    f_NR_TestBody_Set(false);

    // Finish

    f_NR_Postamble(nr_Cell12, STATE_IDLE_1A);

  }
After change

    function f_TC_6_3_1_9_NR5GC() runs on NR5GC_PTC

     { //Steering of UE in roaming after registration/Manual PLMN selection mode

       f_NR5GC_Init_NAS(NR_4);

      // Set Sys info and cell info for cell 11& 12 & 13 to be used

      f_NR_CellInfo_SetPLMN(nr_Cell11, tsc_NR_HPLMN_002_11);//PLMN2

      f_NR_CellInfo_SetPLMN(nr_Cell12, tsc_NR_HPLMN_002_81);//PLMN13 //prose CR needed

      //Create and configure cell

      f_NR_CellConfig_Def(nr_Cell11);

      f_NR_CellConfig_Def(nr_Cell12);

      // Equip UE with the USIM configuration 21 specified in table 6.4.1-21 TS 38.508-1

      f_UT_USIM_Insert(UT, "USIM configuration 21 specified in table 6.4.1-21 TS 38.508-1");////@sic R5201800 sic@

      f_UT_SwitchOnUE(UT, false, CNF_REQUIRED);//@sic R5s200682 sic@

      f_UT_ManualPLMN_Select(UT,

                           f_NR_Asn2Nas_PlmnId (f_NR_CellInfo_GetPLMN (nr_Cell12)));//@sic R5s200682 sic@

      f_UT_SwitchOffUE(UT, false, CNF_REQUIRED);//@sic R5s200682 sic@

      //UE's Last Registered PLMN (RPLMN) needs to be cleared by using Registration Reject procedure as defined in TS 38.508-1 [4] Subclause 4.9.8

      f_NR5GC_PreambleReject(nr_Cell12);

      f_NR_SetCellPower (nr_Cell11, tsc_NR_ServingCellSSS_EPRE_FR1, tsc_NR_ServingCellSSS_EPRE_FR2);

      f_NR_TestBody_Set(true);

      fl_TC_6_3_1_9_TestBody();

     f_NR_TestBody_Set(false);

    // Finish

    f_NR_Postamble(nr_Cell12, STATE_IDLE_1A);

  }
