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	Reason for change:
	During execution of TC 6.1.2.20 TC v_InterFreqCarrierListExt is declared without any value assigned. This template is later used as input parameter but only a value is assigned to it in case that tested EUTRA band is greater that 64.
If tested band is less than 64, template v_InterFreqCarrierListExtis will be not initialized and that can provoke a runtime error when passed to template definition  cs_508_SystemInformationBlockType5_Def.
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1 Corrections required

1.1 Correction to f_TC_6_1_2_20_EUTRA
	Function name
	f_TC_6_1_2_20_EUTRA

	Reason for change
	If tested band is less than 64, template v_InterFreqCarrierListExtis will be not initialized and that can provoke a runtime error when passed to template definition  cs_508_SystemInformationBlockType5_Def.

	Summary of change
	Changed v_InterFreqCarrierListExt template restriction and assgined omit value.

	TTCN module
	Idle_CellReselection

	MCC160 Comment
	


Before Change:

	<<SKIPPED CODE>>

  function f_TC_6_1_2_20_EUTRA() runs on EUTRA_PTC

  {

    var template (value) CellPowerList_Type v_CellPowerList_AtT1;

    var Frequency_fList_Type v_Freq;

    var ChannelBandwidthDependency_Type v_ChannelBandwidthDependency;

    var template (value) InterFreqCarrierFreqList  v_InterFreqCarrierList;

    var template(value) InterFreqCarrierFreqInfo_v9e0_List_Type v_InterFreqCarrierListExt;

    var integer v_Band; //@sic R5-171110 band>64 sic@
<<SKIPPED CODE>>

	


After Change:

	<<SKIPPED CODE>>

  function f_TC_6_1_2_20_EUTRA() runs on EUTRA_PTC

  {

    var template (value) CellPowerList_Type v_CellPowerList_AtT1;

    var Frequency_fList_Type v_Freq;

    var ChannelBandwidthDependency_Type v_ChannelBandwidthDependency;

    var template (value) InterFreqCarrierFreqList  v_InterFreqCarrierList;

    var template(omit) InterFreqCarrierFreqInfo_v9e0_List_Type v_InterFreqCarrierListExt := omit;

    var integer v_Band; //@sic R5-171110 band>64 sic@

<<SKIPPED CODE>>


