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	Reason for change:
	In the current TTCN, the function f_NR5GC_Init_NAS(NR_4); is called at the start of testcase. This function sets the parameter NG_NAS_NumOfPLMN_Tyoe to NG_AllCellsOnSamePLMN by default.
However, this testcase has each cell on a different PLMN.

Thus, the parameter NG_CellsOnDifferentPLMN should be passed.

	
	

	Summary of change:
	Instead of calling function f_NR5GC_Init_NAS(NR_4);, called function f_NR5GC_Init_NAS(NR_4, NG_CellsOnDifferentPLMN);

	
	

	Consequences if not approved:
	Testcase will fail a conformant UE.

	
	

	Clauses affected:
	6.3.1.5.NR5GC

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	

	affected:
	
	x
	 Test specifications
	

	(show related CRs)
	
	x
	 O&M Specifications
	

	
	

	Other comments:
	

	
	

	This CR's revision history:
	


2Table of Contents

1
Corrections required
3
1.1
fl_TC_6_3_1_5_TestBody ()
3



1.1 f_TC_6_3_1_5_NR5GC ()
	Function name
	f_TC_6_3_1_5_NR5GC ()

	Reason for change
	In the current TTCN, the function f_NR5GC_Init_NAS(NR_4); is called at the start of testcase. This function sets the parameter NG_NAS_NumOfPLMN_Tyoe to NG_AllCellsOnSamePLMN by default.

However, this testcase has each cell on a different PLMN.

Thus, the parameter NG_CellsOnDifferentPLMN should be passed.

	Summary of change
	Instead of calling function f_NR5GC_Init_NAS(NR_4);, called function f_NR5GC_Init_NAS(NR_4, NG_CellsOnDifferentPLMN);

	TTCN module
	NR5GC/6_3_1/SOR_NR5GC.ttcn

	MCC160 Comment
	


Before Change:

	function f_TC_6_3_1_5_NR5GC() runs on NR5GC_PTC

{ //Steering of UE in roaming during registration/UE configured to receive Steering of Roaming information but does not receive Steering of Roaming from Network

f_NR5GC_Init_NAS(NR_4);
  ……

}


After Change:

	function f_TC_6_3_1_5_NR5GC() runs on NR5GC_PTC

{ //Steering of UE in roaming during registration/UE configured to receive Steering of Roaming information but does not receive Steering of Roaming from Network

f_NR5GC_Init_NAS(NR_4,NG_CellsOnDifferentPLMN);
  ……

}


