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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk38 related to the title of this CR.

Contact:
Kalahasti, Narendra

Narendra.Kalahasti@anritsu.com
2 Corrections required
2.1 Change 1

	Function name
	f_EUTRA_InitialRegistration_ConnectToAdditionalPDN

	Reason for change
	In case of px_MobileDataOn set to false and multiple PDN configuration with Internet as second PDN, TTCN prompts AT commands to bring up the second PDN. 

The AT command(AT+CGACT) uses EPS Bearer ID(=12) as context Id instead of PDN context ID(=2) as a result UE does not initiate second PDN request. Hence, correct context ID should be passed

	Summary of change
	Context ID in AT commands AT+CGACT and AT+CGDCONT is provided with this change.

	TTCN module
	EUTRA_InitialRegistration.ttcn


	MCC160 Comment
	


Before change:
  …

function f_EUTRA_InitialRegistration_ConnectToAdditionalPDN(EUTRA_CellId_Type p_CellId,

                        DelayForUserPlaneSignalling_Type p_WaitForUserplaneSignalling := waitForIMS,

                        template (value) NAS_ProtocolConfigOptions_Type p_AdditionalProtocolConfigOptions := {}) runs on EUTRA_PTC

  { 

    var EPS_BearerIdentity v_EpsBearerId := f_EUTRA_InitialRegistrationEpsBearerId(secondPDN);  

    if (pc_IMS and pc_Provide_Internet_as_second_APN and not px_MobileDataOn) { // @sic R5-195308 sic@

      f_UT_RequestAdditionalPDNConnectivity(UT, hex2int(v_EpsBearerId), "Internet"); // @sic R5-196004 sic@

    }

    a_EUTRA_IdleUpdated_ConnectToAdditionalPDN_Step1_2(p_CellId, v_EpsBearerId, p_AdditionalProtocolConfigOptions);    /* @sic R5s150001 sic@ @sic @sic R5-198996: p_AdditionalProtocolConfigOptions sic@ */

    a_EUTRA_IdleUpdated_ConnectToAdditionalPDN_Step3(p_CellId);                     /* @sic R5s150001 sic@ */

    a_EUTRA_IdleUpdated_ConnectToAdditionalPDN_Step4(p_CellId, v_EpsBearerId);      /* @sic R5s150001 sic@ */

    f_EUTRA_DelayForUserPlaneSignalling(p_WaitForUserplaneSignalling);

  }

  ....
After change:
 …

function f_EUTRA_InitialRegistration_ConnectToAdditionalPDN(EUTRA_CellId_Type p_CellId,

                        DelayForUserPlaneSignalling_Type p_WaitForUserplaneSignalling := waitForIMS,

                        template (value) NAS_ProtocolConfigOptions_Type p_AdditionalProtocolConfigOptions := {}) runs on EUTRA_PTC

  { 

    var EPS_BearerIdentity v_EpsBearerId := f_EUTRA_InitialRegistrationEpsBearerId(secondPDN);  

    if (pc_IMS and pc_Provide_Internet_as_second_APN and not px_MobileDataOn) { // @sic R5-195308 sic@

      f_UT_RequestAdditionalPDNConnectivity(UT, 2, "Internet"); // @sic R5-196004 sic@

    }

    a_EUTRA_IdleUpdated_ConnectToAdditionalPDN_Step1_2(p_CellId, v_EpsBearerId, p_AdditionalProtocolConfigOptions);    /* @sic R5s150001 sic@ @sic @sic R5-198996: p_AdditionalProtocolConfigOptions sic@ */

    a_EUTRA_IdleUpdated_ConnectToAdditionalPDN_Step3(p_CellId);                     /* @sic R5s150001 sic@ */

    a_EUTRA_IdleUpdated_ConnectToAdditionalPDN_Step4(p_CellId, v_EpsBearerId);      /* @sic R5s150001 sic@ */

    // EXCEPTION: IP address allocation and/or IMS registration

    f_EUTRA_DelayForUserPlaneSignalling(p_WaitForUserplaneSignalling);   

  }

…

