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Change 1
	Function name
	f_TC_8_1_2_7_EUTRA()

	Reason for change
	Following the changes of CR R5s200490, the SS is not able to add DRB entries in routing table during consecuritve attach procedures. Because of this SS is not able to reply the IP uplink data as DRB entries are not present in routing table.

	Summary of change
	Restore the routing table before each iteration.

	TTCN module
	LTE\8_1\ RRC_ConnEst.ttcn


Before change
Function f_TC_8_1_2_7_EUTRA() runs on EUTRA_PTC

  { /*  RRC Connection Establishment: 0% access probability for AC 0..9, AC 10 is barred, AC 11..15 are not barred, access for UE with the access class is in the range 11..15 is allowed. */

    f_EUTRA_Init(c1);

    //Set cell power level for cell 1 and 11 to be used at creation

    f_EUTRA_CellInfo_InitMaxReferencePower(eutra_Cell11, -79);

    //Set Sys info for cell 1 and 11 to be used at creation

    f_EUTRA_CellInfo_SetSysInfo_AccessBarring(eutra_Cell1,  cs_AccessBarringInformation_TC_8_1_2_7);

    f_EUTRA_CellInfo_SetSysInfo_AccessBarring(eutra_Cell11, cs_AccessBarringInformation_TC_8_1_2_7);

    //Create and configure cells

    f_EUTRA_CellConfig_Def(eutra_Cell1);

    f_EUTRA_CellConfig_Def(eutra_Cell11); //@sic R5s100317 sic@

    f_EUTRA_TestBody_Set(true); //@sic R5-171363, R5-173023 sic@

    // EXCEPTION: Steps 0 to 29 are run 5 times using test parameter values as given for each iteration in table 8.1.2.7.3.3

    // Run the test body with the USIM set as per Table 8.1.2.7.3.3 Iteration 1

    fl_TC_8_1_2_7_TestBody("USIM set as per Table 8.1.2.7.3.3 Iteration 1");

    // Run the test body with the USIM set as per Table 8.1.2.7.3.3 Iteration 2

    fl_TC_8_1_2_7_TestBody("USIM set as per Table 8.1.2.7.3.3 Iteration 2");

    // Run the test body with the USIM set as per Table 8.1.2.7.3.3 Iteration 3

    fl_TC_8_1_2_7_TestBody("USIM set as per Table 8.1.2.7.3.3 Iteration 3");

    // Run the test body with the USIM set as per Table 8.1.2.7.3.3 Iteration 4

    fl_TC_8_1_2_7_TestBody("USIM set as per Table 8.1.2.7.3.3 Iteration 4");

    // Run the test body with the USIM set as per Table 8.1.2.7.3.3 Iteration 5

    fl_TC_8_1_2_7_TestBody("USIM set as per Table 8.1.2.7.3.3 Iteration 5");

    f_EUTRA_TestBody_Set(false);

    //UE is switched off (powered off) and detached

    f_EUTRA_ReleaseAllCells(); //@sic R5-171363 sic@

    f_UT_USIM_Remove(UT); //@sic R5s100466 sic@

    f_UT_USIM_Insert(UT, "Default USIM"); //@sic R5s100466 sic@

}
After change
  import from IP_PTC_CtrlMsgs all;
  ---------------------------
  ----------------------------
  function f_TC_8_1_2_7_EUTRA() runs on EUTRA_PTC

  { /*  RRC Connection Establishment: 0% access probability for AC 0..9, AC 10 is barred, AC 11..15 are not barred, access for UE with the access class is in the range 11..15 is allowed. */

    f_EUTRA_Init(c1);

    //Set cell power level for cell 1 and 11 to be used at creation

    f_EUTRA_CellInfo_InitMaxReferencePower(eutra_Cell11, -79);

    //Set Sys info for cell 1 and 11 to be used at creation

    f_EUTRA_CellInfo_SetSysInfo_AccessBarring(eutra_Cell1,  cs_AccessBarringInformation_TC_8_1_2_7);

    f_EUTRA_CellInfo_SetSysInfo_AccessBarring(eutra_Cell11, cs_AccessBarringInformation_TC_8_1_2_7);

    //Create and configure cells

    f_EUTRA_CellConfig_Def(eutra_Cell1);

    f_EUTRA_CellConfig_Def(eutra_Cell11); //@sic R5s100317 sic@

    f_EUTRA_TestBody_Set(true); //@sic R5-171363, R5-173023 sic@

    // EXCEPTION: Steps 0 to 29 are run 5 times using test parameter values as given for each iteration in table 8.1.2.7.3.3

    // Run the test body with the USIM set as per Table 8.1.2.7.3.3 Iteration 1

    fl_TC_8_1_2_7_TestBody("USIM set as per Table 8.1.2.7.3.3 Iteration 1");

    // Run the test body with the USIM set as per Table 8.1.2.7.3.3 Iteration 2

    f_IP_Routing_RestoreRoutingTable(IP);
    fl_TC_8_1_2_7_TestBody("USIM set as per Table 8.1.2.7.3.3 Iteration 2");

    // Run the test body with the USIM set as per Table 8.1.2.7.3.3 Iteration 3

    f_IP_Routing_RestoreRoutingTable(IP);
    fl_TC_8_1_2_7_TestBody("USIM set as per Table 8.1.2.7.3.3 Iteration 3");

    // Run the test body with the USIM set as per Table 8.1.2.7.3.3 Iteration 4

    f_IP_Routing_RestoreRoutingTable(IP);
    fl_TC_8_1_2_7_TestBody("USIM set as per Table 8.1.2.7.3.3 Iteration 4");

    // Run the test body with the USIM set as per Table 8.1.2.7.3.3 Iteration 5

    f_IP_Routing_RestoreRoutingTable(IP);
    fl_TC_8_1_2_7_TestBody("USIM set as per Table 8.1.2.7.3.3 Iteration 5");

    f_EUTRA_TestBody_Set(false);

    //UE is switched off (powered off) and detached

    f_EUTRA_ReleaseAllCells(); //@sic R5-171363 sic@

    f_UT_USIM_Remove(UT); //@sic R5s100466 sic@

    f_UT_USIM_Insert(UT, "Default USIM"); //@sic R5s100466 sic@

  }

