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	Reason for change:
	Current definition of  UTRAN_CellInfoList_Type:

type record length (tsc_UTRAN_NumberOfCells) of UTRAN_CellInfo_Type UTRAN_CellInfoList_Type with  

const integer tsc_UTRAN_NumberOfCells := 8;

According to definition length of UTRAN_CellInfoList_Type should be always 8, this can provoke runtime errors as UTRAN cells defined can be less than 8.

This problem can be fixed defining UTRAN_CellInfoList_Type with a variable length.

	
	

	Summary of change:
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1 Corrections

1.1 Correction to UTRAN_CellInfoList_Type type definition
	Type name
	UTRAN_CellInfoList_Type 


	Reason for change
	According to definition length of UTRAN_CellInfoList_Type should be always 8, this can provoke runtime errors as UTRAN cells defined can be less than 8.

	Summary of change
	Set a varaible length for UTRAN_CellInfoList_Type.

	TTCN module
	Common/UTRAN/UTRAN_Component.ttcn

	MCC160 Comment
	


Before Change:

	<<SKIPPED CODE>>

  // @sic R5s130350 sic@

  const integer tsc_UTRAN_NumberOfCells := 8;                         /* @status    APPROVED (IMS, IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ, UTRAN) */

  type record length (tsc_UTRAN_NumberOfCells) of UTRAN_CellInfo_Type UTRAN_CellInfoList_Type; /* @status    APPROVED (IMS, IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ, UTRAN) */

  <<SKIPPED CODE>>

	


After Change:

	<<SKIPPED CODE>>

  // @sic R5s130350 sic@

  const integer tsc_UTRAN_NumberOfCells := 8;                         /* @status    APPROVED (IMS, IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ, UTRAN) */

  type record length (1..tsc_UTRAN_NumberOfCells) of UTRAN_CellInfo_Type UTRAN_CellInfoList_Type; /* @status    APPROVED (IMS, IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ, UTRAN) */
  <<SKIPPED CODE>>



