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Change 1
	Function name
	fl_TC_8_2_2_4_1and5_ENDC_EUTRA_TestBody

	Reason for change
	Due to R5s190909 security kye S_KGNB exchange is not needed in this place before it was already done in preamble

	Summary of change
	Instead of f_EUTRA38_ENDC_InitiateAndSendS_gNBKeys read security parameters by f_EUTRA38_Security_Get

	TTCN module
	ENDC\8_2_2\RRCReconfig_ENDC_EUTRA.ttcn

	MCC160 Comment
	Accepted


Before Change
       function fl_TC_8_2_2_4_1and5_ENDC_EUTRA_TestBody(ENDC_Bearer_Type p_DRB_Type) runs on EUTRA_5GS_PTC

  { /* @sic R5-184760 sic@*/

    var EUTRA38_SecurityParamsExtd_Type v_Security_Params;

    var octetstring v_OctetData;

    var template (value) RRCConnectionReconfiguration_v890_IEs v_RRCConnectionReconfiguration_v890_IEs;

    var template (value) RRCConnectionReconfiguration_v1130_IEs v_RRCConnectionReconfiguration_v1130_IEs;

    var template (value) RRCConnectionReconfiguration_v1430_IEs v_RRCConnectionReconfiguration_v1430_IEs;

    var template (value) RRCConnectionReconfiguration_v1510_IEs v_RRCConnectionReconfiguration_v1510_IEs;

    var template (omit) RadioResourceConfigDedicated v_RadioResourceConfigDedicated := omit;

    // Initiate SgNB Keys:

    v_Security_Params := f_EUTRA38_ENDC_InitiateAndSendS_gNBKeys(NR);
    // @siclog "Steps 1 - 3" siclog@

    f_EUTRA38_508_ENDC_Reconfiguration (eutra_Cell1, p_DRB_Type, v_Security_Params.SK_Counter);

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 2");

    // @siclog "Steps 4a1 - 4a2" siclog@

    if (not pc_IP_Ping) {

      f_EUTRA_CloseUE_TestLoopModeB (eutra_Cell1, '00'O); // with no delay

    }
….
After Change
  function fl_TC_8_2_2_4_1and5_ENDC_EUTRA_TestBody(ENDC_Bearer_Type p_DRB_Type) runs on EUTRA_5GS_PTC

  { /* @sic R5-184760 sic@*/

    var EUTRA38_SecurityParamsExtd_Type v_Security_Params;

    var octetstring v_OctetData;

    var template (value) RRCConnectionReconfiguration_v890_IEs v_RRCConnectionReconfiguration_v890_IEs;

    var template (value) RRCConnectionReconfiguration_v1130_IEs v_RRCConnectionReconfiguration_v1130_IEs;

    var template (value) RRCConnectionReconfiguration_v1430_IEs v_RRCConnectionReconfiguration_v1430_IEs;

    var template (value) RRCConnectionReconfiguration_v1510_IEs v_RRCConnectionReconfiguration_v1510_IEs;

    var template (omit) RadioResourceConfigDedicated v_RadioResourceConfigDedicated := omit;

    // Initiate SgNB Keys:

    v_Security_Params := f_EUTRA38_Security_Get()
    // @siclog "Steps 1 - 3" siclog@

    f_EUTRA38_508_ENDC_Reconfiguration (eutra_Cell1, p_DRB_Type, v_Security_Params.SK_Counter);

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 2");

    // @siclog "Steps 4a1 - 4a2" siclog@

    if (not pc_IP_Ping) {

      f_EUTRA_CloseUE_TestLoopModeB (eutra_Cell1, '00'O); // with no delay

    }
