Error! No text of specified style in document.
9
Error! No text of specified style in document.

Reason for change: During NR5GC handover procedure, Msg4 includes the grant for UE to transmit RRCReconfigurationComplete on SRB1. UL SRB1 is configured with DCI_0_1, so the TBS value shall match a TBS size provided in TS 38.523-3 Table B.2.1.1-1 and Table B.2.1.2-1.
Summary of changes: Updated Random Access Msg4 for C-RNTI based CBRA for handover to 144 that makes it applicable to both cases of DCI formats 0_0 or 0_1
7.1.2.3.3
Default grants

In general test cases for layer 3 and above do not need test case specific grants but use default grants as listed in table 7.1.2.3.3-1.

Table 7.1.2.3.3-1: Default grants

	Purpose
	Grant size (NOTE 1) or 
{LRBs IMCS} pair
	Comment

	Scheduling of Random Access Msg3, initial access
	256 bits (NOTE 2)
	grant provided by Random Access Response (Msg2)

	Scheduling of Random Access Msg3, handover or EN-DC
	48 bits (NOTE 2, 3)
	grant provided by Random Access Response (Msg2)

	Random Access Msg4 for C-RNTI based CBRA for synchronisation (e.g. EN-DC)
	LRBs = 1, IMCS = 0
	minimum grant (24 or 32 bits)

	Random Access Msg4 for C-RNTI based CBRA for handover
	144 bits (NOTE 4)
	initial UL grant after handover

	Default USS grant
	LRBs = 24, IMCS = 9
(NOTE 5)
	default grant: e.g. for test cases with main focus on control plane signalling

	NOTE 1:
In general for a given grant size TTCN uses the {LRBs IMCS} pair according to annex B.2.

NOTE 2:
According to TS 38.213 [21] subclause 8.3, the RAR UL grant is always interpreted according to DCI format 0_0, so contents of Table 7.1.2.3.2.2-1 apply.

NOTE 3:
Minimum grant which can be assigned by the Random Access Response: The grant is sufficient to convey C-RNTI (3 bytes) and short BSR (2 bytes) or long BSR (minimum of 3 bytes). Even with short BSR there is not enough space to convey any segment of the RRCReconfigurationComplete (at least 6 bytes: 2 bytes MAC header + 3 bytes RLC header + 1 byte payload).

NOTE 4:
Initial grant of RA procedure big enough to completely convey the RRCReconfigurationComplete (10 bits). This requires a minimum of 13 bytes (2 bytes MAC header + 3 bytes RLC header + 6 bytes PDCP header + 2 bytes payload). Additionally an optional PHR MAC element (3 bytes) needs to be considered since the PHR has higher priority than the MAC SDU. Any further user data would require a minimum of 6 additional bytes (2 bytes MAC header + 3 bytes RLC header + 1 byte payload, it is assumed that if UE has any data to transmit that will be on AM DRB).

NOTE 5:
Applicable only when MCS index table 5.1.3.1-1 or 6.1.4.1-1 is configured to be used for UL grants
(e.g. in case of mcs-Table = qam256, a different IMCS value needs to be defined)
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