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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D19wk50 related to the title of this CR.

Contact:
Shaun Harry

shaun.harry@keysight.com
2 Corrections required
The following corrections are based on the MCC implementation of TTCN CR R5s200044
2.1 Change 1

	Function name
	f_TC_8_1_2_1_1_NR5GC_TestBody()

	Reason for change
	IP data path check should use PDN_1 to match the IP addresses allocated to the UE in PDU SESSION ESTABLISHMENT ACCEPT

	Summary of change
	Use PDN_1 for f_NR5GC_CheckDataPath()

	TTCN module
	RRC_Reconfiguration_NR5GC.ttcn

	MCC160 Comment
	Accepted


Before 

  function f_TC_8_1_2_1_1_NR5GC_TestBody() runs on NR5GC_PTC

   {

    ……………………………..
    // @siclog "Step 12A" siclog@

    // @sic R5-197057 sic@  Check: Does the test result of generic test procedure in TS 38.508-1 subclause 4.9.1

    // indicate that the UE is capable of exchanging IP data on DRB#1 established in Step 11?

    f_NR5GC_CheckDataPath(nr_Cell1, PDN_2, dedicatedBearer, v_DRBInfo.DRB_Id, "Step 12A");

    …………………..
   }//end of f_TC_8_1_2_1_1_NR5GC_TestBody

After change

  function f_TC_8_1_2_1_1_NR5GC_TestBody() runs on NR5GC_PTC

   {

    ……………………………..
    // @siclog "Step 12A" siclog@

    // @sic R5-197057 sic@  Check: Does the test result of generic test procedure in TS 38.508-1 subclause 4.9.1

    // indicate that the UE is capable of exchanging IP data on DRB#1 established in Step 11?

    f_NR5GC_CheckDataPath(nr_Cell1, PDN_1, dedicatedBearer, v_DRBInfo.DRB_Id, "Step 12A");

    …………………..
   }//end of f_TC_8_1_2_1_1_NR5GC_TestBody

2.2 Change 2

	Function name
	f_NR5GC_CheckDataPath()

	Reason for change
	In the case of IP PING operation, the received IP packet (echo reply) will not be the same as the sent packet (echo request). Current TTCN will fail if the received data packet is different.

	Summary of change
	Replace v_SduTx with “?” when building v_DRB_UL. The actual data contents will be checked inside f_NR_CheckDataPathCommon()

	TTCN module
	NR5GC_CommonFunctions.ttcn

	MCC160 Comment
	Accepted


Before change

function f_NR5GC_CheckDataPath(NR_CellId_Type p_CellId,

                              PDN_Index_Type p_PdnIndex,

                              DataPathCheck_BearerType_Type p_BearerType,

                              DRB_Identity p_DRBId,

                              charstring p_StepNo := "",

                              integer p_SequenceNumber := 1) runs on NR5GC_PTC

  {

   var octetstring v_SduTX := f_LoopbackModeBorPing_GetDataTX(p_PdnIndex, p_BearerType, p_SequenceNumber);
   var template (value) NR_DRB_COMMON_REQ v_DRB_DL;

   var template (present) NR_DRB_COMMON_IND v_DRB_UL;

   var template (value) QosFlow_Identification_Type v_QosFlowId;

   v_QosFlowId := f_NR_GetQosFlowIdentification_ForDRBId(p_DRBId);

   v_DRB_DL := cas_NR_DRB_COMMON_REQ_SDAP_SDUList(p_CellId, v_QosFlowId, { v_SduTX });

   v_DRB_UL := car_NR_DRB_COMMON_IND_SDAP_SDUList(p_CellId, v_QosFlowId, { v_SduTX });

   f_NR_CheckDataPathCommon(v_SduTX, v_DRB_DL, v_DRB_UL, p_StepNo);

 }
After change

  function f_NR5GC_CheckDataPath(NR_CellId_Type p_CellId,

                              PDN_Index_Type p_PdnIndex,

                              DataPathCheck_BearerType_Type p_BearerType,

                              DRB_Identity p_DRBId,

                              charstring p_StepNo := "",

                              integer p_SequenceNumber := 1) runs on NR5GC_PTC

  {

   var octetstring v_SduTX := f_LoopbackModeBorPing_GetDataTX(p_PdnIndex, p_BearerType, p_SequenceNumber);
   var template (value) NR_DRB_COMMON_REQ v_DRB_DL;

   var template (present) NR_DRB_COMMON_IND v_DRB_UL;

   var template (value) QosFlow_Identification_Type v_QosFlowId;

   v_QosFlowId := f_NR_GetQosFlowIdentification_ForDRBId(p_DRBId);

   v_DRB_DL := cas_NR_DRB_COMMON_REQ_SDAP_SDUList(p_CellId, v_QosFlowId, { v_SduTX });

   v_DRB_UL := car_NR_DRB_COMMON_IND_SDAP_SDUList(p_CellId, v_QosFlowId, { ? });

   f_NR_CheckDataPathCommon(v_SduTX, v_DRB_DL, v_DRB_UL, p_StepNo);

 }
