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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk11 related to the title of this CR.

Contact:
Shaun Harry

shaun.harry@keysight.com
2 Corrections required
2.1 change 1

	Function name
	f_TC_7_1_1_3_4_NR_TestBody(

	Reason for change
	The prose for step 4 of this test case states “Check: Does the UE transmit a Short BSR with ‘LCG ID’ field set to ‘2’ and ‘Buffer size’ field set to value ‘4’ or bigger? (Note 2)”

Current TTCN is checking for “Buffer size” field of exactly 4

	Summary of change
	Modify checking at step 4 to align with prose and allow buffer size field of 4 or bigger.

	TTCN module
	MAC_TC_Common_NR.ttcn

	MCC160 Comment
	Accepted as improvement


Before change

 function f_TC_7_1_1_3_4_NR_TestBody(DRB_Identity p_NR_DRB_Id) runs on NR_BASE_PTC

  {
       // @siclog "Step 4" siclog@

       t_Watchdog.start;

       v_CE_SubPDUListUL := { cr_NR_MAC_CE_SubPDU_UL(cr_NR_MAC_ShortBSR_SubHeader,   cr_ShortBSR_Payload('010'B, int2bit(4, 5))) };   //LCG 2, value =4

     v_MAC_PDUListUL := { cr_NR_UL_MAC_PDU(omit, v_CE_SubPDUListUL, cr_NR_MAC_Padding_SubPDU('??'O)) };

     DRB.receive(car_NR_DRB_COMMON_IND_MAC_PDUList(nr_Cell1, p_NR_DRB_Id, -, v_MAC_PDUListUL)) -> value v_NR_DRB_COMMON_IND; // 2byte Padding header and 1 byte padding payload

     v_SubFrameTimingTa := v_NR_DRB_COMMON_IND.Common.TimingInfo.SubFrame;

     f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 4");
}
…………………………

After change

function f_TC_7_1_1_3_4_NR_TestBody(DRB_Identity p_NR_DRB_Id) runs on NR_BASE_PTC

  {

…………..


var integer v_sBSR;


……………................


………………………..

    // @siclog "Step 4" siclog@
    t_Watchdog.start;
    v_CE_SubPDUListUL := { cr_NR_MAC_CE_SubPDU_UL(cr_NR_MAC_ShortBSR_SubHeader, cr_ShortBSR_Payload('010'B, ?)) };   //LCG 2, value  >= 4 

    v_MAC_PDUListUL := { cr_NR_UL_MAC_PDU(omit, v_CE_SubPDUListUL, cr_NR_MAC_Padding_SubPDU('??'O)) };

    DRB.receive(car_NR_DRB_COMMON_IND_MAC_PDUList(nr_Cell1, p_NR_DRB_Id, -, v_MAC_PDUListUL)) -> value v_NR_DRB_COMMON_IND; // 2byte Padding header and 1 byte padding payload

    v_sBSR := bit2int(v_NR_DRB_COMMON_IND.U_Plane.SlotData.PduSduList.MacPdu[0].UL.CE_SubPDUList[0].ControlElement.ShortBSR.BufferSize);
    v_SubFrameTimingTa := v_NR_DRB_COMMON_IND.Common.TimingInfo.SubFrame;

    if (v_sBSR >= 4) { 

    f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 4");

    } else {

      f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 4");

    }    
}
……………………………….

