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8.1.3.1.18.1.1
Test Purpose (TP)

(1)

with { UE in NR RRC_CONNECTED state and measurements configured for event A2 reporting include reportAddNeighMeas }
ensure that {
  when { Entry condition for event A2 of the concerned frequency that triggered measurement reporting is met }
    then { UE sends MeasurementReport that does not include the best non-serving cell of the concerned frequency in the measResultBestNeighCell }

            }

(2)

with { UE in NR RRC_CONNECTED state and measurements configured for event A2 reporting include reportAddNeighMeas }

ensure that {

  when { Entry condition for event A2 of other than the concerned frequency that triggered measurement reporting is met }

    then { UE sends MeasurementReport that includes the best non-serving cell of the concerned frequency in the measResultBestNeighCell } 

            }

8.1.3.1.18.1.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 38.331, clauses 5.3.5.3, 5.3.5.5.9, 5.5.2.1, 5.5.4.1, 5.5.4.7 and 5.5.5. Unless otherwise stated these are Rel-15 requirements.

<<Unchanged Text Skipped>>
8.1.3.1.18.1.3
Test description

8.1.3.1.18.1.3.1
Pre-test conditions

System Simulator:

-
NR Cell 1 is the PCell, NR Cell 3 is the SCell to be added, NR Cell 12 (broadcast only cell) and NR Cell 23 (broadcast only cell) is the intra-frequency neighbour cell of NR Cell 3.

-
NR Cell 3 is an Inactive SCell according to TS 38.508-1 [4] clause 6.3.1.

-
Relative SS signal level uncertainty between Intra-freq cells is +/-1 dB for FR1 and FFS for FR2.

-
System information combination NR-5 as defined in TS 38.508-1 [4] clause 4.4.3.1.2 is used in NR cells.

UE:

-
None.

Preamble:

-
The UE is in state 3N-A as defined in TS 38.508-1 [4], subclause 4.4A.

8.1.3.1.18.1.3.2
Test procedure sequence

Table 8.1.3.1.18.1.3.2-1 and 8.1.3.1.18.1.3.2-2 illustrates the downlink power levels to be applied for NR Cell 1, NR Cell 3, NR Cell 12 and NR Cell 23 at various time instants of the test execution. Row marked "T0" denotes the conditions after the preamble, while the configuration marked "T1" and "T2" are applied at the point indicated in the Main behaviour description in Table 8.1.3.1.18.1.3.2-3.

Table 8.1.3.1.18.1.3.2-1: Time instances of cell power level and parameter changes in FR1
	
	Parameter
	Unit
	NR

Cell 1
	NR

Cell 3
	NR

Cell 12
	NR

Cell 23
	Remark

	T0
	 SS/PBCH

SSS EPRE
	dBm/

SCS
	-72
	-72
	-91
	Off
	Power levels are such that entry condition for event A2 is not satisfied:
Ms + Hys > Thresh for NR Cell 1 and NR Cell 3

	T1
	 SS/PBCH

SSS EPRE
	dBm/

SCS
	-72
	-90
	-91
	-88
	Power levels are such that entry condition for event A2  in NR Cell 3 is satisfied:

Ms + Hys < Thresh 

	T2
	 SS/PBCH

SSS EPRE
	dBm/

SCS
	-72
	-72
	-69
	-73
	Power levels are such that entry condition for event A2 is not satisfied:
Ms + Hys > Thresh for NR Cell 1 and NR Cell 3

	T3
	 SS/PBCH

SSS EPRE
	dBm/

SCS
	-90
	-72
	-69
	-73
	Power levels are such that entry condition for event A2 in NR Cell 1 is satisfied:

 Ms + Hys < Thresh


Table 8.1.3.1.18.1.3.2-2: Time instances of cell power level and parameter changes in FR2
	
	Parameter
	Unit
	NR

Cell 1
	NR

Cell 3
	NR

Cell 12
	NR

Cell 23
	Remark

	T0
	 SS/PBCH

SSS EPRE
	dBm/

SCS
	FFS
	FFS
	FFS
	Off
	Power levels are such that entry condition for event A2 is not satisfied: 
Ms + Hys > Thresh for NR Cell 1 and NR Cell 3

	T1
	 SS/PBCH

SSS EPRE
	dBm/

SCS
	FFS
	FFS
	FFS
	Off
	Power levels are such that entry condition for event A2  in NR Cell 3 is satisfied:

Ms + Hys < Thresh 

	T2
	 SS/PBCH

SSS EPRE
	dBm/

SCS
	FFS
	FFS
	FFS
	Off
	Power levels are such that entry condition for event A2 is not satisfied: 
Ms + Hys > Thresh for NR Cell 1 and NR Cell 3

	T3
	 SS/PBCH

SSS EPRE
	dBm/

SCS
	FFS
	FFS
	FFS
	FFS
	Power levels are such that entry condition for event A2 in NR Cell 1 is satisfied:

 Ms + Hys < Thresh


Table 8.1.3.1.18.1.3.2-3: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCReconfiguration message including sCellToAddModList with NR Cell 3 as Scell addition.
	<--
	NR RRC: RRCReconfiguration
	-
	-

	2
	The UE transmits an RRCReconfigurationComplete message.
	-->
	NR RRC: RRCReconfigurationComplete
	-
	-

	3
	The SS transmits an RRCReconfiguration message including measConfig to setup intra NR measurement and for event A2 reporting configuration and include reportAddNeighMeas.
	<--
	NR RRC: RRCReconfiguration
	-
	-

	4
	The UE transmits an RRCReconfigrationComplete message.
	-->
	NR RRC: RRCReconfigurationComplete
	-
	-

	5
	The SS re-adjusts the SS/PBCH EPRE level according to row "T1" in table 8.1.3.1.18.1.3.2-1/2.
	-
	-
	-
	-

	6
	Check: Does the UE transmit a MeasurementReport message that does not include the RSRP value of the best non-serving cell on the concerned serving frequency in measResultBestNeighCell?
	-->
	NR RRC: MeasurementReport
	1
	P

	7
	The SS re-adjusts the cell-specific reference signal level according to row "T2" in table 8.1.3.1.18.1.3.2-1/2.
	-
	-
	-
	-

	7A
	The SS re-adjusts the cell-specific reference signal level according to row "T3" in table 8.1.3.1.18.1.3.2-1/2, 1 second after step 7
	-
	-
	-
	-

	8
	Check: Does the UE transmit a MeasurementReport message included the RSRP value of the best non-serving cell (NR Cell 12) on the concerned serving frequency in measResultBestNeighCell?
	-->
	NR RRC: MeasurementReport
	2
	P


8.1.3.1.18.1.3.3
Specific message contents

Table 8.1.3.1.18.1.3.3-1: RRCReconfiguration (step 1, Table 8.1.3.1.18.1.3.2-3)

	Derivation Path: 38.508-1 [4] Table 4.6.1-13 with condition SCell_add


Table 8.1.3.1.18.1.3.3-2: Void

Table 8.1.3.1.18.1.3.3-3: Void

Table 8.1.3.1.18.1.3.3-4: RRCReconfiguration (step 3, Table 8.1.3.1.18.1.3.2-3)

	Derivation Path: 38.508-1 [4] Table 4.6.1-13

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfiguration ::= SEQUENCE {
	
	
	

	      radioBearerConfig
	Not present
	
	

	      secondaryCellGroup
	Not present
	
	

	      measConfig
	MeasConfig
	Table 8.1.3.1.18.1.3.3-5
	

	      lateNonCriticalExtension
	Not present
	
	

	      nonCriticalExtension
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.3.1.18.1.3.3-5: MeasConfig (Table 8.1.3.1.18.1.3.3-4)

	Derivation Path: 38.508-1 [4] Table 4.6.3-69

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	1
	MeasObjectIdNR-f1
	

	    measObject[1] CHOICE {
	
	
	

	      measObjectNR SEQUENCE {
	
	
	

	        ssbFrequency
	ssbFrequency IE equals the ARFCN for NR Cell 1
	
	

	        absThreshSS-BlocksConsolidation
	Not present
	
	

	    }
	
	
	

	    measObjectId[2]
	2
	MeasObjectIdNR-f2
	

	    measObject[2] CHOICE {
	
	
	

	      measObjectNR SEQUENCE {
	
	
	

	        ssbFrequency
	ssbFrequency IE equals the ARFCN for NR Cell 3
	
	

	        absThreshSS-BlocksConsolidation
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE(SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	1
	
	

	    reportConfig[1] CHOICE {
	
	
	

	      reportConfigNR
	ReportConfigNR-EventA2
	Table 8.1.3.1.18.1.3.3-6
	

	    }
	
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF SEQUENCE {
	2 entries
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	1
	
	

	    reportConfigId[1]
	1
	
	

	    measId[2]
	2
	
	

	    measObjectId[2]
	2
	
	

	    reportConfigId[2]
	1
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.3.1.18.1.3.3-6: ReportConfigNR-EventA2 (Table 8.1.3.1.18.1.3.3-5)
	Derivation Path: 38.508-1 [4] Table 4.6.3-142 with condition EVENT_A2

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigNR ::= SEQUENCE {
	
	
	

	  reportType CHOICE {
	
	
	

	    eventTriggered SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA2 SEQUENCE {
	
	
	

	          a2-Threshold SEQUENCE {
	
	
	

	            rsrp
	77
	-79dBm
	FR1

	
	FFS
	
	FR2

	          }
	
	
	

	          hysteresis
	4 
	2 dB
	

	        }
	
	
	

	      }
	
	
	

	      reportAmount 
	r1
	
	

	      reportQuantityCell SEQUENCE {
	
	
	

	        rsrp
	true
	
	

	        rsrq
	false
	
	

	        sinr
	false
	
	

	      }
	
	
	

	      reportAddNeighMeas
	setup
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.3.1.18.1.3.3-7: MeasurementReport (step 6, step 8, Table 8.1.3.1.18.1.3.2-3)

	Derivation Path: TS 38.508-1 [4] Table 4.6.1-5A

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    measurementReport SEQUENCE {
	
	
	

	      measResults 
	MeasResults1
	Table 8.1.3.1.18.1.3.3-8
	Step 6

	
	MeasResults2
	Table 8.1.3.1.18.1.3.3-9
	Step 8

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.3.1.18.1.3.3-8: MeasResults1 (Table 8.1.3.1.18.1.3.3-7)

	Derivation Path: 38.508-1 [4] Table 4.6.3-79 with Condition A2

	Information Element
	Value/remark
	Comment
	Condition

	MeasResults ::= SEQUENCE {
	
	Step 6
	

	  measId
	2
	
	

	  measResultServingMOList SEQUENCE (SIZE (1..maxNrofServingCells)) OF SEQUENCE {
	2 entries
	
	

	    servCellId[1]
	ServCellIndex of NR Cell 1
	
	

	    measResultServingCell[1] SEQUENCE {
	
	
	

	      physCellId
	Physical layer cell identity of NR Cell 1
	
	

	      measResult SEQUENCE {
	
	
	

	        cellResults SEQUENCE {
	
	
	

	          resultsSSB-Cell SEQUENCE {
	
	
	

	              rsrp
	(0..127)
	
	

	              rsrq
	(0..127)
	
	

	              sinr
	(0..127)
	
	pc_ss_SINR_Meas

	
	Not present
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    servCellId[2]
	ServCellIndex of NR Cell 3
	
	

	    measResultServingCell[2] SEQUENCE {
	
	
	

	      physCellId
	Physical layer cell identity of NR Cell 3
	
	

	      measResult SEQUENCE {
	
	
	

	        cellResults SEQUENCE {
	
	
	

	          resultsSSB-Cell SEQUENCE {
	
	
	

	              rsrp
	(0..127)
	
	

	              rsrq
	(0..127)
	
	

	              sinr
	(0..127)
	
	pc_ss_SINR_Meas

	
	Not present
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.3.1.18.1.3.3-9: MeasResults2 (Table 8.1.3.1.18.1.3.3-7)

	Derivation Path: 38.508-1 [4] Table 4.6.3-79 with Condition A2

	Information Element
	Value/remark
	Comment
	Condition

	MeasResults ::= SEQUENCE {
	
	Step 8
	

	  measId
	1
	
	

	  measResultServingMOList SEQUENCE (SIZE (1..maxNrofServingCells)) OF SEQUENCE {
	2 entries
	
	

	    servCellId[1]
	ServCellIndex of NR Cell 1
	
	

	    measResultServingCell[1] SEQUENCE {
	
	
	

	      physCellId
	Physical layer cell identity of NR Cell 1
	
	

	      measResult SEQUENCE {
	
	
	

	        cellResults SEQUENCE {
	
	
	

	          resultsSSB-Cell SEQUENCE {
	
	
	

	              rsrp
	(0..127)
	
	

	              rsrq
	(0..127)
	
	

	              sinr
	(0..127)
	
	pc_ss_SINR_Meas

	
	Not present
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    servCellId[2]
	ServCellIndex of NR Cell 3
	
	

	    measResultServingCell[2] SEQUENCE {
	
	
	

	      physCellId
	Physical layer cell identity of NR Cell 3
	
	

	      measResult SEQUENCE {
	
	
	

	        cellResults SEQUENCE {
	
	
	

	          resultsSSB-Cell SEQUENCE {
	
	
	

	              rsrp
	(0..127)
	
	

	              rsrq
	(0..127)
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    measResultBestNeighCell[2] SEQUENCE {
	
	Report NR Cell 12
	

	      physCellId
	Physical layer cell identity of NR Cell 12
	
	

	      measResult SEQUENCE {
	
	
	

	        cellResults SEQUENCE {
	
	
	

	          resultsSSB-Cell SEQUENCE {
	
	
	

	              rsrp
	(0..127)
	
	

	          }
	
	
	

	        }
	
	
	

	        rsIndexResults
	Not present
	
	

	      }
	
	
	

	      cgi-Info
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


