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1 Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk11 related to the title of this CR.

Contact:
Kalahasti, Narendra

Narendra.Kalahasti@anritsu.com
2 Corrections required

2.1 Change 1

	Function name
	template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_11_Step1_pc25

	Reason for change
	According to TS 36.523-1, Table 8.3.1.11.3.3-2, if the UE supports intraFreq-CE-NeedForGaps, the value of measGapConfig should be MeasGapConfig-CE. In the current implementation, whenever the UE supports pc_Featrgrp_25, measGapConfig is only set to cs_508_MeasGapConfig_GP1. The value for measGapConfig should consider both LTE and Cat-M.
Associated draft proseCR would be raised for next RAN5 meeting

	Summary of change
	Added template (omit) MeasGapConfig p_MeasGapConfig as a parameter to cs_RRCConnectionReconfiguration_8_3_1_11_Step1_pc25.

In cs_MeasConfig template, the value for measGapConfig was changed from cs_508_MeasGapConfig_GP1 to variable p_MeasGapConfig.


	TTCN module
	EUTRA_Measurement_Specific_Templates.ttcn

	MCC160 Comment
	Accepted, but Prose CR needed


Before change

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_11_Step1_pc25(RRC_TransactionIdentifier p_RRC_TI,

                                                                                       ARFCN_ValueEUTRA_r9  p_EUTRA_DL_CarrierFreq_1, //@sic R5-171145 sic@

                                                                                       AllowedMeasBandwidth p_MeasurementBandwidth_1,

                                                                                       ARFCN_ValueEUTRA_r9  p_EUTRA_DL_CarrierFreq_2, //@sic R5-171145 sic@

                                                                                       AllowedMeasBandwidth p_MeasurementBandwidth_2) :=

  /* @status    APPROVED (LTE) */

    cs_508_RRCConnectionReconfiguration_ConditionMEAS(p_RRC_TI,

                                                      cs_MeasConfig(omit,

                                                                    cs_MeasObjectToAddModList_2Entries(tsc_IdMeasObject_f1,

                                                                                                       cs_MeasObject_measObjectEUTRA_Common(f_EUTRA_ARFCN_Value(p_EUTRA_DL_CarrierFreq_1), p_MeasurementBandwidth_1), //@sic R5-171145 sic@

                                                                                                       tsc_IdMeasObject_f2,

                                                                                                       cs_MeasObject_measObjectEUTRA_Common(f_EUTRA_ARFCN_Value(p_EUTRA_DL_CarrierFreq_2), p_MeasurementBandwidth_2)), //@sic R5-171145 sic@

                                                                    omit,

                                                                    cs_ReportConfigToAddModList_1Entry(tsc_IdReportConfig_A3,

                                                                                                       cs_ReportConfig_reportConfigEUTRA_eventA3(0,

                                                                                                                                                 false,

                                                                                                                                                 0,

                                                                                                                                                 ms640,

                                                                                                                                                 rsrp,

                                                                                                                                                 both, //@sic R5s100879 sic@

                                                                                                                                                 1,

                                                                                                                                                 ms1024,

                                                                                                                                                 r1)),

                                                                    omit,

                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfig_A3,

                                                                                                   2, tsc_IdMeasObject_f2, tsc_IdReportConfig_A3),

                                                                    -, //@sic R5s140184, R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1,

                                                                    -,-,-,

                                                                    f_ReturnMeasObjectToAddModList_2Entries_v9e0(p_EUTRA_DL_CarrierFreq_1, p_EUTRA_DL_CarrierFreq_2))); //@sic R5-171145 sic@
After change

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_11_Step1_pc25(RRC_TransactionIdentifier p_RRC_TI,

                                                                                       ARFCN_ValueEUTRA_r9  p_EUTRA_DL_CarrierFreq_1, //@sic R5-171145 sic@

                                                                                       AllowedMeasBandwidth p_MeasurementBandwidth_1,

                                                                                       ARFCN_ValueEUTRA_r9  p_EUTRA_DL_CarrierFreq_2, //@sic R5-171145 sic@

                                                                                       AllowedMeasBandwidth p_MeasurementBandwidth_2,

                                                                                       template (omit) MeasGapConfig p_MeasGapConfig) :=

  /* @status    APPROVED (LTE) */

    cs_508_RRCConnectionReconfiguration_ConditionMEAS(p_RRC_TI,

                                                      cs_MeasConfig(omit,

                                                                    cs_MeasObjectToAddModList_2Entries(tsc_IdMeasObject_f1,

                                                                                                       cs_MeasObject_measObjectEUTRA_Common(f_EUTRA_ARFCN_Value(p_EUTRA_DL_CarrierFreq_1), p_MeasurementBandwidth_1), //@sic R5-171145 sic@

                                                                                                       tsc_IdMeasObject_f2,

                                                                                                       cs_MeasObject_measObjectEUTRA_Common(f_EUTRA_ARFCN_Value(p_EUTRA_DL_CarrierFreq_2), p_MeasurementBandwidth_2)), //@sic R5-171145 sic@

                                                                    omit,

                                                                    cs_ReportConfigToAddModList_1Entry(tsc_IdReportConfig_A3,

                                                                                                       cs_ReportConfig_reportConfigEUTRA_eventA3(0,

                                                                                                                                                 false,

                                                                                                                                                 0,

                                                                                                                                                 ms640,

                                                                                                                                                 rsrp,

                                                                                                                                                 both, //@sic R5s100879 sic@

                                                                                                                                                 1,

                                                                                                                                                 ms1024,

                                                                                                                                                 r1)),

                                                                    omit,

                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfig_A3,

                                                                                                   2, tsc_IdMeasObject_f2, tsc_IdReportConfig_A3),

                                                                    -, //@sic R5s140184, R5-134645 sic@

                                                                    p_MeasGapConfig,

                                                                    -,-,-,

                                                                    f_ReturnMeasObjectToAddModList_2Entries_v9e0(p_EUTRA_DL_CarrierFreq_1, p_EUTRA_DL_CarrierFreq_2))); //@sic R5-171145 sic@
2.2 Change 2

	Function name
	f_TC_8_3_1_11_EUTRA()

	Reason for change
	According to TS 36.523-1, Table 8.3.1.11.3.3-2, if the UE supports intraFreq-CE-NeedForGaps, the value of measGapConfig should be MeasGapConfig-CE. In the current implementation, whenever the UE supports pc_Featrgrp_25, measGapConfig is only set to cs_508_MeasGapConfig_GP1. The value for measGapConfig should consider both LTE and Cat-M.

	Summary of change
	Passed f_EUTRA_SS_MeasGapConfigIntraFreqOverrideCE() to template cs_RRCConnectionReconfiguration_8_3_1_11_Step1_pc25.

	TTCN module
	RRC_Measurement.ttcn

	MCC160 Comment
	Accepted, but Prose CR needed


Before change

function f_TC_8_3_1_11_EUTRA() runs on EUTRA_PTC

  { /* Measurement configuration control and reporting / intra E-UTRAN measurements: continuation of the measurements after RRC Connection Re-establishment */

    var integer v_T0_RS_EPRE_Cell1 := -85;

    var integer v_T0_RS_EPRE_Cell2 := tsc_NonSuitableOffCellRS_EPRE; //@sic R5-103498 sic@

  …..

…..   
 if (v_FeatrGrp_25)

      {

        f_EUTRA_RRCConnectionReconfiguration_MeasConfig(eutra_Cell1,

                                                        cs_RRCConnectionReconfiguration_8_3_1_11_Step1_pc25(v_RRC_TI,

                                                                                                            v_Frequency_IE_f1.UL_DL_Earfcn.dl_CarrierFreq_r9, //@sic R5-171145 sic@

                                                                                                            v_ChBandDependency_f1.AllowedMeasBandwidth,

                                                                                                            v_Frequency_IE_f3.UL_DL_Earfcn.dl_CarrierFreq_r9, //@sic R5s170595, R5-171145 sic@

                                                                                                            v_ChBandDependency_f3.AllowedMeasBandwidth)); //@sic R5s170595, R5-171145 sic@
….

}
After change

function f_TC_8_3_1_11_EUTRA() runs on EUTRA_PTC

  { /* Measurement configuration control and reporting / intra E-UTRAN measurements: continuation of the measurements after RRC Connection Re-establishment */

    var integer v_T0_RS_EPRE_Cell1 := -85;

    var integer v_T0_RS_EPRE_Cell2 := tsc_NonSuitableOffCellRS_EPRE; //@sic R5-103498 sic@

  …..

…..   
    if (v_FeatrGrp_25)

      {

        f_EUTRA_RRCConnectionReconfiguration_MeasConfig(eutra_Cell1,

                                                        cs_RRCConnectionReconfiguration_8_3_1_11_Step1_pc25(v_RRC_TI,

                                                                                                            v_Frequency_IE_f1.UL_DL_Earfcn.dl_CarrierFreq_r9, //@sic R5-171145 sic@

                                                                                                            v_ChBandDependency_f1.AllowedMeasBandwidth,

                                                                                                            v_Frequency_IE_f3.UL_DL_Earfcn.dl_CarrierFreq_r9, //@sic R5s170595, R5-171145 sic@

                                                                                                            v_ChBandDependency_f3.AllowedMeasBandwidth,

  //@sic R5s170595, R5-171145 sic@

                                                                                                            f_EUTRA_SS_MeasGapConfigIntraFreqOverrideCE()));
….

}
