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	Reason for change:
	In the current TTCN, after Step 61 where the user is prompted to set the PLMN selection to Automatic, a timer of 300s is started. This is not required as the 38.523-1 Table 9.1.5.1.10.3.2-1 doesn’t mandate so.
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1 Corrections required
1.1 function fl_TC_9_1_5_1_10_Body()
	2 Function name
	fl_TC_9_1_5_1_10_Body

	Reason for change
	In the current TTCN, after Step 61 where the user is prompted to set the PLMN selection to Automatic, a timer of 300s is started. This is not required as the 38.523-1 Table 9.1.5.1.10.3.2-1 doesn’t mandate so.

	Summary of change
	Removed the timer of 300s.
Please see below.

	TTCN module
	NR5GC\9_1_5\Initial_Registration_NR5GC.ttcn

	MCC160 Comment
	Implemented alternative solution proposed in R5s200904. 


Before Change:

	<SKIPPED CODE>>
//@siclog "Step 61" siclog@
    //The user sets the UE in Automatic PLMN selection mode.
    f_UT_AutomaticPLMN_Select(UT);
    //wait 300 seconds to let UE complete automatic PLMN search
    f_Delay(300.0);


After Change:

	<SKIPPED CODE>>
//@siclog "Step 61" siclog@
    //The user sets the UE in Automatic PLMN selection mode.
    f_UT_AutomaticPLMN_Select(UT);
    //wait 300 seconds to let UE complete automatic PLMN search
    //WA#9_1_5_1_10 f_Delay(300.0);


