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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk25 related to the title of this CR.

Contact:
Ting, Gao

gaoting@starpointcomm.com
2 Corrections required

2.1 Change 1

	Function name
	fl_TC_9_1_1_3_6_Body

	Reason for change
	According to prose, SS should be configured not to send the RLC ACK at step 44, however, SS is configured not send RLC ACK one time for next RLC PDU. Which will result in UE transmitting authentication response message successfully at step47 and violating the TP4.

	Summary of change
	Configure SS not send RLC ACK at step 44.

	TTCN module
	Authentication_NR5GC

	MCC160 Comment
	Rejected. The flow is as follows:
SS calls f_NR_SS_ConfigSRB_NotACK_NextRLC_PDU
SS sends DL Authentication Req message
UE will send an UL RLC ACK for this DL message
Receive UL Authentication Response message
SS should send DL RLC ACK for this UL message, but won't because of f_NR_SS_ConfigSRB_NotACK_NextRLC_PDU
 
Therefore the 'Next RLC PDU to Not Ack' after calling f_NR_SS_ConfigSRB_NotACK_NextRLC_PDU is for the Authentication Response


Before change:

 function fl_TC_9_1_1_3_6_Body(boolean p_UseEAP ) runs on NR5GC_PTC

  { /*  test body of TC_9_1_1_3 and 9_1_1_6  The only difference is if including an EAP message or not */

......
        if(p_UseEAP){

      //@siclog "Step 40 - 44" siclog@ //This is for Testcase 9_1_1_3

      }else{

      //@siclog "Step 35 - 39" siclog@ // This is for Testcase 9_1_1_6 // @sic R5-199098 sic@

    }

    f_NR5GC_RRC_Idle_Steps5_20 (v_GMM_MobilityInfo, v_NGC_NASCellC, v_ReceivedMsg, TESTMode_OFF, -, Initial_Secure); // @sic R5s200237 sic@

    f_NR_Paging_Def(v_NGC_NASCellC, RRC_IDLE);

    v_ReceivedMsg := f_NR5GC_RRCIdleToConnected_Steps2_4(v_NGC_NASCellC);

    f_NR_SS_ConfigSRB_NotACK_NextRLC_PDU (v_NGC_NASCellC, tsc_NR_RbId_SRB1); 

......

}
After change:

   function fl_TC_9_1_1_3_6_Body(boolean p_UseEAP ) runs on NR5GC_PTC

  { /*  test body of TC_9_1_1_3 and 9_1_1_6  The only difference is if including an EAP message or not */

......
        if(p_UseEAP){

      //@siclog "Step 40 - 44" siclog@ //This is for Testcase 9_1_1_3

      }else{

      //@siclog "Step 35 - 39" siclog@ // This is for Testcase 9_1_1_6 // @sic R5-199098 sic@

    }

    f_NR5GC_RRC_Idle_Steps5_20 (v_GMM_MobilityInfo, v_NGC_NASCellC, v_ReceivedMsg, TESTMode_OFF, -, Initial_Secure); // @sic R5s200237 sic@

    f_NR_Paging_Def(v_NGC_NASCellC, RRC_IDLE);

    v_ReceivedMsg := f_NR5GC_RRCIdleToConnected_Steps2_4(v_NGC_NASCellC);

f_NR_SS_ConfigRB_AckProhibit(v_NGC_NASCellC,tsc_NR_RbId_SRB1,Prohibit);

......

}
