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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk25 related to the title of this CR.

Contact:
Shaun Harry

shaun.harry@keysight.com
2 Corrections required
2.1  Change 1

	Function name
	f_TC_9_3_1_2_NR5GC

	Reason for change
	SRB2 has been established during the test case body so will be used for postamble signalling

	Summary of change
	Use tsc_NR_RbId_SRB2 (default) for postamble function.

	TTCN module
	Mobility_Registration_NR5GC_NR

	MCC160 Comment
	SRB2 may or may not have been configured with the definition of the generic procedure in 38.508-1 cl.4.9.9 in R5-204401.  Therefore returned the SRB to be used from f_NR5GC_IRAT_S1ToN1_IdleMode and passed this into the postamble function


Before Change

	function f_TC_9_3_1_2_NR5GC() runs on NR5GC_PTC

  { //Mobility Registration Update / Single-registration mode with N26 / 5GMM-IDLE / EPC to 5GC

    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);

    f_NR5GC_IRAT_Init(NR_6);

    //Create and configure cell

    f_NR_CellConfig_Def(v_NGC_NASCellA);

    f_NR5GC_IRAT_PreambleNR_EUTRA (v_NGC_NASCellA);

    f_NR_TestBody_Set(true);

    fl_TC_9_3_1_2_NR5GC_TestBody();

    f_NR_TestBody_Set(false);

    f_NR_Postamble(v_NGC_NASCellA, STATE_CONNECTED_3A, tsc_NR_RbId_SRB1); // @sic R5s200379 sic@

    // Now tell EUTRA test is finished

    f_EUTRA_NR_SendCoOrd (EUTRA, cms_EUTRA_NR_Trigger("Postamble"));

  }


After Change

	  function f_TC_9_3_1_2_NR5GC() runs on NR5GC_PTC

  { //Mobility Registration Update / Single-registration mode with N26 / 5GMM-IDLE / EPC to 5GC

    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);

    f_NR5GC_IRAT_Init(NR_6);

    //Create and configure cell

    f_NR_CellConfig_Def(v_NGC_NASCellA);

    f_NR5GC_IRAT_PreambleNR_EUTRA (v_NGC_NASCellA);

    f_NR_TestBody_Set(true);

    fl_TC_9_3_1_2_NR5GC_TestBody();

    f_NR_TestBody_Set(false);

    f_NR_Postamble(v_NGC_NASCellA, STATE_CONNECTED_3A); 
    // Now tell EUTRA test is finished

    f_EUTRA_NR_SendCoOrd (EUTRA, cms_EUTRA_NR_Trigger("Postamble"));

  }


