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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk38 related to the title of this CR.

Contact:
Kalahasti, Narendra

Narendra.Kalahasti@anritsu.com
2 Corrections required
2.1 Change 1

	Function name
	f_TC_7_1_2_3_11_NR_TestBody

	Reason for change
	At the step 8 UE should retransmit RLC SDU #1 (SN=0), but current implementation in TTCN expected SN=1.  

	Summary of change
	At the step 8, set the AM_RX_Next to 0

	TTCN module
	RLC_ENDC_NR.ttcn

	MCC160 Comment
	Accepted
At the same time removal of the original instruction which happens too late.

The same issue is corrected in function  f_TC_7_1_2_3_11_NR_TestBody in RLC_NR5GC.ttcn



Before change:
  function f_TC_7_1_2_3_11_NR_TestBody(NR_RLC_SS_State_Type p_RLC_Rec,

                                           DRB_Identity p_NR_DRB_Id) runs on NR_BASE_PTC

  { // AM RLC / RLC re-establishment procedure

  //@sic R5-194296 sic@

    var template (value) NR_RLC_BearerToAddModList_Type v_RLC_BearerConfigList;

    var NR_RLC_DataFieldList_Type v_NR_RLC_DataList;

    var template (value) CellGroupConfig v_CellGroupConfig;

    var template (present) NR_RLC_AMD_PDU_Type v_NR_RLC_AMD_PDU_Expected;

    var template (present) NR_RLC_PDUList_Type v_NR_RLC_PDUList;

    var NR_DRB_COMMON_IND v_NR_DRB_COMMON_IND;

    var EUTRA_NR_Coordination_MSG v_ReceivedMsg;

    v_RLC_BearerConfigList := f_NR_ReconfigureRLC_AM(p_NR_DRB_Id, -, ms4000, -, -, -, -, ms200, -, true_); // @sic R5s191200 sic@

    v_CellGroupConfig := f_NR_GetCellGroupConfigHO (nr_Cell1, v_RLC_BearerConfigList); //tsc_C_RNTI_Value3

    v_NR_RLC_DataList := f_TC_7_1_2_3_11_NR_Steps1To4(p_RLC_Rec, p_NR_DRB_Id);

    // @siclog "Steps 5" siclog@

    //The SS transmits NR RRCReconfiguration message to trigger RLC re-establishment on DRB using Reconfig with sync procedure

    //The UE transmits a NR RRCReconfigurationcomplete message.

    // Reconfiguration Msg to be transmitted on E-UTRA side for ENDC tc or NR side for NR5GC tc

    f_NR_RLC_ReconfigurationHO_ENDC (nr_Cell1,

                                     v_RLC_BearerConfigList,

                                     cs_38508_PDCP_Config(-, -, -, ms160, omit),

                                     -,

                                     v_CellGroupConfig,

                                     false); // @sic R5-204512 sic@

    // @siclog "Step 6" siclog@

    //The SS starts the UL default grant transmissions

    f_NR_ULGrantConfiguration_Start(nr_Cell1); // @sic R5s191200, R5-204512 sic@

    //EXCEPTION: Steps 7 and 8 can occur in any order.

    // @siclog "Step 7" siclog@

    //The UE transmits a NR RRCReconfigurationComplete message.

    // @siclog "Step 8" siclog@

    //The UE retransmits RLC SDU #1 (SN=0).

    v_NR_RLC_AMD_PDU_Expected := f_NR_RLC_Get_AMD_FullSDU_RX(p_RLC_Rec, ?, v_NR_RLC_DataList[tsc_RLC_SDU1]);

    v_NR_RLC_PDUList := { cr_NR_RLC_PDU_AMD(v_NR_RLC_AMD_PDU_Expected) };

    p_RLC_Rec.AM_RX_Next := 0; // only update of the RLC record which is needed

    interleave { // @sic R5-204512 sic@

      []  EUTRA.receive(cmr_EUTRA_NR_OctetData( "Complete")) -> value v_ReceivedMsg

        { f_NR_CheckReceived_RRCReconfigurationComplete(v_ReceivedMsg); }

      []  DRB.receive(car_NR_DRB_COMMON_IND_RLC_PDUList(nr_Cell1,

                                                        p_NR_DRB_Id,

                                                        -,

                                                        v_NR_RLC_PDUList)) -> value v_NR_DRB_COMMON_IND

        { p_RLC_Rec.TimeStampLastReceivedPDU := v_NR_DRB_COMMON_IND.Common.TimingInfo.SubFrame; }

    }

    f_TC_7_1_2_3_11_NR_Steps9To15(p_RLC_Rec, p_NR_DRB_Id, v_NR_RLC_DataList); // @sic R5s191200, R5-204512 sic@

  } 
After change:
    function f_TC_7_1_2_3_11_NR_TestBody(NR_RLC_SS_State_Type p_RLC_Rec,

                                           DRB_Identity p_NR_DRB_Id) runs on NR_BASE_PTC

  { // AM RLC / RLC re-establishment procedure

  //@sic R5-194296 sic@

    var template (value) NR_RLC_BearerToAddModList_Type v_RLC_BearerConfigList;

    var NR_RLC_DataFieldList_Type v_NR_RLC_DataList;

    var template (value) CellGroupConfig v_CellGroupConfig;

    var template (present) NR_RLC_AMD_PDU_Type v_NR_RLC_AMD_PDU_Expected;

    var template (present) NR_RLC_PDUList_Type v_NR_RLC_PDUList;

    var NR_DRB_COMMON_IND v_NR_DRB_COMMON_IND;

    var EUTRA_NR_Coordination_MSG v_ReceivedMsg;

    v_RLC_BearerConfigList := f_NR_ReconfigureRLC_AM(p_NR_DRB_Id, -, ms4000, -, -, -, -, ms200, -, true_); // @sic R5s191200 sic@

    v_CellGroupConfig := f_NR_GetCellGroupConfigHO (nr_Cell1, v_RLC_BearerConfigList); //tsc_C_RNTI_Value3

    v_NR_RLC_DataList := f_TC_7_1_2_3_11_NR_Steps1To4(p_RLC_Rec, p_NR_DRB_Id);

    // @siclog "Steps 5" siclog@

    //The SS transmits NR RRCReconfiguration message to trigger RLC re-establishment on DRB using Reconfig with sync procedure

    //The UE transmits a NR RRCReconfigurationcomplete message.

    // Reconfiguration Msg to be transmitted on E-UTRA side for ENDC tc or NR side for NR5GC tc

    f_NR_RLC_ReconfigurationHO_ENDC (nr_Cell1,

                                     v_RLC_BearerConfigList,

                                     cs_38508_PDCP_Config(-, -, -, ms160, omit),

                                     -,

                                     v_CellGroupConfig,

                                     false); // @sic R5-204512 sic@

    // @siclog "Step 6" siclog@

    //The SS starts the UL default grant transmissions

    f_NR_ULGrantConfiguration_Start(nr_Cell1); // @sic R5s191200, R5-204512 sic@

    //EXCEPTION: Steps 7 and 8 can occur in any order.

    // @siclog "Step 7" siclog@

    //The UE transmits a NR RRCReconfigurationComplete message.

    // @siclog "Step 8" siclog@

    //The UE retransmits RLC SDU #1 (SN=0).

    p_RLC_Rec.AM_RX_Next := 0; 

    v_NR_RLC_AMD_PDU_Expected := f_NR_RLC_Get_AMD_FullSDU_RX(p_RLC_Rec, ?, v_NR_RLC_DataList[tsc_RLC_SDU1]);

    v_NR_RLC_PDUList := { cr_NR_RLC_PDU_AMD(v_NR_RLC_AMD_PDU_Expected) };

    p_RLC_Rec.AM_RX_Next := 0; // only update of the RLC record which is needed

    interleave { // @sic R5-204512 sic@

      []  EUTRA.receive(cmr_EUTRA_NR_OctetData( "Complete")) -> value v_ReceivedMsg

        { f_NR_CheckReceived_RRCReconfigurationComplete(v_ReceivedMsg); }

      []  DRB.receive(car_NR_DRB_COMMON_IND_RLC_PDUList(nr_Cell1,

                                                        p_NR_DRB_Id,

                                                        -,

                                                        v_NR_RLC_PDUList)) -> value v_NR_DRB_COMMON_IND

        { p_RLC_Rec.TimeStampLastReceivedPDU := v_NR_DRB_COMMON_IND.Common.TimingInfo.SubFrame; }

    }

    f_TC_7_1_2_3_11_NR_Steps9To15(p_RLC_Rec, p_NR_DRB_Id, v_NR_RLC_DataList); // @sic R5s191200, R5-204512 sic@

  }
