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	Reason for change:
	In the current TTCN impementation of this function, v_ExistingDRBs needs to be initialized before it is being passed as a parameter to function f_EUTRA38_DRBInfo_FindEntry. Not doing this will cause a run-time error.

	
	

	Summary of change:
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1 Corrections required

1.1 function f_EUTRA38_TAUReqFromN1
	Function name
	f_EUTRA38_TAUReqFromN1

	Reason for change
	In the current TTCN impementation of this function, v_ExistingDRBs needs to be initialized before it is being passed as a parameter to function f_EUTRA38_DRBInfo_FindEntry. Not doing this will cause a run-time error.

	Summary of change
	Assigned v_ExistingDRBs := f_EUTRA38_MobileInfo_GetDRBInfoList(); before calling function f_EUTRA38_DRBInfo_FindEntry . 

Please see below.

	TTCN module
	NR5GC_IRAT\Common\EUTRA38_NR5GCProcedures.ttcn

	MCC160 Comment
	Accepted


Before Change:

	<<SKIPPED CODE>>
// @sic R5-204399 sic@
    // If we need a new algorithm, have to store the new values before calling this
    // Store EPS bearers sent over, if not stored already
    for (i:=0;  i < lengthof(v_PduSessionInfoList); i :=i+1) {
      v_NewDRBId := (v_PduSessionInfoList[i].EPS_Bearer - 4);
      if (f_EUTRA38_DRBInfo_FindEntry(v_ExistingDRBs, v_NewDRBId) == -1) {
        // add new DRB to list
        v_NewDRBInfoList[j] := cs_DRB_Info (v_NewDRBId, (v_NewDRBId+4), false, cs_OneDRB_ConfigAM(v_NewDRBId), cs_508_DRB_ToAddMod_DEFAULT_AM(v_NewDRBId), None);  // Don't know the APN
        j := j+1;
      }
    } 
<<SKIPPED CODE>>


After Change:

	<<SKIPPED CODE>>
// @sic R5-204399 sic@
    // If we need a new algorithm, have to store the new values before calling this
    // Store EPS bearers sent over, if not stored already
    v_ExistingDRBs := f_EUTRA38_MobileInfo_GetDRBInfoList(); //WA#9_3_1_1
    for (i:=0;  i < lengthof(v_PduSessionInfoList); i :=i+1) {
      v_NewDRBId := (v_PduSessionInfoList[i].EPS_Bearer - 4);
      if (f_EUTRA38_DRBInfo_FindEntry(v_ExistingDRBs, v_NewDRBId) == -1) {
        // add new DRB to list
        v_NewDRBInfoList[j] := cs_DRB_Info (v_NewDRBId, (v_NewDRBId+4), false, cs_OneDRB_ConfigAM(v_NewDRBId), cs_508_DRB_ToAddMod_DEFAULT_AM(v_NewDRBId), None);  // Don't know the APN
        j := j+1;
      }
    } 
<<SKIPPED CODE>>


