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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk38 related to the title of this CR.

Contact:
Kalahasti, Narendra

Narendra.Kalahasti@anritsu.com
2 Corrections required
2.1 
Change 1

	Function name
	fl_TC_10_1_6_1_Body

	Reason for change
	At the step 3, the session id is hardcoded which is not correct rather f_UT_DeactivateBearer should be called to get the last PDU session configured.

The same change as has been done in R5s201362 which is also required for TC 10.1.6.1. 

	Summary of change
	Instead of calling function f_UT_DeactivateBearer(UT,3), the function f_UT_DeactivateBearer(UT, f_NR5GC_MobileInfo_GetNoOfSessions()) is invoked

	TTCN module
	GSM_TestCases_NR5GC.ttcn

	MCC160 Comment
	Accepted, already covered in R5s201362 implementation


Before change:

     function fl_TC_10_1_6_1_Body() runs on NR5GC_PTC

  {

    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);

    var PDUSessionInfoList_Type v_PDUSessionInfo;

    var O1_Type v_PDUSessionIdToRelease;

    var GSM_MobilityInfo_Type v_GSM_MobilityInfo;

    var NR_RadioBearerId_Type v_SRB;

    var template (value) NG_NAS_DL_Pdu_Type v_MsgToSend;

    var NR_SRB_COMMON_IND v_ReceivedAsp;

    var charstring v_NSSAI;

    var ProcedureTransactionIdentifier v_PTI; // @sic R5s201063 sic@

    timer t_Wait := 3.0; // @sic R5-195981 sic@

    v_SRB := tsc_NR_RbId_SRB2;

    v_NSSAI := f_ConvertS_NSSAI_ForATCommand (cs_S_NSSAI_SST1eMBB);

    //@siclog "Steps 1" siclog@

    f_UT_RequestPDUSession(UT, f_NR5GC_MobileInfo_GetNoOfSessions()+1, tsc_RandomAPN, -, -, v_NSSAI); // @sic Rs201230 sic@

    //@siclog "Steps 2" siclog@

    f_NR5GC_PDUSessionEstablishment (v_NGC_NASCellA, 1);

    //@siclog "Steps 3" siclog@

    //Cause the UE to transmit a PDU SESSION RELEASE REQ

    f_UT_DeactivateBearer(UT, 3);
    v_PDUSessionInfo := f_NR5GC_MobileInfo_GetSessionInfoList();

    v_PDUSessionIdToRelease := v_PDUSessionInfo[f_NR5GC_MobileInfo_GetNoOfSessions()-1].SessionId; // @sic R5s190629 sic@

...

}

After change:

   function fl_TC_10_1_6_1_Body() runs on NR5GC_PTC

  {

    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);

    var PDUSessionInfoList_Type v_PDUSessionInfo;

    var O1_Type v_PDUSessionIdToRelease;

    var GSM_MobilityInfo_Type v_GSM_MobilityInfo;

    var NR_RadioBearerId_Type v_SRB;

    var template (value) NG_NAS_DL_Pdu_Type v_MsgToSend;

    var NR_SRB_COMMON_IND v_ReceivedAsp;

    var charstring v_NSSAI;

    var ProcedureTransactionIdentifier v_PTI; // @sic R5s201063 sic@

    timer t_Wait := 3.0; // @sic R5-195981 sic@

    v_SRB := tsc_NR_RbId_SRB2;

    v_NSSAI := f_ConvertS_NSSAI_ForATCommand (cs_S_NSSAI_SST1eMBB);

    //@siclog "Steps 1" siclog@

    f_UT_RequestPDUSession(UT, f_NR5GC_MobileInfo_GetNoOfSessions()+1, tsc_RandomAPN, -, -, v_NSSAI); // @sic Rs201230 sic@

    //@siclog "Steps 2" siclog@

    f_NR5GC_PDUSessionEstablishment (v_NGC_NASCellA, 1);

    //@siclog "Steps 3" siclog@

    //Cause the UE to transmit a PDU SESSION RELEASE REQ

    f_UT_DeactivateBearer(UT, f_NR5GC_MobileInfo_GetNoOfSessions()); 

    v_PDUSessionInfo := f_NR5GC_MobileInfo_GetSessionInfoList();

    v_PDUSessionIdToRelease := v_PDUSessionInfo[f_NR5GC_MobileInfo_GetNoOfSessions()-1].SessionId; // @sic R5s190629 sic@
…

} 
