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1 Corrections required

1.1 function f_Get_PDUSessionAuthenticationCmd
	Function name
	f_Get_PDUSessionAuthenticationCmd

	Reason for change
	In the current TTCN impementation of this function, IEI for EAP Message is being set to ‘78’O.

This is incorrect.

According to 24.501 Table 8.3.4.1.1, IEI for EAP Message should be set to OMIT.

This needs to be corrected.

	Summary of change
	Corrected the TTCN by passing OMIT as IEI in function f_Get_PDUSessionAuthenticationCmd.

Please see below.

	TTCN module
	\Common\NG_NAS\NG_NASTemplateFunctions.ttcn

	MCC160 Comment
	Accepted


Before Change:

	function f_Get_PDUSessionAuthenticationCmd(inout NG_NAS_SecurityParams_Type p_SecurityParams,
                                             GSM_MobilityInfo_Type p_GSM_MobilityInfo,
                                             NAS_PlmnId p_PLMN,
                                             template (omit) GPRS_Timer3 p_BackOff := omit) return template (value) NG_NAS_DL_Pdu_Type
  {
    var template (value) NG_NAS_DL_Message_Type v_GSMMsg;
    var template (value) EAP_Message v_EAP;
    // Evaluate Authentication parameters and generate new keys
    p_SecurityParams := f_NG_EAP_AuthenticationInit(p_SecurityParams, p_PLMN, hex2str(px_IMSI_Def)); // FFS Is this all we need for SUPI??
    v_EAP := cs_EAP_Message (f_NG_EAP_ChallengeReq (p_SecurityParams, p_PLMN));
    v_GSMMsg := cs_NG_PDU_SESSION_AUTHENTICATION_COMMAND (cs_NG_PDU_SessionId(p_GSM_MobilityInfo.SessionId, omit), // @sic R5s00564 sic
                                                          tsc_PTI_Unassigned,
                                                          v_EAP,
                                                          omit);
    return f_Get_NG_DLNASTransport (cs_PayloadContainerType(tsc_PayloadContainerESMMsg), // @sic R5w190208 sic@
                                    v_GSMMsg,
                                    -,
                                    p_GSM_MobilityInfo.SessionId, // @sic R5s190626, R5s200564 sic@
                                    omit,
                                    omit,
                                    p_BackOff);  }


After Change:

	function f_Get_PDUSessionAuthenticationCmd(inout NG_NAS_SecurityParams_Type p_SecurityParams,
                                             GSM_MobilityInfo_Type p_GSM_MobilityInfo,
                                             NAS_PlmnId p_PLMN,
                                             template (omit) GPRS_Timer3 p_BackOff := omit) return template (value) NG_NAS_DL_Pdu_Type
  {
    var template (value) NG_NAS_DL_Message_Type v_GSMMsg;
    var template (value) EAP_Message v_EAP;
    // Evaluate Authentication parameters and generate new keys
    p_SecurityParams := f_NG_EAP_AuthenticationInit(p_SecurityParams, p_PLMN, hex2str(px_IMSI_Def)); // FFS Is this all we need for SUPI??
    v_EAP := cs_EAP_Message (f_NG_EAP_ChallengeReq (p_SecurityParams, p_PLMN), omit /*WA#10_1_1_1*/);
    v_GSMMsg := cs_NG_PDU_SESSION_AUTHENTICATION_COMMAND (cs_NG_PDU_SessionId(p_GSM_MobilityInfo.SessionId, omit), // @sic R5s00564 sic
                                                          tsc_PTI_Unassigned,
                                                          v_EAP,
                                                          omit);
    return f_Get_NG_DLNASTransport (cs_PayloadContainerType(tsc_PayloadContainerESMMsg), // @sic R5w190208 sic@
                                    v_GSMMsg,
                                    -,
                                    p_GSM_MobilityInfo.SessionId, // @sic R5s190626, R5s200564 sic@
                                    omit,
                                    omit,
                                    p_BackOff);  }


